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BECKLEY-RALSTON CO. 


1801-1815 Michigan Avenue 
CHICAGO, U. S. A. 


Other Beckley-Ralston Distributing Points for Radio Supplies 


PITTSBURGH 


524-526 Craig St. 
(At Bigelow Blvd.) 


Established 
1896 


DETROIT 


4444-4450 Woodward 
Avenue 


Wholesale 
Only 


DISTRIBUTORS FOR 


GaieCo 


rporation 


All goods are F. O. B. point of shipment, unless 
otherwise contracted, Radio terms are cash with order 
or C, O. D. Trade having established accounts with us 
who have made a practice of discounting all bills, will 
be considered as complying with cash terms. 


CREDIT. 


Accounts opened monthly with Jobbers and Dealers 
whose mercantile ratings are satisfactory. Trade not 
rated or with limited ratings, are invited to send us trade 
and banking references. Blanks furnished on application 
for those desiring to file business statements for credit 


basis. 


Goods will be shipped C. O, D. where parties are known 
to us. When not known, a deposit is required sufficient 
to cover transportation charges. 


PARCEL POST ORDERS. 


All orders for shipment by Parcel Post are handled in 
a separate department. Parcel Post shipments are covered 
by a blanket insurance contract, for which a small charge 
is made, 


SOCKET i eae | EIGHT-TUBE 
POWER | : i] | SUPER- 


OPERATION i ee HETERODYNE 


Radiola 30A 


Radiola 30A is a custom built Receiver containing the RCA standard eight-tube 


Superheterodyne, which 
represents the highest development in radio broadcast receivers, 


Radiola 30A operates entirely from the home lighting current and requires no batteries, It is designed for 
operation from a 110 volt 50-60 cycle source. With the proper supply of current available, it needs only to be con- 
nected to any lamp socket or base plug in the home. 


The current ordinarily supplied by a complement of batteries is in this case furnished by the R 
supply which converts the house current into suitable voltages for operation of the broadcast rece 
cent models of RCA Superheterodyne sets, Radiola 30A tunes by uni-control. The “Station Selectors” take the 
form of two vertical drums calibrated in kilocycles, but on which there is sufficient space to mark in the call 
letters of the various broadcasting stations from which reception is obtained. For most purposes, the local or 


distant broadcast station can be tuned in by turning both drums as a unit, for they are connected by a light friction 
clutch, 


CA power 
iver. Like all re- 


When circumstances demand it, one of the drums may be held in position and the other moved inde 


pendently 
of it or both may be moved together as a unit. 


The two front doors close the view of front panel and speaker grille. A switch mounted on side of grille con- 
trols the power supply, and also illuminates the drum dials. When doors are closed, this switch 


works automati- 
cally, turning off the light and power supply. 


Loudspeaker reproduction is obtained from one of the new RCA 100A speakers which ‘assures quality of 
reproduction over the entire musical scale. This loudspeaker is capable of great volume without distortion, but it 
may be varied from a whisper to its maximum performance. 


Radiola 30A is equipped with antenna and ground binding posts and special antenna coupler to provide for an- 
tenna as well as loop operation. 


Radiola 30A represents an outstanding achievement in the field of radio development. It eliminates the 
necessity for batteries. 

An antenna coupler is provided with connections for use with ground and inside antenna. 

A door in rear of cabinet gives ready access to the operating mechanism and power amplifier. 


Cabinet is made of genuine walnut veneer. A fine piece of furniture for any home. 
Stock No, AX30A_ Radiola 30A, complete with Radiotrons and Rectrons and ready for AC operation $495.00 
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SOCKET es | ee || UNEQUALED 
POWER ae wee al TONE 


OPERATION ; i tT |e Il QUALITY 


Radiola 32 


Radiola 32 meets the demands of the discriminating portion of the public for the very finest radio neceyye 
from the point of view of musical reproduction and furniture design. Comprising, as it does, the preys a 
eight-tube Super-Heterodyne circuit and the equally famous 104 Loudspeaker, Radiola 32 represents the foremos 
development in the science and art of radio. 

The method of socket power operation is the most highly perfected system known to the art. 

The rectifier system of the Radiola 32 supplies a direct current for the electromagnet and power amplifier, 
including a direct current supply “A” “B” and “C” for all tubes. Full wave rectification is provided by the two 
UX281 Rectrons, and another feature of importance in the AC operation is a ballast or current regulating Radio- 
tron, model UV886, which compensates for variations in electric light line between 105 and 125 volts and thus 
maintains a uniform voltage on the tubes employed in the Radio Receiver and Loud Speaker. 

With all the fundamental advantages of this combination of the leaders of the RCA line, there are several 
interesting refinements of construction which will appeal to the prospective purchaser. 

In addition to the usual tuning and volume controls, there is a dial with a knurled edge mounted. on the par- 
tition next to the loudspeaker grille, which turns the enclosed loop aerial. Directly under this loop control dial is 
the main power control switch which turns the current supply on and off. A small electric bulb concealed in 
the top of the operating compartment serves the double function of illuminating the tuning dials and acting as ae 
indicator that the current is turned on in the set. When the desk fall is closed, the current supply switch is auto- 
matically turned off. 

The left-hand compartment of Radiola 32 contains a large cylindrical loop which is turned by means of a 
control drum readily accessible when the left compartment door is open. The right-hand compartment contains 
the RCA Multi-Rectron, i. e., the apparatus which converts the house alternating current supply into direct 
current of the proper voltages for the various Radiotrons. , 

Special care has been taken to insure stability of operation and to avoid resonant effects which might otherwise 
occur when a powerful loudspeaker of the Model 104 type is mounted in proximity to the radio receiver, Access 
to the mechanism of Radiola 32 is made particularly easy by the use of two hinged doors which expose the entire 
rear of the receiver. 

The cabinet is of beautifully grained walnut veneer. It is 52 inches high, 37 inches wide and 1734 inches deep. 
The weight is approximately 213 pounds, 

Stock No. AX382 Radiola 32 complete with all Radiotrons. List price $895.00 
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R. C. A. RADIOLA RECEIVING SETS 


Radiola 28—Superheterodyne 


Radiola 28 is an eight Radiotron radio broadcast receiving instrument utilizing 
the famous superheterodyne principle, which provides unusual sensitivity. Sim- 
plicity of operation, supreme selectivity and unusually fine tone quality are other 
features that will be greatly appreciated. The cabinet contains the operating 
mechanism and battery equipment, as well as a socket for the loop antenna, 
which is plugged in through a hole in the top cover, making the set self-contained, 
The receiver is designed for reception over the broadcast frequency band, 550 
to 1,500 kilocycles (approximately 200 to 550 meters). 


The mahogany cabinet of the Radiola 28 is of the desk type, with satin finish, 
This set has been designed with a thought for extreme sensitivity, selectivity, 
toual quality and ease of operation. 


As in the case of all Radiola Super-Heterodynes, no antenna other than a 
small loop mounted on top of the Radiola 28 is required. This very efficient 
loop, in connection with the new eight tube super-heterodyne circuit, provides 
reception over extreme distances under favorable conditions, Loop operation 
also provides additional selectivity, and minimizes many forms of local interfer- 
ence. 


Radiola Loud Speaker Model 100A is recommended for use with Radiola 28 
when dry battery operated, but Model 104 Radiola Loud Speakers may be em- 
ployed. 

When used with Model 104 Loud Speaker, Radiola 28 may be connected—by 
use of the accessories contained in “AC Package,’ UP972—to the powerful rec- 
tifier-power-amplifier unit, which is a part of the Model 104 Loud Speaker, so 
that Radiola 28 and the Loud Speaker are completely operated from the 110 
volt, 60 cycle, AC house lighting mains, thus obviating the necessity of using 
any batteries. 


To further illustrate the several ways of furnishing current for the operation 
of Radiola 28, the following table is given: 


Complete dry battery operation in which the “A” “B” and “C” voltages are secured from dry batteries. 


The dry cell “B” batteries may be replaced by a “Duo-Rectron,’ Model AP937, in which case the “B” voltages 
are obtained from a source of rectified AC current, the “‘A” and “C” voltages being secured from dry batteries. 


If Radiola Loud Speaker Model 104 is used with Radiola 28, two alternatives are possible: 


(A) The “B” battery voltage, only, may be secured from the Model 104 Loud Speaker, thus replacing the 
“B” battery, or 


(B) Complete AC operation is possible, wherein the “A,” “B’” and “C” voltages are obtained from the 
rectifier power unit of the Model 104 Loud Speaker, thus eliminating all batteries. In this case it is neces- 
sary for the user to purchase an “AC Package” Model UP972, and arrange with a radio dealer to convert 
Radiola 28 for complete AC operation. 


Batteries Required 


12 Eveready No. 7111 Dry Cells. 
2 Eveready No. 779 Vertical or 
No. 766 Horizontal 
Two 45 Volt (extra large) “B” batteries. 
No. 486, or No, 770. 
No. 22% Volt “B” battery, used as a “C” battery. 


Stock No. AX28 Radiola 28 complete with 7 UX199 Radiotrons, 1UX120 
Radiotron, 1 UV877 Radiotron, and loop, (less batteries). List price. . $260.00 


Stock No, AX28-100A Radiola 28 complete as above with Model 100 


Cone Loud Speaker, (less batteries). List price Illustration showing Radiola 
28 and Radiola Loud Speaker 
Model 104 Entirely AC Oper- 


ated—No batteries required. 


Stock No. AX28-104 Radiola 28 complete as above with Radiola Loud 
Speaker Model 104, (A.C. package). List price 


Stock No. AP972 UP972, “AC Package” containing necessary accessories to adapt Radiola 28 for complete 
AC operation when connected to Model 104 Radiola Loud Speaker. List price 


R. C. A. RADIOLA LOUD SPEAKER 


Radiola Loud Speaker 
Model 104 


The cabinet of the Radiola Loud Speaker Model 104 is of dark 
walnut finish, with woven cane in the openings at the back and sides. 
This design harmonizes with almost any style of interior decoration. 


When used with a receiver which of itself is capable of reproduc- 
ing speech and music with good quality, Radiola Loud Speaker 
Model 104 will reproduce with unusual fidelity the staccato notes of 
the piano, the natural quality of the human voice, and the colorful 
overtones and lower bass notes. When operating at either high or 
low volume, the high and low pitched notes will be reproduced in 
correct proportion. 


While this Loud Speaker is capable of delivering as great a volume 
as would ever be required in the largest salons, it is extremely flex- 
ibly controlled so that the volume may be reduced to a mere whisper 
with the same fidelity of reproduction as is attained at high volume. 


Reproducing Unit: 


The reproducing unit is of the floating cone, electro-dynamic type. 


Because of the improved design and construction of this speaker 
and because of radically new principles in sound reproduction, here 
applied commercially for the first time, the volume and quality of 
output is far in excess of that obtainable from any loud speaker 
heretofore available to the broadcast listener, 


Attached to the apex of the cone is the movable coil which forms 
a part of the electro-dynamic driving mechanism and which causes 
the cone diaphragm to vibrate. 


The intense magnetic field, which surrounds the moving coil, is 
created by the flow of rectified AC through a specially designed 
electro-magnet, and is powerful and dependable. This type of mecha- 
nism allows linear movement directly proportional to current inten- 
sity over a band of frequencies exceeding the audible range, thus 
giving a freedom from distortion not found in any other type. 


Power-Amplifier: 


The fidelity of reproduction of the above described reproducer is extraordinary. As its output, however, can 
be of no higher quality than its input, an exceptional power amplifier is provided within the Loud Speaker to 
insure a fidelity of amplification equal acoustically to that of the transmitting station and the Loud Speaker at 
both high and low volume. This amplifier uses the super-amplifying Speaker at both high and low volume. This 
amplifier uses the super-amplifying Radiotron Model UX210, which is energized by the rectifier-power-amplifier 
unit. 


Rectifier and Filter System: 


For the provision of direct current for the electro-magnet and power-amplifier, including direct current supply 
for the plate of the UX210 Radiotron, a rectifier and filter system is included in the cabinet of the loud speaker. 
Full-wave rectification is provided by two Model UX216-B Rectrons, the output of which is also sufficient to 
supply plate, filament, and grid voltages to Radiolas 25 and 28, when used with the Models UP971 and UP972 
“AC Packages” respectively. 


The rectifier of the Radiola Loud Speaker 104 has another feature of utmost importance in AC operation, viz., 
a ballast or current regulating Radiotron Model UX876, which compensates for variations in the electric light 
line between 105 and 125 volts, and thus maintains a uniform voltage on the tubes employed in the radio receiver 
and Loud Speaker. This makes it possible to use Model 104 in any location where the voltage is between these 
wide limits. 


Stock No. HX104 Radiola Loud Speaker Model 104 complete with— 


1 Radiotron UX210; 2 Rectrons UX216-B; 1 Radiotron UX874; 1 Radiotron UV876; 1 8-foot input cable 
(attached to Loud Speaker); 1 30-foot power supply cable (attached to Loud Speaker); 1 Terminal board. 


List price 
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R. C. A. RADIOLA RECEIVING SETS 


Radiola 20 


Radiola 20 is a new antenna-operated 5-tube balanced radio fre- 
quency receiver of the Uni-Control type, equipped with tickler con- 
trolled regeneration, designed for reception over the broadcast fre- 
quency band of from 550 to 1,500 kilocycles (approximately 550 to 


200 meters). 


Possessing as it does, the five fundamental attributes of SENSI- 
TIVITY, SELECTIVITY, QUALITY OF REPRODUCTION, 
VOLUME, and SIMPLICITY OF OPERATION, so essential to 
the enjoyment of Radio in the home today, this Radiola is destined 


to prove a pacemaker among 5-tube broadcast receivers. 


A particularly important feature of the Radiola 20 is the unusual 
simplicity of operation provided by the Uni-Control method of tuning, 
the tuning condensers for all three radio-frequency circuits being 
mounted on the new drum control mechanism developed by the RCA. 
Thus, station after station may be brought in on the Loud Speaker 
merely by turning the Station Selector Drum Control from zero to 
its maximum position, Provision is made for marking the call-letters 
of the stations, and once the positions are marked, the stations will 


always be located at the same spot. 


The highly efficient radio circuit used in Radiola 20 together with the new RCA dry battery operated power- 
amplifier Kadiotron Model UX120 in the last stage of audio frequency amplification insures an amount of volume 


in excess of that needed in the average home. 


_Two Vernier Controls are provided which allow a more delicate adjustment of the first two of the three 
radio-frequency circuits controlled by the Station Selector Drum Control. 


Radiola 20 is equipped with “straight line frequency” condensers, which cause the stations to be more evenly 


distributed on the “Station Selector Drum.” 


The cabinet of Radiola 20 is arranged with a sloping front on which are mounted the Station Selector drum 
and the Amplification drum. On a small vertical panel on the extreme front of the receiver are mounted the two 
Vernier controls, “Battery Setting” control, “Volume” control, the two telephone jacks and the voltmeter jacks. 
The cabinet has a dark brown mahogany finish and is unusually pleasing. The lid of the cabinet may be raised 
to the vertical position when inserting the Radiotrons and is equipped with a stay-arm to hold it open. 


A compact battery cable for use in connecting the external dry batteries to the Radiola 20 terminal board 


is provided. 


Batteries Required 


Six Radio “A” dry cells, 14% volts each, for 
lighting the filaments. These are connected in 
two groups, each of three cells in series, the two 
groups being connected in parallel. 


6 Eveready Dry Cells Radio “A” Batteries No. 
7111, or 


6 Eveready Columbia Ignitor No. 6 Dry Cells. 


Two extra large 45 Volt “B” Batteries; size ap- 
proximately 8:sx41ex71%s. Such as 


Eveready No. 486 or No. 770 Plate Batteries. 
OR EQUIVALENT 


Stock No. AX20 


B-2. One 45 Volt “B” Battery is required to supply 
the extra (plate) voltage for the Radiotron 
UX120 which is used in the last stage of audio 
frequency amplification. 


Eveready No. 772. 


NOTE—Two 22% volt blocks of “B” battery may be 
used in place of the 45 volt battery of Group B-2 
if the 45 volt block is not available. 


One tapped 22% volt “B’” Battery used as a “C” 
Battery. Such as 


Eveready No. 768. 


Iadiola 20 complete with 4 UX199 Radiotrons, 1 UX120 Radiotron, less batteries....$ 89.50 


Stock No. AX20-100A Radiola 20 complete as above with Model 100A Cone Loud Speaker but less batteries.. 124.50 


Stock No. AX20-104 Radiola 20 complete as above with Radiola Loud Speaker Model 104 but less batteries 364.50 
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R. C. A. RADIOLA 


R. C. A. Radiola 17 


(Socket Power Operated) 


This model employs the new R. C. A. “A, C.”” Radiotrons 
and is completely “A. ©.” operated, and the selectivity, 
sensitivity and fine tone quality make it an ideal receiver. 


It has three stages of radio-frequency amplification, 
detector and two stazes of audio frequency amplification. 
The new A. C. Radiotrons, UX226, are used in the radio- 
frequency stages and in the first audio-frequency stage. 
The new A. C. Radiotron, UY227, is used as a detector, and 
the last audio-frequency stage employs a UX171 power 
amplifier Radiotron. The “B” and “C” voltages are ob- 
tained from a power supply unit built into the set, which 
employs the new high-power rectifier, Radiotron UX280-— 
full-wave rectifier. Tuning is done entirely with one knob. 


All the internal mechanism is mounted on a metal chas- 
sis, which can be withdrawn from the rear of the cabinet. 
Inside the receiver is located a switch whereby adjustment 
may be made for any variation in local line voltages from 
105 to 125 volts. 


The entire set and power unit is entirely self-contained 
in a mahogany finished cabinet, 25; inches long, 7% inches 
deep and 8% inches high. Weight is 364 pounds. 


Stock No. AX17 (Radiola 17) complete with Radiotrons 
and Rectrons. List price $157.50 


R. C. A. Radiola 16 


(Battery Operation or Eliminatcrs) 


The Radiola 16 is the new R. C. A. uni-control, six-tube 
receiver. It employs the well-known and perfected tuned 
radio-frequency circuit with three stages of radio-fre- 
quency amplification, a detector and two stages of audio- 
frequency, taking five UX201-A Radiotrons and one UX112 
power amplifier Radiotron. 


All stations are tuned in by means of one control. There 
is also a volume control to regulate the output of the 
receiver, and a switch is employed for turning the current 
on and off. 


The front panel of Radiola 16 is an integral part of the 
eabinet itself. All the internal operating mechanism is 
mounted on a metal chassis which can be withdrawn from 
the rear of the cabinet. 


Comparison will at once prove that the selectivity, sen- 
sitivity and fine tone quality of the Radiola 16 sets a new 
standard for receivers in its price class. 


The cabinet is mahogany finished, 16% inches long, 84 


y 


inches high and 7% inches deep, It weighs 14% pounds. 


Stock No. AX16 (Radiola 16) complete with Radiotrons. 
List price 


R. C. A. Loud Speaker 


(MODEL 100-A) 


The R. CG. A. Loud Speaker 100-A. contains a new type 
corrugated cone that is entirely weatherproof and will 
not rattle. Its pole pieces and armature are extra heavy, 
enabling great volume without saturation. A large size 
permanent magnet of special alloy steel gives greater 
sensitivity and volume throughout the entire musical 
range. 

The case acts as a baffle plate and preserves the deep, 
full tones while a light felt inclosure destroys harmful 
resonant effects and allows uniform response throughout 
its frequency range. 


More faithful reproduction over the entire musical scale, 
greater sensitivity and the ability to handle substantial 
volumes of music and speech are found in this new 
speaker. 


Stock No. HX100A (Model 100-A) Loud Speaker.  Idast 


R. C. A. Duo-Rectron 


(MODEL AP937) 


A “B” battery eliminator perfected from a long series 
of investigations of the technical requirements of a device 
to supply plate voltages from a 110 volt, 60 cycle, AC 
source. Taps are provided giving plate voltages of 22%, 
45, 90 and 135 volts. 


In RCA Duo-Rectron, Model AP-937, the voltage supply 
is constant with varving load currents. The user may €m- 
ploy one or all of the voltage outlets with the same fine 
results. 


Through a special design of the filter system, alternat- 
ing current hum has been eliminated. Thus, RCA presénts 
a unit which can be guaranteed to supplv the necessary 
plate voltages of any existing type of radio broadcast re- 
ceiver. 


Stock No. BX937 RCA Duo-Rectron, Model AP-937 
with Radiotron UX-874 and Rectron UX-213. List 


R. C. A. Uni-Rectron 
(Power Amplifier) 


The Uni-Rectron is a rectifier-power un‘t that may. be 
connected to the firs’ au*io stage of any tvpe of broadcast 
receiver, and any existing type loudspeaker, to supply a 
stage of super-power amplification, operated from a 110 
volt, 60 cycle alternating current source. 


Stock No. BX935 Uni-Rectron, Model AP-9%5 with 
Radiotron UX-210 and Rectron UX-216-B, List 
$105.00 


Counterphase-Eight 


(Model 8-16) 


Here is a model in which neither the console nor the regular Counterphase-Eight chassis, which it contains, 


he Bib ta tiresome or go out of date for years to come. It is a piece of high grade furniture that fits well 
Z re. 


The domed top opens to give ready access to the set. 


re x sealed The weight (of power units) is ; I 
facilitate moving and avoid tipping. The center drawer will < ) at ae oomromn Je 


always be found convenient, 


There is ample room behind the grille for a speaker and batteries or socket powers 
To place the set in operation, the following is required: 6 UX201-A and 1 UX112. 
Plate supply, 3 45-volt “B” batteries and 2 4%-volt “C” batteries. The receiver may 
pth as electrified by using a good “A” socket power with amplé capacity and a “B” 
eliminator, 


Cabinet is made of figured 
walnut, in dark mahogany 
shading, doors and panels 
burled; height, 4314 inches 
by 29 inches wide and 17 
inches deep. Shipping weight, 
approximately 175 pounds. 


Stock No. AX416 (Model 
.8-16) Counterphase-Eight 
complete (less tubes, bat- 
teries and loud speaker). 


Open View Fist price Tllustration showing the two upper shields removed 


from the Models 8-12 and 8-16 chagsis. 


Counterphase Eight 
MODEL 8-12 


The counterphase eight is an unusually high-grade receiver. Its true tone and ample volume, either distance or 
local, and selectivity that overcomes interference yet preserves quality reception, make it an ideal set. 


Using but seven tubes, there are eight stages, five of which are “tuned”—the detector, three r.f. stages and the 
special tune “Rejector.” 

The Rejector is an exclusive B-T feature, employing a principle not previously used in radio. Its advantage 
in clearing up interference, while at the same time maintaining ease of tuning, undoubtedly contributes greatly to 
the fame of the Counterphase Eight. It’s ready when needed but requires no attention otherwise. 


Freedom from oscillation is secured by the B-T patented “Counterphase” method which gives the receiver its 
name. Maximum sensitivity and amplification are secured by r. f. stages of special design, elas ample “chokes” 
and by-pass condensers to prevent trouble from stray currents. 


Tuning is most simple, but extremely accurate. Each receiver is individually calibrated before shipment. You 
can turn immediately with a single knob to the exact frequency desired. This exclusive method is likewise covered 
by B-T patents. 


Five condensers turn simultaneously by means of B-T patented floating couplers acting as perfect universal 
joints, absolutely without lost motion. Filament operation is automatic. A single rheostat controls volume. Tube 
noises are reduced by still another patented B-T invention—special shock-absorbing sockets. 


The cabinet is made of genuine walnut in antique mahogany finish. It harmonizes with the very finest sur- 
roundings. The domed top opens on a piano hinge, giving ready access. The side panels are cut away, revealing a 
layer of high grade burl. 


Operation is obtained from either batteries or light socket. There are thrce stages of audio, the power out- 
put stage being always in operation, a high and low switch controlling the intermediate stage. 


Size of cabinet—30 inches wide, 12% inches high, 16 inches deep. 
Stock No. AX412 Bremer-Tully Counterphase-Eight. Model 8-12. Complete (Less 
batteries, tubes and loud speaker). 


List price $215.00 


This table harmonizes completely with above receiver, making an excellent com- 
bination suitable in any room. 
Ample space is provided for power units and a speaker may also be placed behind 
the grille if desired. 


Illustration showing 
Model 8-12 ea oat ee 
Eight mounted on Table . F ( 

a No. 14, Stock No, DX414 B-T Table No. 14. List price, each 


Size—width 30 inches, height, 30% inches. 


Counterphase-Six Peay Model 6-37 


The Counterphase-Six model 6-37 represents an excellent combination of the B. T. Counterphase-Six chassis 


in a highly attractive, compact walnut console. The Counterphase-Six chassis is the same as used and described in 


the model 6-35 which has four tuned stages and two of audio, using a power tube in the last stage if desired. Also 


having all inductances shielded, latest improved station indicator, two tuning controls, a special antenna trimmer 
condenser, etc. 


Tubes required: 5 UX201-A and 1 UX112 Radiotrons; 8 45-volt “B” batteries (heavy duty type preferred); 6-volt 


storage battery and 9-volt “C” battery. Electrification is also 


obtained by use of such Eliminators as Philco, 
Balkite, Sterling or any other good make. 


In each case, however, it is necessary to use the 9-volt “C” battery. 


The cabinet is well constructed throughout, and while dignified and unobtrusive, 


the figured burl drop panel and the overlay of maple add the right amount of harmony 


to make it an ornamental addition to the finest of furnishings in the home, as well as 


a radio receiver of which the most exacting should be satisfied. 


The total height of the cabinet is 40% inches, the same as a standard writing desk; 


this height brings the controls to a convenient point for easy tuning. Width 185% 


inches, depth 15% inches; plenty of room for power units. 


This model will solve the question of space in many homes, fitting as it will so 


conveniently in many places. The shipping weight is approximately 90 pounds. 


5 Stock No, AX487 Bremer-Tully Counterphase-Six (Model 6-37), complete (less bat- 
Illustration showing 


Model 6-37 closed teries, tubes and loud speaker). List price $165.00 


BECKLEY -_(}).9 = RALSTON 


BREMER-TULLY RECEIVERS 


Counterphase-Six 
(MODEL 6-35) 


This model fills a wide demand for a high grade receiver at a reasonable price. It is built first of all for per- 


formance, being tried and proved during the past three years. 


The B-T patented Counterphase circuit includes four tuned stages and two of audio, using a power tube in 
the last stage if desired. All Inductances are shielded and electrostatic shields are provided for the double tuning 
condensers, The inductance coils are of the patented Torostyle construction with improved unbreakable mount- 


ings, this form of winding when properly designed having great advantages in this type of set. 


Direct frequency ‘readings printed according to the latest government recommendations are easily read through 


a window framed by an attractive bronze escutcheon. 


The use of two tuning controls affords maximum ease and flexibility. They also provide greater accuracy at 
less expense than when more condensers are put on the same shaft. A special antenna trimmer condenser adds 
great efficiency to the first tube, permitting easy and definite adjustment for varying antenna conditions. Long 
and short antenna posts are also provided. Filament control is automatic and one knob serves to turn set on and 


also when turned further acts as a volume control, 


The possibility of loose or faulty connections is eliminated by affix- 
ing permanently to the receiver a battery cable with the leads marked 
for each connection. A comprehensive book of instructions for install- 


ing and operating is shipped with each set. 


The model 6-35 cabinet is of dignified and very attractive design and 
appearance, of walnut, with hinged top for ready access to tubes, well 
finished inside as well as outside, 20 inches wide, 15% inches deep, 10% 


inches high; shipping weight 40 pounds, 


Stock No. AX485 Bremer-Tully Counterphase-Six Model 6-35. Com- 


Illustration Showing Chassis, plete (less batteries, tubes and loud speaker), List price $110.00 


Model 6-35 Counterphase-Six 
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BECKLEY-RALSTON BROADCAST RECEIVERS 


TUNED RADIO FREQUENCY 


The Beckley-Ralston Broadcast Receivers 
Illustrations and full descriptions will be found on the following pages, 


Performance 


There is a great deal of satisfaction in owning a Radio Receiver that 
other sets may get. 


‘ The Beckley-Ralston is just such a set. Being of high efficiency, it receives with less crowdin 
it naturally follows, with less distortion and less static. 
Even greater tone quality and power is obtained with the new Power Panel Unit. 
Beckley-Ralston sets are sufficiently selective to make them 
where a set of the utmost selectivity is required to “cut through.” 


An accuracy of tuning not to be had with combined tuning controls is 
Beckley-Ralston Receivers, 


_. The cushioned shock proof tube sockets are a unique feature with the B-R sets. They prevent 
with the program when the set is jarred, as by Someone walking across the room or touching the set. 
The quality of the receiving units is the same in all B-R 
selected. The same five-tube Set is built into each cabinet Style, 
Cabinets are unusually high grade. They are designed and built to compare 


will impress you instantly when you see them as being superior 
within or near their price range. 


assured by the three control calibration 


Franchise Dealers 


Franchise Dealers throughout the country have been uniformly successful 


out the coming years, There are many of the best and most profitable locatio 


proposition. It is worth money to you and places no obligation upon you to buy any more than you want. 


VOLUME '¢ » .¢ SELECTIVITY 


Spinet Desk Model 
No. 225 


A beautiful model finished in dark mahogany, making a most unusual and attractive setting for the receiver, 


There is nothing to the outward appearance to suggest the presence of a radio set. Yet raising the folding front and 
top discloses the beautiful sloping panel of the receiver unit, set in a beveled frame of mahogany. On either side of this 
are separate spaces for log cards, newspaper clippings or other papers of radio interest, Or, the desk may be used as a 
regular writing desk, as there is ample writing space in front of the receiver panel. 

A compact loud speaker (less speaker unit) is cleverly concealed beneath the 
tone quality may be obtained with a good unit, 


Space within the cabinet immediately behind the set is provided for 2 Eveready No, 772 “B” Batteries. The storage 
battery may be placed in some nearby concealed corner or wires may be run for the battery to the basement. 
The Spinet Desk stands 37 inches high, is 36 inches wide and 20% inches deep. 


desk, entirely out of sight. Excellent 


Stock No, AX225 List price, complete (less speaker unit) 


ee ee rary 


you know will bring in any program that 


J E lve h g of amplification and 
This permits recelving enjoyable programs with great fidelity. 


popular in extremely congested broadcasting districts 


of 


noises interfering 


Sets, whether a small cabinet or a large furniture model is 


i I favorably with the finest furniture, and 
in design, workmanship and finish to other cabinets 


, and we believe they will continue through- 
ns still open. Do not delay asking for our 
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BECKLEY-RALSTON BROADCAST RECEIVERS 


TUNED RADIO FREQUENCY 


The No. AX205 Beckley-Ralston Tadio Receiver is, we be- 
lieve, a striking example of a highly efficient radio receiver *com- 
; : Hy ¢ . © i 
bined with an excellent loud speaker, all inclosed in an artistically 

built cabinet. 


In the lower portion of the cabinet is the desk drop which, 
when opened, reveals the receiver panel and also provides a con- 
venient arm rest and desk space. The upper panel of the cabinet 
front contains the grilled opening, behind which is the bell of the 
built-in speaker. A long sound chamber and large wooden bell 
are compactly arranged to give necessary length for full volume 
and tone value. This horn is equipped with a powerful ee 
the largest amount of volume consistent with good tone quality. 


The AX205 cabinet measures 175% inches high, 24% inches 
long and 14% inches deep at base. 


Illustration showing Model 205 


Receiver on DX400 Table. Stock No. AX205 List price 


B-R Cabinet Table 


i 205 € s. In material, design and 
This table, as illustrated above, is correctly designed to fit fener er oe aan pe “ae ee 
finish, it perfectly matches these receivers. Interior provides space for a y 


argi i ; a : ive piece of furni- 
ae Tae of Abie table does away with all unsightly batteries and wiring, making an attractive piece o 
le use % Se 


Se eis ae aS = 
ture that will harmonize with any surroundings. see 
Measurements—Top, 15x25 inches. Height, 32 inches 


Stock No. DX400 List price 


Console Model 220 


An attractive design. The cabinet is conveniently ae, bei 
the set in the upper compartment and the batteries and the eh ope a 
in the three lower divisions. Raising the top gives access te ue ier 
panel unit. The upper panel of the cabinet front is a des rep be 
when lowered reveals the receiver panel and provides arm res 
writing space. 


At the center of the lower portion of the cabinet is a yeaics Operas 
for the loud speaker. This speaker is equipped with the Baldwin Unit, 
found in all B-R Receivers containing speakers. 


On each side of the speaker grille are the doors concealing a none 
battery compartments. These compartments are large enough to 
all batteries or power supply equipment. 


Size of cabinet, 42 inches high, 36 inches wide and 16 inches deep. 


Finish is dark brown mahogany. 


i .00 
Stock No. AX220 List price Sau $175.0 


i ide the use 
Thy : : : former, and battery taps, which provi 
as above wired with special output trans y ! $180.00 
St? additional “B” and ice batteries. For power tubes UX112 or UX171. Price 


BECKLEY-RALSTON BROADCAST RECEIVERS 


TUNED RADIO FREQUENCY 


Model 200 


The Beckley-Ralston Radio Receiver No. AX200 
is mounted in the sloping front of a beautiful, genu- 
ine, mahogany cabinet. 


This cabinet, as well as all other models in this 
line, embodies the very best principles of cabinet 
design. Gracefully sloping cabinet front, heavy 
solid mahogany construction, and piano hinged 
(built up) cover make this a truly attractive cabinet. 


Finish is dark brown mahogany, harmonizing ~ = en DeLuxe Radio Cabinets 


beautifully with the etched border and scale read- EY ee “ f From the standpoint of design and appearance, these 
i i tefl | cabinets appeal to the set builder who wishes his cabinet 
eis ig of the: feceiver panel: 4 to be in keeping with the material and workmanship of 
\ ; ; the set it contains. Finished in either walnut cr mahog- 
Ample space is provided within the cabinet for RADIOLA | any. 


“p» : / i Stock Panel High, Wide, Deep, Price, 
dry cell “B” batteries. 20 TABLE | " No. Size Inches Inches Inches each 


DEL i DxX462 7x18 

TI : ; MO | DxX463 7x21 

le measurements of the cabinet are—24%4 inches long, 1134 inches high, 147% inches deep at base. || Metal Pan for ‘i Piped ieee 
j | | 7X 

Stock No. AX200 List price i) Wi epee ir Hi pepe Lge As 
nelude' , 


Note: See page 13 B-R Cabinet table, designed to match above: Receiver. Hi Bees bg 


Consists of Radiola_ 20 ‘ DxX482 8x40 
with Radiola 28 Cabinet 
j with necessary speed 
: : si ? i : . Cabinet and Set shippec 
Model 215 5 ’ e ee as, i) = i separate, 
nie ’ Loop socket on cabinet is 
not used, but may be cov- 
ered by Speaker as shown. 
Price includes Tubes but not Speaker. 
Stock No. AX320 Radiola 20 Table Model. 
List Price 


This is»a popular model, the desk drop adding 
greatly to the ease of operation. This serves as weil 
for a convenient writing space and encloses the sct 
when not in use. The cabinet is of the finest mahog-~ 
any and the construction and workmanship, as in 


all Beckley-Ralston receivers, is of the highest order. 
Stock No. AX215 List price 


Stock No. AX215P Same as above, but wired with 
special output transformer, and battery taps, which 
provide the use of additional “B” and “C” batter- : 3 - ae i | : 
ies. For power tubes UX112 or UX171. Price $65.00 ns =: : ? >..4 \ i | Radio Table 
| . . A well designed table of ample size for the average 
Note: See page 13 B-R Cabinet table, designed to match above Receiver. \ / : : me | radio receiving set. Size of top 1914x831 inches, height 


31 inches. Furnished in dark walnut. Equipped with a 
drawer. Ideal for Radiola 25. 


Stock No. DX358 List price 


Cabinet 
B-R Demonstrating Stand Designed 


For B-R Radio Stool 
Radiola 20 : 


This stand is designed to accommodate the models AX200, AX205 and i Mahogany top 12x18 


AX215 B-R Receiving Sets for demonstrating purposes, It is shipped knocked- Fitted with ’ 1 inches and 19 inches 
y ap detachable arm nigh 
down. Very easy to assemble. <A pair of pliers is all that is necessary to for loud speak- ‘ j 
i Pree ae " er. Large ; Stock No. DX410 
tighten up the lag bolt furnished. The top is recessed, which makes all the enough to sup- . » i i 
a port the No. ‘ List price 
above models fit perfectly and appear a complete unit. 100A Radiola. 
i Finished in dull 
ae Pe ahawent Furnished in one size only, 17%” long, 
Stock No. DX405 List price, each 28%” high, 14%” wide. Packed one to a carton, 
Stock No. DxX420 List price 
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ALSTON Co. 


LOUD SPEAKERS 


<y 2 ¢ r ” aT . . ra : . 
Newcombe-Hawley Reproducerg are made from finest 5-ply genuine walnut with a beautiful antique lacquer finish, 


housing an 86-inch long tone chamber. 


Newcombe-Hawley 
Reproducer 


(No. 53) 


Avery attractive MRepro- 
ducer; aesigned to be used as 
a table for the average radio 
set. For those desiring more 
than one reproducer in the 
home, or for operation in a 
room apart from the receiver. 
This compact speaker is ex- 
tremely popular where space 
is to be considered. 

It reproduces all tonal val- 
ues with absolute fidelity, and 
is pitched unusually close to 

z the normal. It will enhance the 
value of any radio set, and give you additional pleasure, 
The finish and workmanship. are of the highest quality. 
All space is taken by the 86-inch long tone chamber. 
Height 33 in., width 28% in., depth 165% in. Shipping 
weight 70 lbs. 


Stock No. HX553 (No. 53) List price 


Newcombe-Hawley Reproducer (No. 55) 


The No. 55 has the same. high quality and construction 
as the No, 53 with the addition of being large enough to 
use with practically any table set. Plenty of room for 
power units or battery installation. In the No. 55 Re- 
producer (as well as all others here shown) is installed 
the remarkable 86 inch long tone chamber, with the latest 
matched Nathaniel Baldwin Unit. Shipping weight 110 Ibs, 


Height 34 in., width 36% in., depth 165% in. 
Stock No. HX555 (No. 55) List price 


Newcombe-Hawley Reproducer (No. 56) 


Identically the same construction as Model No, 55 except 
with doors, which add a somewhat finer and more finished 
furniture touch. The doors protect the charming grille and 
add to its appearance. Space for pewer units or batteries 
is provided back of the grille on each side of tone chamber. 

Height 34 in., width 36% in., depth 165in. Shipping 
weight 110 Ibs. 


Stock No. HX556 (No, 56) List price 


Newcombe- 
Hawley 
Reproducer 


(No. 57) 


This model meets 
every demand of 
beauty and design, It 
enables the purchaser 
to possess Newcombe- 
Hawley Reproducer 
in console form. Panel 
is provided for the 
radio receiver. Top 
opens up for easy ac- 
cess to the radio set. 
With ample space for 

OPEN VIEW batteries or elimina- 
tors, this unit makes a compact installation. Doors com- 
pletely cover the grille and set when closed. Illustra- 
tions show both open 

and closed views. Note 

the beautiful effect of 

cabinet when closed, 

completely housing a 

radio set, batteries, elim- 

inators, ete., including 

an 86 inch long tone 

chamber. Shipping 

weight 140 lbs. 


Height 44% in., width 
36% in., depth 16% in. 


CLOSED VIEW 
Stock No. HX557_ (No. 57) List price $125.00 


Newcombe-Hawley Drum Speaker 


This type Reproducer is not a horn nor a cone is 
a Drum Speaker that embodies an entirely new, saree 
ically correct principle of tone reproduction. It will re- 
produce faithfully every tone from a whisper to full or- 
chestra volume. 

This great volume and tone range is obtained by the 
combined action of the matched Baldwin Unit and the 
acoustically correct design tone chamber. There is 
nothing to adjust—nothing to get out of order. 
eee In attractive dark brown, Shipping weight, 
2 DS. 


Stock No. HX550 List price 


LOUD SPEAKERS 


Temple 


Drum Speaker 

The Temple Drum Speaker is 
mathematically and _  acousti- 
eally correct and _ produces 
faithfully every tone from a 
whisper to a full massed band. 
The tone chamber under any 
degree of power permits the 
same solidness and roundness 
of tone. Finished in crackled 
brown in an extremely pleasing 
drum shape. 


Stock No. HX213 (No. 13) Standard 13 inch. 
List price 


Stock No. HX218 (No. 18) Senior 18 inch. 
List price 


Temple 
Drum Tone Chamber 


A tone chamber made ab- 
solutely rigid by use of a 
metal bound heavy, glazed, 
flint-like composition which re- 
sists vibration. It incorporates 
a special designed air column 
and because of the unique con- 
struction obtains the maximum 
results in the minimum space. 


Furnished in the following sizes: 


Without Reproducing Unit 
Stock Air Column 
No. Model Length Diameter Depth 
HX205 No. 115 54” 11%” Ty” 
HxX206 No. 130 54” 13” 6%” 
HxX207 No. 180 75” 18” 11%” 


HX53 Baldwin Reproducing Unit for above. 
List price 


Baldwin No. 99 


Loud Speaker 
The Baldwin ‘99” loud 
speaker is built about 
the latest Baldwin unit. 
This unit has the fine 
qualities of both the 
cone and horn type loud 
speakers while eliminat- 
ing the demerits of each, 
a combination of fea- 
tures making this one of 
the finest of speakers. 
The Baldwin ‘99” uses 
the balanced armature, a 
patented feature. This 
- type of armature is the 
most sensitive yet invented. Sensitivity is important in 
quality reproduction. 


A speaker that is not sensitive cannot reproduce the fine 
overtones. Due to the super-sensitivity of the new Bald- 
win ‘99’, it reproduces these finer overtones from top to 
bottom of the musical scale with greater perfection than 
any other speaker, 


It is tested on a 210 tube, the most powerful of power 
tubes, at 400 volts before leaving the factory. It is de- 
signed to give clear volume without rattles or blast on 
the most powerful electrical gets. 


Stock No. HX99 ._ Baldwin No. 99 Loud Speaker, 
List price ... 


Bremer-Tully Loud Speaker 
A scientifically developed Loud Speaker. 


“The mechanism is a double acting balanced armature 
actuating a floating edge six inch cone. Air circulation 
is prevented by cabinet design, avoiding harmful sound 
wave interference and giving more faithful reproduction 
than is possible with larger sizes operating in unconfined 
air. 

Frequencies ag delivered by the receiver are faithfully 
reproduced. The range covers all of the used frequencies 
of the piano, orchestra or band. 

Speaker case is of mahogany, beautifully finished. 

Height, 12 inches; width, 10 inches. Shipping weight, 
approximately 14 lbs. 

Stock No. HX130 List price 


Acme Cone Speaker—(Model K-1) 


The Acme double free-edge cone speaker brings out the 
notes, tones, and inflection; orchestra volume can be had 
without the desire to turn it down, The units used in 
Acme speakers are of such rugged construction that per- 
manency is assured. The cones are each 14 inches in 
diameter, giving a large radiating surface. The use of 
the free-edge cone insures a flat frequency range. 

The direct current in the speaker circuit aids in the 
operation and need not be shunted out. Values up to 
25 m. a. can safely be used, allowing the speaker to be 
directly connected to power tubes. A single adjustment is 
provided for taking care of increased plate current when 
used. The metal case is finished in tan and easily har- 
monizes with all kinds of living room furniture, 


Stock No. HX301 Model Ki. Double free-edge cone 
speaker. List price.... 
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LOUD SPEAKERS 


Peerless 
Reproducer 


A loud speaker 
built to reproduce 
radio broadcasting 
with true musical 
quality. The low 
notes of the throb- 
bling base are re- 
produced clearly, a 
feature not found 
in many speakers. 

The operating 
mechanism is sus- 
pended and _ bal- 
anced from the 
apex, giving a free 
and uniform move- 
ment of the cone 
over its entire sur- 
face. “Dead spots” 
due to distortion 
in the tympanum 
have been elim- 


inated. The unit is of a double-acting balanced armature 
type, and operates in both directions and having no polar- 


ity. 


Cabinet is finished in mahogany, of the classic gothic 
design. A speaker of both beauty and quality. 


Stock No. HX92 List pricé 


Quam 
Loud Speaker 


The Quam Loud 
Speaker _ features 
quality and appear- 
ance at a reasonable 
price. The cone is en- 
tirely enclosed in a 
metal stamped case, 
acting as a tone 
chamber to give pur- 
ity of all tones, high 
or low, and with plen- 
ty of volume. The 
case is finished in 
bronze. 


Size, 14 inches high; 
13 inches wide. 


Stock: No. HX2sa.“ist.price rs. bivicwe cc Cokes oe eee $17.50 


Stock No. HX570 List price.,........ 


Fairfax 
Master No. 570 
(74 Inch Tone Travel) 


ORTHOPHONIC TYPE 


A graceful, compact, 
non-vibrating, molded 
wood tone chamber, 
scientifically constructed 
to reproduce naturally 
all notes, high and low, 
without distortion or 
overtone. Has 6 feet of 
tone travel. It not only 
satisfies the desire for 
the orthophonic effect 
but completely captivates 
the lover of real music 
and beautiful sound. 


veo ed woe oe MeO 


ALSTON CoO. 


Pathe Loud Speaker 


2 (Cathedral Model) 

A very beutiful cone type speaker with excellent tone 
quality, bringing out the low as well as the high notes 
with ample volume. The design and finish meet the 
demand of those who desire attractiveness as well as 
beautiful tone. Height, 21%, inches; width, 18 inches. Fur- 
nished with or without illumination. The illuminated type 
has two colored 110 volt bulbs, giving a rich colored effect 
Stock No. HX575 Illuminated. Complete with bulbs and 

cord. List price Sige ti Se 
Stock No. HX576 Complete (less illumination). List 


he Tube Rejuvenator 

he burning life of a radio tube is many times greater 
finder She porertive esi To bring back the full use- 
4 e, more 

filament edrtene electrons must be brought to the 
a is condition can best be accomplished b Tub my 
juvenator, which uses alternating current. mie et 
; The operation is extremely simple. It rejuvenates either 
arge or small tubes in less than eleven minutes. The 
process may be repeated as often as necessary (we rec- 
Saito every 30 days) to keep tubes up to full 


Size, 4% inches square, and 4% inches high, including 


socket. 
Stock No. OX430 List price...... sees. 94,50 


Storage 
Battery Mat 


Here is an item 
that should be 
welcomed in the 
home or office. It 
is made of black 
non-b looming, 
acid-resisting rub- 
ber, with heavy 
raised edge. Will 
hold any liquid ; 
that may spill or leak from battery, affording absolute 
protection to rugs, furniture, etc. 
Design is neat and attractive. 
Size, 8x12 inches, Large enough to take a 15-plate “A” 
battery. 
Stock No. DX495 Price, each 


ALSTON. 


PHONO REPRODUCERS AND UNITS 


Pacent 
Phonovox 


(An Electric 
Phonograph 
Reproducer) 


Converts the old 
phonograph into 
an up-to-date elec- 
tric one. The 
Phonovox is a 
compact unit no 
larger than the 
ordinary phono- 
graph  reproducer 
and never requires 

adjustments of any kind. Its use requires no changes or 
additions to the radio set, or alterations in the interior 
or exterior wiring system. All that is necessary is to 
remove the detector tube in the radio set and insert the 
Phonovox Adapter Unit in its place. 

Gives far better tone and wider range with greater vol- 
ume than obtainable with Phonograph alone. It is simple 
—compact—foolproof and lasts indefinitely. 

Stock No. HX145 List price 


Bosch Recreator 


To hear the Bosch Re- 
creator is to instantly real- 
ize that its reproducing 
qualities are equal and in 
many ways’. superior to 
many phonograph models. 
It reproduces with amazing 
fidelity the deep bass, here- 
tofore lost in the old 
method of reproduction. 
The volume can be _ in- 
creased to the intensity de- 
sired or reduced to a 
whisper. 

re It is simple in design and 
can be installed in a moment. All internal parts in its 
construction are machined—not stamped. 

Finished in statuary art bronze. Put up in a fancy 
imitation leather case, lined with rich red velvet. 

Stock No. HX147 List price 


Tone Control 

A variable high capacity condenser (capacity range from 
0 to .082 mfd). Between set and speaker it allows for 
accurate “impedance matching” and positively insures 
better reception. It gives tone flexibility to set and 
speaker and greater volume capacity to the speaker itself. 
Absorbing a share of static, it is the new way to clearer, 
truer, tone quality. 
Stock No. HX140 List price 


Temple Comparator 

A most valuable instrument for demonstrating loud 
speakers. Capable of instantly comparing five speakers, 
switching from one to the other without the loss of a 
single note. Thus you can demonstrate and compare tone 
values in a definite, practical manner. Every dealer 
should have at least one of these handy devices for easier 
speaker sales. 
Stock No. HX142 List price 


Brandes Head Sets 
Superior Type 
A very rugged, yet sensitive phone for all general pur- 
poses, and where a moderately priced receiver is desired. 


Stock No. HX8l1 List price $3.00 


Baldwin Head Set 


Genuine Nathaniel Bald- 
win headphones have broken 
world records in transcon- 
tinental relays, and hold 
many long distance recep- 
tion titles. f 

Type “C,” Mica  Dia- 
phragm 2—y,;” diameter. 

The two units that com- 
prise headset are perfectly 
matched for quality and 
maximum volume at a fre- 
quency ranging from 1,000 
to 1,100 cycles per second, 


and are equipped with a six-foot standard) cord. 


Stock No. HX70 List price 


Phono Speaker 


All Phono Speakers have 
unthreaded stems to which 
adaptors may be attached 
to fit the tone arm of 
phonograph. Prices do not 
include adaptors. ‘When 
ordering, specify make of 
phonograph. 

Stock No. HX180 Concert 
Grand, silver mottled fin- 
ish (without adaptors.) 
List price 


Stock No. HX181 Concert, gold mottled finish (without 


adaptors.) List price, 


Baldwin 


Loud Speaker: Unit 


$12.00 


Stock No. HX184 Standard 
(leather finish) without pedestal 


or adaptors. 
List price 


Stock No. HX183 Standard 
(eather finish) with pedestal, 


less adaptors. 
List price 


Baldwin 
Rival Unit 


A low pitched repro- 
ducing unit that has 
long been known _ for 
faithful reproduction. 
Every demonstration of 
it has astounded the 
most critical radio en- 
thusiasts. It embodies 
the same principle as 
the Concert unit, but is 
made more~- economically 
to meet the demand for 
a popular priced unit. 


Stock No. HX53 
List price 


Phono Adaptors 


The following is a list of adaptors to fit Phono Speakers 
for attaching to the following makes of phonographs: 


Stock 
No. Make 


HxX185 Brunswick 


HX186 Victor (Orthophonic) 


HxX187 Victor (regular model) 


HxX188 Sonora 
Hx189 Silvertone 
HX190 Edison 
HX191 Cheney 
HX192 Columbia 
HxX194 Pathe 
HX195 Aeolian 


NOTE—When ordering, state make of phonograph, 
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RADIOTRONS 


The UX226 and UY227 as shown below require no “A” UX200-A 
Battery, but can be operated from the alternating current The newest member of the Radiotron 


lighting socket through all step-down transformer. family! This Radiotron is a super- 
UX112A 5 5 one ited liek aia eae isan pen sensitive yet noncritical detector tube 


bees : , t i > ; ; - ; with X-L filament and special gas con- 
A 1.1 volt dry-cell Radio- : A Power’ Radiotron | The UX226 is recommended for use in the radio and tent which gives it a characteristic 


; first audio frequency stages of receivers employing the smoky appearance, It is interchange- 

tron, with special oxide- ’ . i ; + 

i j j ; able in the detector socket with Radio- 

coated filament for econom- UY227 as a detector, with a power amplifier radiotron in tron UX201-A or UX200, and greatly 
ical operation. A single 


the last audio stage. ‘A” batteries are completely elim- improves reception. 
Radiotron of this type will pied ae ag Se meueie ans’ —— pate a ons Btock Wo. Uxa00-a. Radiotron UX200-A, | 
operate for weeks on a o supply eac ype o ament and heater voltage re- ist price, 
Sige ier Mk” cms gfe. vache: tf tia tabs to 


quired by the different radiotrons. 
a popular tube for the sim- ; a storage-battery  re- 


plest receivers and for the ceiver will result in a 


smallest portable sets. eee cage ana 


General Purpose Power 


designed particularly for 
use in the last stage of 
audio frequency ampli- 
fication of the storage 
battery receiver. This 
Radiotron will act as a 
power amplifier at 135 


The oldest member of the Radiotron 
family! This Radiotron has been a 
favorite for years with those who de- 
sired a more sensitive detector than 
could be had with “hard’’ tubes. UxX200 


ees affords very sensitive detection when 


Stock No. EX1l1 Radiotron, é tone quality. %™% ampere 


WD11. List price, 


Wwx12 


draw. 


Stock No. UX112A 
Radiotron UX112A. 
List price, each. .$4.50 


An amplifier tube, the AC filament of 
which is operated from alternating cur- 
rent. Its characteristics are otherwise 
somewhat similar to those of the popular 
UX201-A as it can be used for radio or 


provided with the proper variable con- 
trols and operated with the necessary 


care, 
Stock No. UX200 
Radiotron UX200 


UX200-A 


transformer coupled audio frequency .< ; ‘ Li ; 
amplification. It is not, however, ordi- seeet 
narily suited for detection, nor is it equal 
to a power tube in the last audio stage, 
Radiotron UX226 contains a plate, a 
grid, and a heavy filament of the oxide 
coated type designed to operate at a . 
relatively low voltage. Attention is ' Uxs74 


Identical in electrical characteristics with the WD1i11. 
It has been designed, however, to convert storage battery 
radio sets, already equipped with either the UX or the Power Radiotron for the dry battery receiver or the 
Navy type sockets, into dry-battery sets without the use portable receiver. It is intended as the last audio tube 
of special adapters, WxX12 has the well-known UX or in conjunction with the usual UV199 or UX199 in the 
universal base. preceding stages. Despite its compact dimensions and called to the relatively low filament ane 

: ‘ Pr } ()) rent which is one of the outstanding 
economical current consumption, this tube provides dry : A) features of this tube. In Radiotron 
battery receivers with remarkable volume and tone qual- a Ss UX226 the lowest practical values of 
ity. é j filament voltage and current have been 

chosen for minimum hum reproduction. 
- Stock No. UX120 Radiotron UX120. List price each.$2.50 _The large RCA Standard UX _ base : tron automatically compensates for 
A general purpose Radio- ' i with which this pgs elegy is pata ot ’ a fluctuations in output voltage and 
tron for da | fits both the new Pus ype an d 
use ag a detector as Navy Type sockets. thus ensures a constant and uniform 


well as a radio or audio fre- |— ~ UXx171 AC filament voltage 1.5 volts. operation, regardless of light or 
quency amplifier or oscillator. Bd AC filament current 1.05 amps. heavy “B” current drawn. 


; DC plate voltage 90-180 volts. 

Aine ape aN a be Exits cad ROME eee eee or f Stock No. UX226 Radiotron. List price, each a Stock No. seagiah Radiotron UX874. 
ternating current supply, as Radiotron meets the demand for more : : List price, eac 

in the case of the RCA Radi- power than is possible with the former 

olas. It has an X-L filament, 


and not quite so much as that from the 


with current consumption of /M) @lee latter, Its filament may be operated Ca Uy227 
ae either from _ stora; b ; j 
only 6/100 of an ampere! a rm r * a ped or alter A detector tube containing a heater element 
Stock W Ex199 Radi Hn fl nating curren supp y reduced to proper which permits operation from alternating cur- 
‘0. adiotron wa uh voltage. It provides enormous power ~ rent. It is especially recommended for de- UVs8s76 


a cutput from the storage-bettery Te ae eee Seer aaa 


ceiver. 17 The UY227 contains four elements: a plate, 


a grid, a heater, and an oxide coated cathode 
Stock No. UX171 Radiotron UX171. : electrically insulated from, but heated by, the 
List price, each | heater element. Connections are made to to maintain the desired characteristics ir- 


these elements through a special five prong respective of fluctuations in line voltage. 


base. ¥, ‘ 1 
AG filament voltage 2.5 volts. Radiotron UV876 is used with 60-cycle al- 
ternating current. 


AC filament current 1.75 amps. 
SS eee cere ne Stock No. EX876 Radiotron UV876. 
List price, each 


Stock No. UX227 (Model UY227) viyeeaseae 
UV8s86 


List price, each 
Same type as shown above; especially’ 
The Super-Power Radiotron, de- — adapted for use in Models 380A and 32 
| signed to provide enormous. output Radiola Receiving Sets. 
Ux201-a 3 of undistorted quality for the opera- f . Ux240 Stock No. BX886 (Radiotron UX886) 
f tion of the largest power speakers 5 This new Radiotron is a high Mu aie a 
The standard storage battery Radio- extant. This is the most powerful Detector and voltage amplifier. It is List price 


tron, equipped with the X-L filament f : Eee designed for resistance or impedance- 
receivin Radiotron made, It : ; : 
which makes for extreme battery econ- 2 aq fig §6«coupled amplifier circuits. 


also extensively used in amateur It h i i 

A as an amplification factor (Mu) 
omy, together with high amplification transmitters. Its filament may be of 30 and may be used in the popular 
and long life. This Radiotron is an operated on storage-battery supply types of resistance coupled amplifier 
excellent general purpose tube, and but the best practice is to operate circuits without change in plate cou- 


UxX120 


A voltage-regulator tube primarily 
intended for use in the RCA Duo Rec- 
tron B-eliminator and in the power 
loudspeaker Model 104. This Radio- 


Stock No. WX12 Radiotron WX12, List price, each.$2.50 


UVi199 


Ballast tubes for use in Radiola 30 and 
power loudspeaker Model 140, for the au- 


Ux199 tomatic regulation of current flow so as 


Identical in its electrical characteristics with the Radio- 
tron UV199. It is equipped, however, with the new UX 
or universal base, which makes for better electrical con- 
tact and for marked economy in the gang mounting of 
vacuum tubes in compact receivers, quite aside from the 
matter of tube interchangeability. 


Stock No. UK199 Radiotron UX199. List price, each $2.25 Uxal0 


Uv376 


A protective tube for use in the B-bat- 
: : A - tery circuits of radio receivers. This Ra- 
pling resistances, but with superior re- 


may be used as a detector as well as this tube on  alternating-current sults. The best performance is ob- diotron protects: from short _ciroults or 


an oscillator and radio and audio fre- supply through equipment which tained, however, when values recom- | y faulty connections which might burn out 
quency amplifier. furnishes the correct volt. mended in the instruction sheet are : a Radiotrons or transformers. It is an auto- 
; ages, . : employed. matic electric valve, presenting virtually 


Stock No. UX201-A Radiotron UX201-A. Stock No. UX210 Radiotron UX210. The UX240 consumes less than one- no resistance to the desired current. but 


List price, each : tenth the plate current of the average 
z List price, each general purpose tube and has a thoriated instantly shutting off excessive and dan- 
gerous current flow. 


filament with one-fourth ampere cur- 
rent consumption. 

x Stock No. EX877 Radiotron UV877. 
List price, each List price, each 


Stock No. UX240 Radiotron. 


THE BECKLEY - 


ig RALSTON. 


RECTIFIERS 


UX280-281 

Radiotrons UX-280 (full wave) and 
UX-281 (half wave) are improved recti- 
fying tubes that contain a new type of 
oxide coated ribbon filament which is 
extremely sturdy both electrically and 
mechanically, and which gives high emis- 
sion with low power input. The plates 
of these Radiotrons have a _ specially 
treated surface (to be noted by their 
dark appearance) which causes rapid 
dissipation of heat, 

The advantages of Radiotrons UX-280 
and UX-281 over gas type rectifiers are 
numerous. In the first place, 
fewer condensers are re- 
quired in rectifying and fil- 
tering circuits. Then again, 
lower capacity and lower 
voltage condensers may be 
used, thus effecting further 
manufacturing economy. A 
nen Besa oe ores voltage 

q rom e transformer is no 
required as Radiotrons UX-280 and UN-281 
start well below normal operating voltage. 
Thus design is simplified, condensers are not 
Subjected to the danger of failure by erratic 
Surge peaks, and the possibility of failure to 
operate due to insufficient breakdown voltage 
is eliminated. Uncertain and noisy operation, 
often characteristic of some rectifiers, is not UWxX281 
experienced. The UX-280 can be used in devices designed 


for the UX-213, and th TX-2 i ri 
designed for the UX-216-Bo Rt Gan Ben Waray cones 


_ Stock No. UX280—FULL WAVE RE 
Rating: Filament Voltage ree 
Filament Current 2.0 Amperes 


-- 800 Volts (RMS) 
aise 125 Milliamperes 
$5.00 


_ STOCK No. UX281—HALF WAVE RB: 
Rating: Filament Voltage 7s Volta 


Filament Current 1.25 Amperes 


750 Volts (RMS) 
7 e 110 Milliamperes 
List price, each, $7.50 


Raytheon “A” 
2% AMPERES 


A compact, efficient rectifier, new in prin- 
ciple and construction. 


It is encased in an unbreakable metal shell, 
and is the ideal rectifier for battery charging 
and “A” battery elimination. 


Stock No. EX250 List price, each 


Drake’s Radio Cyclopedia 


Answers every practical question in radio from “A-battery” 
to “Zero Beat.” Construction, repair, testing, care and op- 
eration of all receivers and power units. Contains 1,672 head- 


valuable data. 


Stock No. WX105 List price, each 


Stock No. WX110 Net price, each 


Raytheon “B’’-60 m. a. 


Raytheon “B” has an output rating of 
60 milliamperes at 150 volts and will op- 
erate any standard receiver, together 
with a power amplifier tube UX112. 


It is even more rugged electrically 
than it is mechanically when used with 
transformers, chokes, and condensers as 
recommended. It will average in life 
better than 1000 hours of normal opera- 
tion. Fits any UX base socket. 


Stock No. EX255 List price, each. .$4.50 


Raytheon “BH” is a higher power full 
wave rectifying tube than the type “B.” 
It is especially recommended for use in 
heavy duty “B” power units, power ampli- 
fiers using the UX171 power tube and com- 
plete A-B-C power units for full AC opera- 
tion of special radio receiving sets using 
UV or UX199 tubes. 


Raytheon “BH” has an output rating of 
85 milliamperes at 200 volts. In appear- 
ance it is very much like the type “B” and 
has an average life of more than 1,000 
hours. Fits any UX base socket. 


Stock No. EX256 List price, each... .$4.50 


Raytheon ‘“B A’’-350 m. a. 


The problem of complete battery 
elimination with one tube has been 
solved by Raytheon’s latest achieve- 
ment—the BA-350 m.a. Rectifying 
Tube. Leading radio manufacturers, 
collaborating with Raytheon engi- 
neers, will shortly announce com- 
plete A-B-C power units employing 
this rectifier for use with the new 
series-connected receiving sets. 


Stock No. EX257 List price, 


> 
Citizen's eo. oh 50: 
ings alphabetically arranged—985 illustrations, diagrams and a Bed i COMPLETE 
layouts; 240 possible combinations of receivers with 3 to 11 en eae nbie CYCLORED 
tubes; 121 reference tables and formulas—871 pages in all. 2 
Substantially bound in Art Buckram, Stamped in two colors. : 


SS 


Citizens Radio Call Book 


Complete and up-to-date list of all broadcasting stations, 
showing wave length, power and schedules. 


A wonderful directory of radio announcers and artists, 
showing pictures, names and stations retaining them. 


Complete articles showing how to build various sets. 
Also maps, log sheets, distance chart, hook-ups, and other 


_cUsed the World Over" 


THE BECKLEY- () 


Karas Equamatic 


A five-tube Revolutionary Radio Frequency Circuit Utilizing an entirely new principle of R. F. Transformer Design 
that gives Volume, Tone Quality, Selectivity and Sensitiveness. 


This five-tube kit gives volume that might be expected 
from a six or seven-tube receiver—selectivity that only 
the best super-hets can equal—sensitivity exceeding that 
of a regenerative circuit—these are the things that await 
the fan who builds the Karas Equamatic Five-Tube Re- 
ceiver. 


WHY THE EQUAMATIC SYSTEM IS DIFFERENT. 


Think of all five tubes operating at their highest point 
of efficiency—just below the oscillation point—not at 
certain wave lengths, but at EVERY WAVE LENGTH 
from 200 to 600 meters! The dials of a Karas Equamatic 
Receiver may be turned clear through the entire scale 
and the tubes will not oscillate. But by turning up the 
rheostats the slightest amount, the tubes will break into 
oscillation at any wave length. 


HOW THE EQUAMATIC SYSTEM WORES. 

In order to obtain this high tube efficiency at all wave 
lengths, it is necessary to have a CONTINUOUS 
EQUAL TRANSFER OF ENERGY between the primary 
and secondary coils. To find a satisfactory way of doing 
this has been a problem that radio engineers have been 
working on since the beginning of radio broadcasting. 
In the Karas Equamatic System this has been solved by 
a very simple mechanical method. 


PRIMARIES AND SECONDARIES ENTIRELY 
SEPARATE 

The primaries in the Equamatic System are entirely 
separate from the secondaries, and are mounted on the 
extended shafts of the condensers so that they turn with 
the condenser shafts, as the dials are rotated. Each 
primary is adjustable in relation to both the condenser 
shaft and the secondary coil. The secondaries are 
mounted on sliding standards and can be adjusted to any 
angle in relation to the primaries. This arrangement 
also allows for any amount of coupling between the two 
inductances. 

As the dials are turned, the coupling between the pri- 
maries and secondaries is automatically varied at exactly 
the proper rate to maintain the tubes at their highest 
point of efficiency for all wave lengths. The Equamatic 
System does away with all losser methods and makes it 
unnecessary to place any resistance in the plate circuit 
of the detector tube. 

Tuning this set is a real pleasure. The dials may be 
turned through the entire scale from 200 to 600 meters 
and the tubes cannot and will not oscillate. But by furn- 
ing up the rheostat the slightest degree, after the cou- 
pling has once been properly adjusted, the tubes will in- 
stantly break into oscillation at any wave length setting. 


The Karas Equamatic Kit Includes the Following Parts 


3 Karas Equamatic R. F. Transformers at 
CT ee heh or Ti wee eae hl igs oe rR 

3 Karas Orthometric .00037 mfd, 17-Plate Extended 
Shaft Condensers at $7.00 each 

3 Karas Micrometric Vernier Dials at $3.50 each... 10.50 


Stock No. YX220 List price 


2 Karas Harmonik Audio Transformers at $5.00 


2 Karas Electric Co. Equamatic Retard Coils at 
$1.00 each 
3 Karas Electric Co. Sub-panel Brackets (set of 3) 


Additional Parts Needed to Build the Radio Broadcast EQUAMATIC Five-Tube Receiver 


1 Yaxley 20 ohm Rheostat with Dial...... 


Yaxley No. 4 Interstage Phone Jack’ for First Stage 
Audio 


Yaxley No. 1 Open Circui 
Stage Audio ........ CEE rare str 


Yaxley Filament Switch No. Ae. 
.00025 mfd. Fixed Condenser with Grid Leak Clips 
2-megohm Grid Leak Witreh cela 90 6/0:¢:b ae 


Radiall No. 1A Amperite 6-volt Resistors, with 
Mountings, at $1.10 each ee 


Eveready 4%-volt C Battery 
Jones Multiplug, with Mounting and 8-foot Cable.. 4,60 
Benjamin U.X. Cushion Sockets at 75 cents each.. 8.75 


Formica Insulation Co. Karas Equamatic Drilled 
and Gold Engraved Front Panel, 7x28”........ 


Formica Insulation Co. Karas Equamatic 
pletely Drilled Sub-panel, 6x27”.. 


Yaxley 10 ohm Rheostat with Dial 


THE BECKLEY - 
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KITS 


( le Aero Inter- 
iD lh changeable Coil 
rf Imi Tuner 


(Range 15 to 130 
Meters) 


Used by the United States Government Broadcasting 
stations, university laboratories, and adopted by experts 
and amateurs. Range 15 to 130 meters. Completely in- 
terchangeable, Includes 3 coils and base mounting cover- 
ing U. S. Bands, 20, 40 and 80 meters. Uses .00014 con- 
denser on secondary and .00025 on feedback control. 


Stock No. YX140 List price 


No. 4 


Aero Interchangeable Coils 


(No. 4 and 5) 


Increase range of your short wave tuner by securin 
coil No. 4 and coil No. 5; combined range 126 to 550 
meters. Both interchangeable coils fit the same Aero 
base supplied with the short wave kit, and uses the same 
condensers. 


Stock No. PX204 Coil No. 4—Range 125 to 250 meters. 
List price ... 
Stock No. FX205 
List price .... 


The above illustration’ shows a layout for an efficient 
short wave receiver in which the Aero interchangeable 
Coil Tuner is employed. Coils are interchangeable. 19 
turns on the largest coil and with a Karas .00014 condenser 
covers 37 to 138 meters. The intermediate coil has 8 turns 
and covers 31.5 to 68 meters and the smallest coil with 3 
turns from 15 to 38.5 meters. The grid leak and grid 
condenser is very critical. A 7 to 10 meg grid leak is 
recommended, the 10 meg being the most likely size and 
condenser value between .0001 and .0002 capacity. 


List of Parts Required. 

Quan- 
tity Part 

Aero short wave coil system 

Karas Variable Condenser .00014 mfd 
Karas Variable Condenser .00025 mfd 
Karas Micrometric Dials 

Karas Harmonik Transformer. 
Benjamin Sockets No. 9040 

Pair Benjamin Brackets 

Yaxley Fil. Control Jack No. 3 
Sampson Choke 

SOMERSET SMUT I IN OSES eal ao ig She a Rea ced ae ace 
Bradleystat 

Grid Leak (10 meg) 

Grid Leak Mounting 

Mica Condenser .00015 

Amperite Unit (No. 1-A) 

Formica Panel 7x18x 

Formica Panel 5%x17x 7; 


BREE ee RRR 


The New B-T Counterphase Power-Six 


This kit is a further improvement and development of 
the B-T Counterphase, the merits of which are too well 
known to need a comment. The development of resist- 
ances and other units of greater accuracy than were 
available last year, together with recently developed cir- 
cuit features, makes possible a kit which can be assem- 
bled and balanced with much greater ease and operated 
with greater simplicity. It provides for the use of the 
new power tube in the output stage, although regular 
tubes may be used if desired. 

The Counterphase Power-Six Kit, Code P-6, includes the 
following parts: 


Stock Quan- 
No. tity 


OX173 1 TA Torostyle Transformer 

0X174 3 TC Torostyle Transformers @ $4.00 each. 12.00 
BX126 2 LD17 Condensers 9.50 each. 19.00 
L155 3 1.00 each. 3.00 
EKxX257 3 B-T R. F. Choke Coils 90 each. 2.70 
ExX250 1 B-T 500,000 Ohm Resistance 2.00 
EX 75 3 1500 Ohm Resistances 50 each. 1.50 
Wx 57 1 


Total value 
Stock No. YX157 Kit complete. List price 


The tubes required are 4, 201-A; 1, 200-A Detector; and 
1, 112 Power Tube. 
The other parts required are as follows: 
List 
Stock Price, 
No. Each 


NX120 1 Panel 7x24, drilled and engraved (Veri- 
chrome) 

1 Wood Baseboard, 9%x23% 

1 B-T Euphonic Audio Transformer, 2.2 to 1 5,00 

1 B-T Euphonic Auido Transformer, 4.7 to 1 5.75 

2 B-T Tuning Controls 

1 .001 MFD Fixed Condenser 

1 .00025 MFD Fixed Condenser 

3 .006 MFD Fixed Condensers 

2 1 MFD Fixed Condensers 

1 2 Meg. Grid Leak 

6 B-T UXA Sockets 

1 Double Circuit Jack No. 104 

1 Single Circuit Jack No. 101 

1 Filament Switch 

13 Ohm Rheostat (Yaxley) 

1 Single Pole, Double Throw Jack Switch... 

6 Binding Posts 

2 C Batteries—4% volts 

2 Mounting Strips. Per square inch 


R. F. TRANSFORMERS AND TUNING UNITS 


National Tuning Units 
(Type B)—For Browning-Drake Circuit 


BD—1B Equicycle Unit 


This unit consists of a Browning-Drake space-wound 
Inductance Coil mounted on a .0005 National Equicycle 
(S. L. F.) Condenser with a 4-inch Velvet Vernier Dial. 


Stock No. OX101 (Type B) List price 


BD—2B Equicycle Unit 


This unit combines the Browning-Drake Spacewound 
transformer mounted on a .00025 National Equicycle (Ss. 
L. F.) Condenser with a 4-inch Velvet Vernier Dial and 
Tertiary Coil. 


Stock No. OX102 (Type B) List price 


BD—1E Unit 
This unit is the same in design as Type BD—1B, except 
that it is furnished with Equitune Condensers. Furnished 
with 4 National Vernier Dials. 


Stock No. OX-106 List price..........-. see eee eres $10.25 


BD—2E Unit 


Same as BD—2B Unit shown above, except the con- 
densers are made to match BD—1E. 


Stock No. OX107 List price 


Proudfoot Radio Frequency Kit 


This is a tuned frequency kit consisting of exact size 
wiring diagram and instructions, matched coils and 
matched straight line condensers. The coils are practical, 
efficient and durable units endorsed by many leading en- 
gineers and guaranteed to give the best of satisfaction. 
A special mould is used for the one-piece Bakelite form 
which provides threads that space tha_gold-plate wire 
10/1000 of an inch apart and when used in combination 
with the Proudfoot straight line condenser, it is unex- 
celled for simplified tuning. 

Instructions and plans for construction of set are very 
simple. Kit is matched with .00035 capacity condensers. 


Stock No. YX210 List price 


Karas 
Equamatic Inductance Coils 


These coils are put up in sets of 
three for building the Karas Equa- 
matic Receivers. Each coil has 14 
turns on a 2-inch Bakelite tube and 
is mounted by a swivel connection to 
a sleeve that fits over the extended 
shaft of the new Karas Special 17- 
plate condenser, The secondary has 
60 turns on a 2%-inch Bakelite tube 
which is fastened to a sliding stand- 
ard arranged for sub-panel mounting. Both primary and 
secondary coils have flexible insulated leads with con- 
venient tips for connecting to binding posts on the sub- 
panel. 
Set includes all needed nuts, screws, binding posts, etc. 


Stock No. OX615 Price, per set of three coils......$12.00 


“TOROSTYLE” FOR 
EASY WIRING at 


OxX173 OxX672 


B-T Torostyle Transformer 


The B-T Torostyle Transformer reduces local pick-up to 
a negligible minimum, inter-magentic coupling and stray 
feedbacks are eliminated. The task for perfecting the 
“toroid” for radio has taken years of hard research. Made 
in two types, as follows: 


Stock No. OX173 Type TA (Antenna Coupler). 
List price, each 


Stock No. OX174 Type TC (Interstage R. F. Trans.). 
List price, each 4.00 


Lekeless Transformer 


Uniform high inductance, low distributed capacity and 
low resistance. The external field is so slight that it per- 
mits placing coils close together without appreciable inter- 
action. Designed for use with .00035 capacity variable 
condensers. 


Stock No. OX672Z List price 


B-T “Improved” Short Wave Outfit 


The first successful short wave 
outfit—now greatly improved. Four 
extremely precise interchangeable 
plug-in coils, rigidly mounted cover 
12% to 200 meters. The main unit, 
including socket, is wired, insuring 
uniformity of range and greatly sim- 
plifying set construction. Special cir- 
culars on request. Use one B-T L-7 
and one L-13 condenser, Price of 
wired base, socket and four coils. 


Stock No. YX158 List price. .$11.00 


For use with above, separate coils are furnished to cover 
broadcast range. 


Broadeast Coils cover 190 to 370 meters and 370 to 550 
meters. 


Stock No. FX165 List price, per pair 


B-T Low-Loss Tuner 


Unequalled for tuning all circuits 
where a coupler or a tuning unit is 
required. A skeleton coiled frame- 
work is used, similar to that devel- 
oped by the Bureau of Standards 
for precision low-loss inductances. 
The primary coupling may be easily 
adjusted to suit any requirements 
of circuit or location. 

Stock No. FX127 Type B, 200 to 

665 meters. List price, each. .$5.00 


(ii RALSTON 


TUNING UNITS 


Remler Infradyne Amplifier 


The Remler Infradyne Amplifier igs a three-stage radio 
frequency unit which is adapted for use in connection with 
practically all standard sets of the tuned radio-frequency 
or neutrodyne types, and which also fully meets the re- 
quirements of the Sargent Infradyne Circuit. It is de- 
signed to employ tubes of the CX299 or UX199 type. 

_ This instrument is the result of the development of a 
simple and effective method for controlling amplification 
at high frequencies, It is unique in that amplification is 
accomplished at the fixed and very short wave length of 
86 meters. 

All wiring is arranged so that undesirable capacitive 
and inductive coupling is eliminated. Transformers are of 
low-loss construction. Maximum selectivity is obtained 
without instability or sacrifice of quality. 

Instrument controls are of moulded Bakelite and nickel- 
plated brass, mounted on a polished Bakelite panel. 

Stock No. OX700 (No. 700) Infradyne amplifier. 

List price 


Remler 
R. F. Amplifier 


and 


Antenna 
Compensator 


ope outfit incor- 
porates two stages saNnTE 
of R. F, Amplifica- co ae 
bi and a de- CrLE 
; ector. ntirely 
enclosed in a sheet copper case which give. } 

: . + : Ss com ¢ 
tro-magnetic shielding. It is designed ‘for sinatra oe 
tol, either with Remler Drum Dial or the ordinary 360° 
vernier dial. An Antenna Compensator, supplied with the 
amplifier, nullifies the de-tuning effect of the antenna, 
which interferes with efficient operation in the usual 
single-control R. F. amplifier, A Switch is provided for 
selective or non-selective tuning. Included in the Remler 
ang pea mie rane polonnld tyne: small diameter coils 

e Remler 3-in-Line Condenser, Re : 
ay spectal resistances, miler No. 50 Sockets, 
Stock No. OX710 (No. 710)) Remler R-F i 

Antenna Compensator. List price ee eee bo 


Remler 
‘ Control Panel 
of Infradyne 
Kit i 


The Remler Infradyne Kit includes the following ap- 
paratus: etched copper control panel; pressed steel instru- 
ment panel, two No. 110 Remler Drum Dials; one No. 659 
Twin-Rotor Condenser; four No. 50 Remler Sockets, three 
No. 35 Remler Choke Coils; one special Coil; all necessary 
fixed condensers, rheostats, and fixed resistances; jacks; 
switches, binding posts; and wire and battery cable in 
colors to agree with wiring diagram. 

Complete instructions including schematic wiring dia- 
gram. 

Stock No. OX750 (No. 750) Kit. List price 


Cabinet 
for Infradyne 


This copper cabinet, embossed in two-tone brown crys- 
talline enamel, together with a decorated wood base, sup- 
plies the highest standards of convenience and appearance 
for the new Infradyne. Size, 11x26 inches. 

Stock No. OX760 (No. 760) Cabinet. List price. ..$15.00 


Aero Universal 3-Circuit Tuner 


With this 3-circuit tuner, the effciency 
of the 3-circuit regenerative set is 
greatly increased because of the low- 
loss characteristics of the AERO Uni- 
versal Coil. Uses .00025 variable con- 
denser to tune fixed tickler. 

Adaptable only to 201A, 199, 112 or 
the new A. C. tube. 

Equipped with variable primary for 
governing the selectivity of the Circuit. 
For use with a .0005 mfd. (500 mmf.) 
condenser, 


Stock No. FX215 List price 


Rapid Frequency 
Regenerative 
Kit 
(Two Coils 
for Aero Four) 


An indispensable kit consisting of an AERO Universal 
Radio Frequency Transformer and an AERO Universal 
3-circuit Tuner of the fixed tickler type. 


Any set built along these lines can be made much more 
efficient by substituting this set of AERO Universal Coils. 
Uses two .0005 mfd, (500 mmf.) condensers. Uses .00025 
variable condenser to tune fixed tickler. 


Uses only 201A, 112 and 199 tubes and the new A. C. 
tubes. 


Stock No. FX218 List price, per kit 


Aero 
Universal 
Tuned Radio 
Frequency 
Kit 
(Four Coils 
for 
Aero-Dyne 6) 


Kit consists of 4 twice-matched units; one AERO An- 
tenna Inductance with variable primary and three AERO 
Universal Radio Frequency Transformers. Adaptable to 
201A, 199, 112, also the new 240 tubes, and the new A. C. 
tubes. Tuning range—below 200 to above 550 meters, for 
use with .0005 mfd. (500 mmf.) Condenser. 

A kit that will make any circuit better in selectivity, 
tone and range. Will eliminate losses and give the greatest 
receiving efficiency. 

Each Kit carefully matched at both ends of the broad- 
east range before packing. 


Stock No. FXK220 List price, per kit 


Universal 
Tuned Radio 
Frequency 
Kit 
(Three Coils 
for 
Aero-Seven) 


Consists of 3 twice-matched units; three AERO Universal 
Radio Frequency Transformers. Coils are wound on bake- 
lite skeleton forms, assuring 95 per cent air di-electric. 
Tuning range from below 200 to above 550 meters, Uses 
-9005 mfd. (500 mmf.) condenser. 


Adaptable to 201A, 199, 112, also the new 240 tubes and 
the new A. C. tubes. Each Kit carefully matched at both 
ends of the broadcast range before packing. 


Stock No. FX219 List price, per kit 


THE BECKLEY - ())\9)- RALSTON CO. 


DIALS 


Remler Drum Dial 

The Remler Drum Dial gives a 
full 15 inches of dial space, di- 
vided into 200 divisions—2 for 
each broadcast channel. ie 

Calibration strips are rigidly 
mounted, yet easily removable and 
renewable. Call letters are read- 
ily written in. 

Spiral gear drive gives quiet 
operation and no back-lash. 

Socket and 6-volt lamp_ fur- 
nished for illumination. Easily 
mounted, round drilled hole re- 
quired for panel plate. 

The Remler Drum _ Dial will 
drive all standard makes of con- 
densers either single or in gangs 
of one, two or three condensers. 

Mounting template is included in each carton. Right or 
left-hand mounting. Supplied for either clock-wise or 
counter clock-wise rotation of dial. 


Stock No. CX110 (No. 110) Left. List price $4.50 
Stock No. CX111 (No. 110R) Right. List price.... 4.50 


National 
Velvet 
Vernier Dial, 
“Type B” 


This type em- 
bodies a modified 
application of the 
“Velvet Vernier” 
mechanism. It is 
designed to facil- 
itate mounting on 
the 4%” shaft of 
any standard var- 
iable Con denser. 
Of special impor- 
tance is a new 
and novel device 
which enables the 
user to adjust at 
will the reduction 
to any ratio from 
6-1 to 20-1. 


Stock No. CxX127 
100-0-100 Dual 
Range. 

List price. .$2.50 


National Illuminated Velvet Vernier Dial 


Same design as Type B (listed above) but furnished 
with 6-volt lamp and holder, 
Stock No. CX128 (100-0-100) List price «ee 83.00 


B-T Tuning 
Control 


Tuning control 
that combines ap- 
pearance and effi- 
ciency. A 12 tol 
ratio provides 
positive control 
with a smooth, 
easy flowing ac- 
tion. No pull on 
the condenser 
shaft and no side 
strain. Works with 
either right or 
left hand conden- 
sers. A reversible, 
erasable disc is 
calibrated on one 
side in wave 
lengths, and the 
other is for sta- 
tion letters. This 
is the only dial 
made that reads 
in fractional de- 
grees, if desired. 
Finished in black 
and gold. Diam- 
eter, 4 inches. 


Stock Mo. CK1G0 List price......sseeeee eee eee ee + PSO 


Karas Micrometric 

A precision vernier dial 
which permits the fine 
hair’s breadth tuning so 
essential to proper opera- 
tion of a super-heterodyne 
receiver, or one of the bal- 
anced tuned radio frequency 
type such as_ Browning- 
Drake, Equamatic, R. F. L., 
Roberts, etc. Approach to 
the peak or resonance point 
is smooth and even and un- 
der the most delicate con- 
trol every instant. All parts 
not metal are bakelite. 
Diameter 4% inches. Mark- 
ings in gold. 


Stock No. CXK232 0-100. List price.. 


Mar-Co Vernier Dial 


The Mar-Co Vernier Dial 
is housed in a black bake- 
lite base, carefully designed 
to harmonize with any 


panel arrangement. The 


hair line indicator, in com- 


bination with the double 


scale graduated in half 
points, gives a sight read- 
ing comparable to the indi- 
cators on the highest types 
of engineering instruments. 
Two apertures are provided 
in the face of the dial 
through which pencil nota- 
tion may be made on a 
specially prepared surface 
to correspond with dial set- 
tings. 


Stock No. CX192 0 to 100 
Stock No. CX203 100 to 0 


Mar-Co Rheostat Dial 


Matches the vernier dial listed above. 
Stock No. CX314 0-100 360° Nickel. List price 


Mar-Co Illuminated Control 


This unit comprises the following 

items: 

1 Mar-Co Vernier Dial mechanism 
on special frame for back panel 
mounting, complete with switch, 
lamp socket, and link connec- 
tion. 
special 6-volt Indicator Lamp 
type T3. 

4% Mar-Co Translucent Preci- 
sion Scale. 
Steel Drilling Template with 
screws and nuts, 
Bezel with Mounting Screws. 
Hair-Line Indicator. 
Bakelite Control Knob. 
Adjusting Washers for Instru- 
ment Mounting. 

Stock No. CK222 (No. 220) 0 to 100. 

List price $3.00 

Stock No. CX223 

List price 
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SOCKETS AND ADAPTERS 


Cle-Ra-Tone 
Radio Sockets 


Shock absorbing, non- 
microphonic—gives longer 
life and protects the tube 
from sudden impacts which 
would otherwise cause mic- 
rophonic noises or “tube 
noises.” 

The tube-holding element 
“floats”, independently of 
the base, on four perfectly 
balanced springs. 

Positive tube-to-terminal 
connection. Shock absorb- 
ing feature is not affected 
by stiff bus wiring. 

i Compact and neat appear- 
ing. All moulded Bakelite—highly polished. 

One-piece suspension spring and contact member—elim- 
inates high resistance joints. 
: nt A plated screws and nuts—tinned soldering term- 
inals. 


For Standard UX Type Tubes. 
Stock No. EX640 (No. 9040) with Mounting Base. 
List price 


Same Ag Above Except For Direct 
Panel Mounting. 


Stock No. BXK644 (No. 9044) For 
Mounting on ¥ in, Panel. 
List price . 


“Y” Type Socket for 5-Prong AC Radio Tubes 


A new radio socket especially designed for use with the 
new five-prong AC Radio Detector Tubes. The spring 
suspension tends to lengthen tube life by absorbing me- 
chanical jars and shocks. 


For Direct Attachment 
to Panel 


CIO For attachment to either %” or *&” 
panels, when it is desired to have 
socket wiring connections below 
panel, Furnished complete with five 
attaching screws and with template 
for drilling the necessary 1” diam- 
eter hole in panel. 


Stock No. EX637 (No. 9037) without base. List price.$0.90 


For Mounting on Top 
of Panel 


Stock No. EX636 (No. 9036) with 
base for mounting on top of 
panel. List price 


B-T Socket 
(TYPE UxXA) 


Takes any of the standard 

tubes with UX base, either 

5 volt storage battery types as 

the UX201A, UX112, Ux226, 

etc., or the 3 volt dry cell tube 

and UX120. It is made of-bakelite finished in 
Perfeet contact assured. 


No. EXG64 List price. 


Bx420 ExX920 
Connectoralds For UX120 Tubes \ 


Improved volume and clarity of tone from present sets 
with the new UX120 tubes in the last stage of audio fre- 
quency amplification. These Connectoralds fit the new 
tubes to UV199 sockets, and provide cables for attaching 
the necessary 22% volts C Battery and extra 45 volts B 
Battery required for this tube. The No. 420 Connectorala 
is for Radiola Superheterodyne and Super VIII sets, and 
holds the tube on an angle. The No. 920 Connectorald, 
for other sets with UV199 sockets, holds the tube upright. 


Stock No. EX420 No. 420 Connectorald. List price. .$1.25 
Stock No. EX920 No. 920 Connectorald. List price.. 1.25 


Adapters For UX Tubes in UV199 Sockets 


Adapter fits all tubes with UX bases to 
UV19% sockets. This adapter makes the 
UV199 sockets universal, to take any de- 
sired tube. Used in tube testers and re- 
activators equipped with UV199 sockets to 
fit UX199, UX120 and also large standard 
base UV199 tubes, as well as in sets with 
UV199 sockets. 


Stock No. EX999 No. 999 Adapter. 
List price . 


Carter 3-A Adapter 


For adapting UX type tube to WD11 
type socket in R. C. A. III and III A 
sets. 


Stock No. EX15 Carter Adapter (No. 3-A). List price.$0.50 


No. 112 Connectorald For UX112 Tubes 


This tube will handle greater power than the UX120, 
and will deliver more than double the output of a 201A 
tuba without distortion. An important feature of this 
Connectorald is the economy of space. This Connectorald 
provides for the connection of both extra B batteries and 
extra C battery. 


Stock No. EX112 No. 112 Connectorald. List price. .$1.50 


R. C. A. Adapter 


The new R. C. A. UR556 
Adapter permits the use of 
the new power tube UX120 
with the  Radiola Semi- 
Portable and Radiola VIII, 
or any similar set now 
using UV199 Radiotrons. 


Stock No. EX556 
List price, each 


RHEOSTATS AND POTENTIOMETERS 


Yaxley Rheostat 


A scientifically designed Rheo- 
stat to give the most perfect re- 
sults. The large number of turns 
of special non-rusting resistance 
wire make this ‘the straight line 
Rheostat.” Resistance Unit is 
suspended in air. Mounts in 
single panel hole ¥% inch. Fur- 
nished complete with Bakelite 
knob, 


Stock No. EX303 ohms. List price, 
Stock No. KEX306 ohms. List price, 
Stock No. KX310 ohms. List price, 
Stock No. EX315 ohms. List price, 
Stock No. KX325 ohms. List price, 
Stock No. KX330 ohms. List price, 


Amperite 
A Self-Adjusting 
BRheostat 


Operates on the 

th e rmo-electric 

principle. It con- 

sists of gets rs ji 

treate ament REG. US "PAT OFT 

hermetically seal- The stay 5 p 

ed in a glass tube SELF ADJUSTING Rheosta 

and surrounded by an inert gas. This filament has the 

unique property of changing in reSistance automatically 

as the “A” Battery voltage changes. 

Stock No. EX190 (No. 1-A). For UV201-A, UX201-A and 
UX200-A or similar tubes on the 6-volt battery. 

Stock No. KX192 (No. 4V-199). For UV199, UX199 and 
DV3 on 4% volts (three dry cells) or 4-volt storage pat- 
tery. 

Stock No. EX193 (No. 6V-199). For UX199 and the UX199 
or similar tubes on the 6-volt “A” battery. 

Stock No. EX194 (No. 4X-120). For UX120 and CX120 
special power tube on 4% volts (three dry cells) or 4- 
volt storage battery. 

Stock No. EX195 (No. 6X-112). For UX112 and UX171 
special power tube on 6-volt “A” battery. 

Stock No. KX196 (No. 3-A % ampere type.) Controls any 
combination of tubes with a draw of % amperes from 
6-volt storage battery. 

Stock No. KX197 (No. 3-A 1 ampere type.) Controls any 
combination of tubes with a draw of 1 ampere from 
6-volt storage battery. 

Stock No. KX198 (No. 5-A 1% ampere type.) Controls 
any combination of tubes drawing 11, amperes from 
6-volt storage battery. 

List price, each, all models 


Carter ‘‘Hi-Ohm” Volume Control 


A non-inductive, 
variable, wire-wound 
resistance, 13%” dia. 
Projects only %” 
back of panel. 

Contact arm slides 
on protecting wires 
covering the special 
moisture-proof resist- 
ance, eliminating 
wear and_ assuring 
long life and unvary- 
ing electrical charac- 
teristics. 

Resistance element 
designed to produce a 
uniform percent 
change in resistance. 
At zero end, resist- 
ance rises very slow- 
ly. Near maximum 
end, resistance rises 
ae rapidly, but at the same percent change as at zero 
end. 


Stock No. Stock No. 
KX143 500,000 ohm. 
KX142 200,000 ohm. EX139 50,000 ohm. 
KX140 100,000 ohm. KX138 10,000 ohm. 


Last: price, @ACK. i. ccc ccevcccssvsessocteevocnvae so vQeOe 


Bradleystat 

The Bradleystat is a graphic 
disc rheostat for radio filament 
control. Any tube now on the 
market can be used at any time 
without changing the rheostat or 
the wiring connections of the set, 
when equipped with Bradleystats. 
Designed for “one hole” panel 
mounting. A switch self-contained 
and inclosed, opens the battery 
circuits when the knurled knob is 
turned sufficiently to the left. 
Stock No. EX85 

List price, each 


Bradleyometer 


A distinct advance in potentiometer construction. Be- 
cause of the use of the graphic dise principle, a stepless, 
noiseless variation of potential is obtained. It eliminates 
troubles due to corrosion and breaking of fine wires. The 
Bradleyometer is recommended as the best potentiometer 
for any radio circuit. 


Stock No. EX31 400 ohm. List price, each.. 


Bradleyohm-E 


The Bradleyohm-E has a re- 
sistance range of at least 50 
to 1; (2) It will dissipate 
more energy than the Bradley- 
ohm-A. It will easily dissi- 
pate 4 watts. 

The Bradleyohm-E_ serves 
every function of the Bradley- 
ohm-A and in addition is suit- 
ed for service in B-eliminat- 
ors when the maximum D. C. 
or output voltage does not ex- 
ceed 250 volts. It is particu- 
larly recommended for all 
Raytheon tube eliminators, and 

Z : other applications which re- 
quire a wider range of resistance or greater thermal ca- 
pacity than is provided by the Bradleyohm-A. 

Made in. the following ranges: 


Stock No. List Price 
KxX180 No. E—1 to 10 Q/OhnM Ss 63S ew oF $2.25 
KxX181 . 1E—100 to 5,000 ohms 

KX182 . 5E—1000 to 50,000 

KxX183 . 10E—10000 to 500,000 

KxX184 . 25E—25000 to 1,500,000 


Bradleyleak 


This is an adjustable 
graphite disc gridleak, with 
a stepless, noiseless range 
from % to 10 megohms. It 
is highly endorsed by sev- 
eral leading radio manu- 
facturers. A .00025 Mfd. 
fixed condenser can be fur- 
nished to fit the terminals. 
One-hole mounting is pro- 
vided, as well as holes for 
baseboard mounting. Re- 
quires only }-inch space 
behind panel. 


Stock No. KX98 List price, each..:... 


Stock No. KX99 Condenser only (.00025 Mfd.). 
List price, each 


Bradleyswitch 


A compact, totally enclosed bat- 
tery switch, for A and B battery cir- 
cuits. The use of the Bradleyswitch 
reduces possibility of accidental 
burning of tubes and batteries. Pro- 
vided with one-hole mounting. Me- 

tal parts are nickeled, and push button is polished black. 


Stock No. CX182 List price, each 


RESISTORS AND CHOKES 


“Electrad’”’ Metallic Resistance 


Noiseless, non-inductive, accurate. Unaffected by wea- 
ther, temperature or working conditions. Non-hydroscopic. 
Great current carrying capacity without overheating or 
change in resistance. 

No paper, carbon, varnish or fibre. Metallic resistance 
element fused on the inside of a glass tube. Paraffined 
under high vacuum, 


Stock No. Resistance Stock No. Resistance 
ohms meg. 
ohms meg. 
ohms 3 ators meg. 
ohms oe meg. 
ohms 2 meg. 
ohms meg. 
ohms 3 meg. 
ohms h meg. 
ohms 4 meg. 

y% meg. meg. 

3/10 meg. 


B-R Grid Leak and Condenser Mounting 


This is an exceptionally high grade mounting for grid 
leak and grid condenser. The base is 7-inch Formica, 
2% inches long and 1% inches wide. The clips are rein- 
forced, very substantial, and nickeled. Two screw holes 
for mounting are provided. 


Stock No. KxX92 Price, each 


Grid Mounting 


A high grade mounting for grid condensers and grid 
leaks. Provided with génuine bakelite base and phosphor 
bronze spring clips to hold standard grid leak, and a Dubi- 
lier type 601 condenser. 


Stock No. KX95 Mounting only. Each 


Bradleyunit 


The Bradleyunit is an accurately calibrated fixed resis- 
tor for resistance coupled amplifier hook-ups. Can be 
mounted in standard grid leak clip. Non-inductive and is 
not affected by temperature or moisture. 


Megohms List Price 
-005 


Mountford 


Kroblak 
Wire Wound FP LN 


Resistances 


A heavy duty wire 
wound resistance 
which is guaranteed 
to stand up under all 
“B” eliminator condi- 
tions. 


“KROBLAK” is a 
glass-like finish, of 
excellent insulating MANU 
qualities, put on and E MOUNTFORD 
subjected to many 
hours of tremendous 
heat. It will not corrode, melt nor become soft, It has 
a low temperature co-efficient, carries ten watts, and will 
give entire satisfaction in any ‘“B” eliminator circuit. 
Stock No. KX350 (M210) Kit for Thordarson (R210) 
power compact. List price 
Stock No. KX360 (R508-1) Resistor for Thordarson 
(R170) power compact. List price 


KROBLAK RESISTANCES 


‘WIRE WOUND RESISTANCES 


for the 
THORDARSON 


is ere 
10 WATE 


NEW YorK crry 


KX357 


Shelf Supporting Brackets 


These brackets are de- 
signed for use with gang 
sockets, and are of such 
depth that all wiring and 
mounting of small radio §& 
parts can be done under- °f 
neath the shelf. They are 
intended to be attached to 
front panel, and are also 
flange drilled, to take the 
Gridleak Panel. 


Stock No. CX28 Price, per pair 


Adjustable Shelf Supporting Bracket 


Panels can be mounted vertically 
or at any desired angle. 

End not attached to panel may be 
used as a support, thereby relieving 
the panel of the strain of holding 
sub-panel load. 

Finish is dull nickel. 


Stock No. CX29 List price 


B-T Radio Frequency Choke 


In order to secure high inductance 
with low distributed capacity, the 
B-T choke is wound in several banks 
of fine enamel wire. An impregnated 
spool is used for support. All con- 
nections are soldered. Binding post 
terminal and hole for mounting 3 
screw. \ 
Adapted for use in all receiver cir- oe 
cuits which require a radio fre- BREMER-TULLY 
quency choke. cHicascs 
Stock No. EX257 List price... .$0.90 


Karas Equamatic 
Retard Coils 


The Karas Equamatic 

Five-Tube Receiver util- 

izes a Karas Equamatic 

. Retard Coil in the grid 

“\circuit to permit the 

tubes to operate higher 

on their characteristic 

curve without throwing 

i . the tubes into oscilla- 

tion. Two of these coils are required for the Equamatic 
Circuit. 


Stock No. EX65 List price........ 


? 


BR 


PANELS, BINDING POSTS, ETC. 


Bakelite and Formica Stock No. Size List Price 
Nx429 7x28 


Panels NX451 9x14 
NX471 12x14 
Formica is an insulating 

material of the highest pos- inch Thickness 

sible efficiency for radio 6x 7 

panels, tubes and other in- 6x10 

sulating parts. 6x21 

7x10 

inch Thickness 1x18 

7x21 

Size List Price 7x24 

6x10 7x26 

7x 9 7x28 

7x10 7 7x30 

7x18 8x21 

7x21 8x24 

7x24 8x26 

7x26 8x28 


Veri-Chromed Formica Panels 


Beautifully designed and finished for the following kits: 
Bremer-Tully Counterphase Power 6, 7 x 24 x 7”, pol- 
ished black, decorated in gold, and drilled. 
Stock No. NX120 List price 
Browning-Drake National 7 x 24 x #”, black polished, 
decorated in gold, drilled. 
Stock No. NX119 List price 
Aerodyne Five Tube 7 x 28 x ¥”, black polished, dec- 
orated in gold, not drilled. 
Stock No. NX118 List price 
Karas Equamatic 7 x 28 x ”, black polished Formica, 
decorated in gold, drilled. 
Stock No. NX117 List price 


Karas Equamatic sub panel 6 x 27 x 7”, black grade M 
Formica, drilled. 


Stock No. NX116 List price 


Insulated Binding Posts 
High grade Binding Posts, with initialed tops. 


22 Volts+ 
45 Volts+ 
90 Volts+ 
135 Volts+ 
150 Volts+ 
180 Volts+ 


Binding Posts 
Heavily Nickel-Plated and Buffed 
Stock No. CX35 Cross drilled 
for phone cord tips or wire. 
Price, each.... 
Per dozen 
Stock No. CX37 Clamp type. 
Price, each,......... Santee ds 
Per dozen.... 


La More 


Automatic Switch 


The La More switch auto- 
matically controls the 
trickle charger and _ elim- 
inator as desired. Can be 
used on any set using 6 volt 
battery, and three or more 
type 201A tubes, or their 
equivalent, also for 199 type 
4 volt tubes. Equipped with 
5 feet silk covered cord and 
plug. Size 3% inches long, 
2% inches wide, 1% inches 
deep. 


Stock No. CX510 (No. 6) for 6 volt. List price...... 
Stock No. CX511 (No. 4) for 4 volt. List price 


Yaxley 


Automatic Power Control 


(For Switching “B” Eliminators and 
Trickle Charger, or Either) 

No. 444—Keeps the voltage drop 
less than two-tenths (2/10) volts 
when used with sets having a current 
draw equivalent to 4—199 type of 
tubes up to 11—201 type of tubes. 

. Stock No. CX444 List price... .$5.00 
ae y = ‘ No. 445—Multiple Type Automatic 
BELIPINATOR “TRICKLE CHARGER Power Control. Best for all sets. 

a0 O= | Especially recommended for multi- 
; ea E 2 tube sets and also for sets with a 
very low current draw. Complete in- 
structions for installing packed in 
each box. 


Stock No. CX445 List price 


Radio Conductor Wire Markers 


For All Wires or Cables Leading to the 
Radio Set 


Every radio owner will appreciate the safety and con- 
venience these markers afford. They are very easily ap- 
plied to the cable with an ordinary pair of pliers. The 
ee are the wordings that are indented on the 
marker. 


Set of 11 cable markers packed in a box consisting of 
1 each: 


A+ B— B+Amp. C+ Grd. “C” Pwr. 
A— B+ Det. Cc— Ant. “B” Pwr. 
Stock No. CK205 List price, per box 

Per carton of 25 boxes 


Stock No. CX206 
Per 100. csia's 


Switch Points and 
End Stops 


Brass, nickel-plated and 
polished. Uniform in all 
dimensions, 6-32. Furnished 
with brass hexagon nut. 

Stock No. CK50 Swit 
Price, per 100...... 


Stock No. CX57 End Stops 
Price, per dozen oe 


Solderless Snap Terminal 


(For Aerial, Ground and Battery Connections) 


With these terminals aq positive electrical connection 
can be made in ten seconds. To remove, simply pull it 
off. No solder, tools or screws to bother with. Base studs 
secured by No. 8-32 screws, and will fit all “B” batteries 
with screw posts, or any post with 8-32 thread. 


Ce ee ey 


THE BECKLEY - 


PLUGS AND SWITCHES 


Poly Claro-Plug 


P This instrument placed between 
the Loud Speaker and the Receiver, 
will greatly clarify radio reception. 
It will also add quality to the tone 
of the speaker and cut down on the 
rasping and other noises due to 
faulty speakers. 


Stock No. CxX400 
List price, each 


Sta-Put 


Bakelite construction. About the size 
of a quarter in diameter. 

Panel projection less than one irch. 
Spring terminal grips. 

The very latest in plug design. 

Entirely encloses cord tips. 
Stock No. CX86 List price, each. .$0.50 


— One Phone Plug 


This phone plug has a pol- 
ished Bakelite handle, is small 
in size and has a neat appear- 
ance. Phone tips instantly 
connected without use of tools. 

Cannot be disconnected until handle is removed. Perfect 
contact assured. All Bakelite insulation prevents current 
leakage. Shorting is impossible. 


Stock No. CX74 List price 


Duplex Plug 

Has same general construc- 

tion as One Phone Plug, only 

has screw terminals for con- 

necting two or more phones. 

Knurled binding screws have coin slots—no screw driver 
required. 

Stock No. CX75 List price...... 0... eee cece eee ees $0.50 


Extension Jack 


Connects to extension cord 
2 eine or wires so that head phones 


yany N 100 or speaker may be plugged in 

O. at a distant point. Also widely 
used as a connector, Made 
to stand hard service. 

Stock No, CX100 List price 


King Rotary Switch 


Polished nickel-plated switch 
blade, collar, and _ bearings. 
Bakelite knob 1 inch in diam- 
eter. 

Stock No. CX78 1-inch 
radius. Price, each....$0.30 


Weston Radio Plug 


A handy quality plug. The tips on the end of the head 
set fit into the two small slots, and are held there by posi- 
tive wedge action. Contact is sure and perfect. 

Stock No. CX260 Price, each..... 


Polymet 
Phone Plugs 
and 
Extension 
Connectors 


These plugs em- 
ploy a unique 
method for holding 
the phone or loud 
epr er speaker cord tips. 
Caen No tools are nec- 
‘ essary, nothing to 
\ push, nothing to 
pull, simply criss- 
eross. the wires 
and slide the tips into the special tension slot. The posi- 
tive pole is plainly marked on the arm of the plug. 


POLY PLUG 
Made of genuine Bakelite. Black finish. 
Stock No. CX95 List price, each 


E. Z. PLUG 
Same design as Poly plug listed above. Black compo- 
sition. 
Stock No. CX96 List price 


EXTENSION CONNECTOR 
Made of high-quality composition. Makes it possible to 
carry the loud speaker from one place to another without 
moving the radio receiver. 
Stock No. CX97 List price, each 


Designed especially for use with the Pup Jack. Neat in 
appearance; efficient in operation. 
Made of brass, nickel finish. 


Stock No. CX15 (No. 415.) List price 


Pup Jack 


A small, neat jack. Easy to mount. Highly efficient. 
For connecting Battery Leads, Ground, Antenna, etc. 
Mount in #;” panel hole. 


Stock No. CX16 (No. 416.) List price 


Knife Switches 


(With Binding Posts) 
Stock No. (No. 153) Single pole, single 
throw 
Stock No. 
throw 
Stock No. 


Inductance Switch 


Mounts back of panel; no front 
contacts. Coil wires solder direct 
to one-piece terminal. Graduated 
dial eliminates panel marking. Cop- 
per ribbon pigtail prevents. loose 
connections. Has single nut mount- 
ing in %-inch panel hole. Provided 
with knob and etched dial. 
Stock No. CX114 (4 point) 
List price, each 
Stock No. CX113 (7 point.) List price, each......$0.80 
Stock No. CX115 (15 point.) List price, each...... 1 


SWITCHES AND JACKS 


Midget Battery Switch 


A very efficient filament control 
Switch. One nut mounting in %& 
inch panel hole. Quick make and 


break. Furnished complete with _ 


“Off’ and “On” plate (as illustrated). 


? 
Stock No. CX10 List price, each 


A and B Voltmeter Switch 


A double-throw non-lock- 
ing Switch to be used in 
connection with a _ volt- 
meter for conveniently 
reading both “A” and “B” 
batteries. One nut mount- 
ing in ¥ inch hole. 


Stock No. CX12. List price, 


Battery Switch 


A single contact switch for controlling 
the “A” and “B” battery current on re- 
ceiving sets. Positive and _ reliable in 
action. 


Stock No. CxX640 List price, each...$0.30 


Pilot Light Switch 


A decided novelty 
as well as a great 
utility for every re- 
ceiving set. Shows 
when the set is on 
or off. Very easily 
installed. Equipped 
with red colored 
jewel. 


Stock No. CX210 
Switch, complete 
with Lamp. S 
List price... ..$1.00 


Stock No. EX30 
Lamp only. 
List price, ea. $0.25 


Ve 


Qu 


Panel Light 


Mounts in single %-inch panel holes. Very neat in 
appearance, 


Stock No. CX330 Panel Light, complete with Lamp. 
List price 


Stock No. EX30 Lamp only. List price, each.... 


Pilot Light Bracket 


Same characteristics as light 
switch listed above, but is especially 
adapted for sets which are already 
equipped with a filament switch. 
Equipped with red colored jewel. 


Stock No. CX300 (Complete with 
Lamp). Ldst price..........$0.75 
Stock No. EX30 Lamp only. 
List price, each............. 


Junior Jack Switches 
Designed for use in radio 
equipment where space is at 
a premium, The Junior Jack 
Switches are exactly the same 
as Yaxley Standard Jack 
Switches, excepting in size. 
Made on the same frame as 
= Siehor ie The illus- 
tration is one-half size. Extend 1%” behind panel d 
is 1%” long. Come in all spring combinations a follows: 
Stock No. CX720 No. 720—Battery Switch, List : 


0.70 
No. 730—Two Circuit. List EN Bay 
No. 740—Double Circuit. 


Radio Jacks 


These Jacks have an offset in the frame fo - 
mounting. One nut mounting. Drill one ts fnah Wels ned 
mount on any standard thickness panel without use of 
spacer washers. Springs of genuine phosphor bronze. 
Pure silver self-cleaning contact rivets. Fits any stand- 
ard radio plug, 


Stock No. CX101 
(No. 1) Open Cir- 
cuit, List price 


Stock No. CX102 
(No. 2) Closed Cir- 
cuit. List price, 


Stock No. CX102A 
(No, 2A) Two Cir- 
cuit. List price, 


Stock No. CX103 
(No. 3) Single Cir- 
cuit Filament Con- 
trol. List price, 


Stock No. CX104 
(No. 4) Interstage. 
List price, ea, $0.80 


Stock No. CX105 
(No. 5) Two Cir- 
cuit Filament 
Lighting. List 
price, each... .$0.90 


Stock No. CxX107 
(No. 7) Interstate 
Filament Lighting. 
List price, ea $1.10 


Junior Jacks 


The Junior Jack has exactly 
the same characteristics as the 
standard jack — full weight 
springs, silver contacts, etc. No 
sharp edges to wear plug. There 
is no skimping anywhere in ma- 
terial or workmanship. The 
Junior Jack is for the set builder 
who wants the best results. 

Extends 1%” behind panel. Takes any standard_radio 
plug. Comes in all spring combinations as follows: 
Stock No. CX701 No. 701—Open Circuit..... 
Stock No. CX702A No. 702A—Two Circuit 
Stock No. CK704 No. 704—Interstage ...... 
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CONDENSERS 


Dubili 
Cautieeas oa | J eee Parvolt Wound Condensers Sangamo 


Parvolt Wound Condensers are especially designed for Fixed Condensers 
r 907-908 A " % : all radio circuits: 
(Type '-908) i 4 ey \ ap Current Supply Units. (Solidly Molded in Bakelite) 
; = i Ye SN Radio Frequency By-Pass Paths. The t d re- 
This i : J % y are accurate and re 
tri x ia apenas 7 Audio Frequency By-Pass Paths. main accurate, keep’ the 
Sipe Aare: ict PATS Interference Eliminators, etc tone clear and unmuffled, 
to replace the type com- 5 , 4 ice as! ‘ F : % and also bring range and 
monly known as a “By- : ) —= : <a Finished in the three following types: volume up to the full pos- 
7 , : Se2erceaze ze sibilities of the receiver. 
Pass condenser. This 3 s 
condenser, because of its ili 4 H . Furnished in the standard capacities that meet the 
Searle capeane tee Dubilier Micadon Mica Condenser Series A ptrietout- dbinieeinanie ct concrosy 
occupies considerably less space than the old type. It is (TYPE 601) 
neater in appearance and more efficient electrically. Sol- 
dering lug terminals are provided for convenient wiring. 


Series A are designed for operation on emok a aie — aA fey tata 
i . ; : direct current circuits in which a max- oO. apacity in ‘ 0. apacity in ‘ 
Micadons, Type 601, may be connected in parallel to in- = imum working voltage of 400 is present BE500 0.00004 ... 40 mmf, L506 0.0002 .. 
crease capacity by passing bolts through the eyelets and RVOL- and on alternating current circuits in GX501 0.00005 ... 50 mmf. L507 0.00025... 
D. C. Rated List locking them together, or connected in series with machine DENSER which the maximum working voltage LX502 0.00006 ... 60 mmf. LBX508_ 0.0003 
- : : : ‘ : os “SERIES does not excead 286° LX503 0.00007 ... 70 mmf. LX509 
ype Capacity Working Voltage Price screws, in order to obtain selective capacities. ‘ LX504 0.00008 80 mmf: UX510 
907 1 mfd. TRO* Volts 55.0505 $0.80 - They are particularly recommended LX505 0.0001 |..100 mmf. BX511 
907 mfd 160 volts 90 Stock Capacity Stock Capacity E metas oe for radio frequency by-pass work, Li - Ea oae : 
roe 3 ; ° pe se aed : No. M.F.D. Price No. M.F. D, Hert ayers Maximum direct current working volt- 4ist price, each 
Css ri ong ER ma LX630 0001 © $0.80 Laxk635 0025 age, 400. Capacity 
yo 5 ae 160 LxX631 00025 LX636 3 Maximum alternating current working in Mfd. 
0 mf. 160 Lx632 ‘0005 Lx637 ; voltage, 285. LX512 0.001 
908 -lt mfd. 400 LX633 001 Lx638 : Outside Dimensions Excl. of Lugs List LX513 
908 .25 mfd. 400 Lxes4 papa Pept : Depth. -Width ” “Height i L514 
908 -5 mfd. 400 


» GXS515 
908 0 mfd. 400 Stock No. LX610_ .01. 


1%” 8 LX516 
1%” 138” LX517 
1%” 143” LX518 
hee : i, LX519 
Dubilier Paper Condensers 133” 135” 

Pa 5a” 


(Types 901-902-903) 2a” 138” 
Paper dielectric condensers have been | Z ~ ms and 4 mfd. condensers are made in two dimensions. 


an 


PENH OOS 
cooocoute 


° 


perfected to a high degree by extensive 
research and development work. While 
originally designed for use in filter cir- 


; | i Series B are designed for use 
GUM ANGY “te ay kee Usee £Or, Tan y Other in direct current circuits where 
purposes. The label on these condensers i Type T the maximum working voltage 
; A i i ; is i lIternating cur- 
specifies its recommended maximum D. ~ 9 SS ence it ig 575. 
: “ ry ‘l= . 
C. working voltage, i. e., the highest ‘ cick a i seta o eniae: Ses 90.40 This series igs recommended 4 MED. SERIES B Model G Vario-Denser 
ic oOo. LX627 ype G. apacity . i rice. . $0, 5 s it cir- a Torseanincoas 
voltage at which the condenser may be . ; aoe ee eT Le Gatatine eauiben: Dotoaedie tne e This condenser has been designed to insure correct and 
used in continuous operation. The fol- Okan sers in resistance and imped- B00 voltsD.C. hen Fanos” Teeiuaiticn shoved te eens or cists within 
nd TYPE £ : 4 e au ange y e use of a screw. 
lowing is a list of the 3 types avail- ance coupled audio frequency 


a sy Moulded in b bakelit 
" i i pees circuits. a n brown bakelite. 
a ae Stock No. LX626 Type T. Capacity .001. Price... 40 : 5 _ Sint corre Stock No. LX152 (Model Gi) .00002 to .0001 cap. 
Maximum direct current _ | SANGAMO List. price 
MADE INUS A. 


i 00. 
Stock D. C. Rated aie working voltage, 8 8 . 
No. Type Capacity ‘Working Voltage Dubilier Block Condensers Mescinn “needa ene Stock No. LX15: 


List price 
LX901 901 1 mfd. 160 (Series 350-B. A.) rent working voltage, 575. Series Band C is 


LxX902 901 mfd. 160 Dubilier Block condensers, Types Stock Outside Dimensions Excl. of Lugs List 
LX904 oad mfd. 160 —S 350-BA-1, 350-BA-2 and 350-Ba-3, are No. Mfas. Depth Width Height Price 
Lx921 0 mfd. 400 SSS the approved condensers for the new +0 ” ” 
Lx922 902 mfda 400 i Raytheon-equipped A-B-C _ light- LX535 . % 1% 138 $1.25 
: — — socket power units. LX536 ; 5” 1%” 138” 1.50 
Lx924 902 mfd. 400 ‘ ae ” 2.00 
x i ‘ They have unusually high voltage LX537 i #8 1% 148 
LX931 903 mfd. 600 3 ; ” ” 
st (Gndencer | rating and are protected from injury LxX538 i %” 3% 5% 2.00 
LX932 903 mfd. 600 Beare f and external capacity by heavy litho- LX539 1%” 3%" 536” 2.50 
LxX934 903 mfd. 600 volts i at graphed metal cases, All instructions . oa ig re 3.50 
pOQUDAS | for using these condensers are en- 4 LX540 é % 3 ts 5% : 
| closed with the unit. LX541 : 1%” 425” 5%” 6.00 X 
F H we F i i vo dimensions, - io- 
340 Midget Condenser : Type 350-BA-1 (Buffer) The 0.5 mfd. condenser is sgn in two dimensions. ot ce Vario-Denser 
Capacity .000003 t ; ? 2 3 high grade variable condenser. A screw provides the 
Bees alcsor ed Petia Le i Has the following terminals: Seri c means of changing the capacities. Moulded in brown 
ing, balancing, antenna cou- erles bakelite. 


prefs Shan I ys cccaget ie arn : Series C are for use in all high voltage current supply Capacity 1.8 to 20 mmfd. which is .0000018 to .000020 


A ; 7 5 H fd. 
unit circuits in which the maximum direct current working see PED oes 
ae resent Connie, with voltage does not exceed 1,000 and the maximum alternating Stock No. LX150 List’ price, each 
control knob. Size 1,x1};x1 Type 350-BA-2 Type 350-BA-3 current working voltage does not exceed 750. : 
wOSEE: HAS Ue) folowing. “ter. Stock Outside Dimensions Excl. of Lugs List B-T Mikro-Mike Cond 
Has the following ter- minals: = Pathe - 1Kro-NViike Condenser 
pS Weiter wineies Common Terminal No. Mfds. Depth Width Height Price 


5 8 mfd. 400 volts ” ” ” A precision balancin neutraliz- 
° L545 1.0 ae 3% 5% $ 5.00 2 p & or 

Common 1 mfd. 160 volts a - - ing condenser, very accurate, capable 

; 342 Midget Condenser Poeteiec Limtd sLe0 salts L546 2.0 1H 3% 5% 7.00 of making the finest of adjustments. 

Capacity .000004 to .000075 mfd. Suitable for all pur- j 8 2 Terminals to a 1 mfd. 4.0 34” 3%” 536” 12.00 The glass dielectric is not affected by 

poses where a large midget condenser is called for than 4 mfd, 600 volts Condenser of 160 volts moisture and the condenser cannot be 

the type 340 cee above. For panel or sue peae Total capacity—8s mfd. Total capacity—11 mfd. ook aaa Capacity 1% to 25 

mounting, complete with control knob. Size 14,x1x1% See Sa 24 
inches. ae Stock No. LX350 Complete set, three units. Buffer Condenser 


Stock No. LX342 List price Ree , List Price Paihia geen kone Vw OA Da oe ae brie 5 (ONO (For Gaseous Conduction Tubes) Stock No. LX155 
Stock No. LX522 Two 0.1 mfds. in series. List price.$1.75 List price, each 


Series B 


> noe De PB DO 


Remler Condenser—3-In-Line 


The Remler Three-in-Line Condenser offers definite ad- 
vantages. 

Complete insulation of each rotor permits its use with 
any system of neutralization. 

Balancing Condensers are integral with the main unit 
and are quickly adjusted by means of conveniently located 
regulating screws. Ample space is allowed between sets 
of plates. Frame is die-cast aluminum with black crys- 
talline enamel finish. 

Can be mounted interchangeably with other Remler 
Condensers. Special staggered connection of plates makes 
it self-shielding, preventing interstage coupling. All in- 
sulation is of genuine Bakelite. 

Maximum capacity of each section, .00035 mfd. 

Size overall, 7” deep by 354” wide. 

Stock No. LX643 (No. 643) S. L. Frequency Condenser. 

List price 


Remler Condenser—2-In-Line 
The two-in-line condenser is the same in construction 
as the three-in-line listed above, except it is of the two- 
gang type. 2 
Size overall, 54%” deep by 35%” wide, 
Stock No. LX642 (No. 642) S. L. Frequency Condenser. 
List price . 


Remler (Twin Rotor) 
Condenser 


Both sets of plates rotate. 
They are driven by Bakelite 
gears operated by a cam 
and lever. This construc- 
tion results in complete in- 
sulation of the dial shaft 
from the plates, allowing 
the dial to be grounded and 
completely eliminating body 
capacity effects. Dial extra. 


Stock No. LX648 (No. 648) .00035 max. List price. .$5.00 
Stock No. LX649 (No. 649) .0005 max. List price.. 5.00 
Stock No. CX650 Extra Dial for above condenser. 

List price 


B-T Laboratory Type Low 


Loss Condenser 

This condenser is not only ex- 

tremely low-loss, but also high ratio, 

straight line wave length through- 

out range, ‘Life-time” adjustable 

bearings, positive pig-tail connec- 

tions, lubricated friction and _ bear- 

ings, no springs, single hole, 3-point 

or combination mounting. Beautiful in finish and work- 
manship. List price, 


Stock No. LX119 (7 Plate) .000125 M. F 
Stock No. LX120 (11 Plate) .00025 
Stock No. LX123 (17 Plate) .00035 
Stock No. LX121 (23 Plate) .0005 
Stock No. LX122 (35 Plate) .00075 M. F 


B-T Straight Line Frequency 


Condensers 

A straight line frequency con- 
denser that will space all “stations” 
evenly over the dial when it is used 
with a coil designed to go with it. 
The B-T type S. L. F.-17 covers the 
full broadcast range with B-T “Toro- 
style” inductances. The B-T type 
S. L. F.-13 does the same thing with type B tuners. 

List price, 


Stock No. LX145 (13 Plate) .00025 M. F 
Stogk No. LDX146 (17 Plate) .00035 M. F 
Stock No. LX147 (23 Plate) 0005 M. F 


Karas Orthometric Variable Air Condensers 


With Karas Orthometric Variable Air Condensers there 
is no crowding whatever of stations on lower end of the 
dial. 

The eccentric form and position of rotor and stator 


/ plates insures equal separation of wave lengths between 


200 and 600 meters. 


Stock No. LX232 5 plate, .0001 capacity. 
List price. FHach........... 
Stock No. LX233 7 plate, . 
List price. 
Stock No. LX234 11 plate, 
List price. Each........ 
Stock No. LX235 17 plate, 
List price. Bach.... 
Stock No. LX236 23 plate, 
List price. Each..... 


Amsco Allocating Condensers 


(Straight Line Frequency) 

A variable condenser with 
plates shaped to give equal 
changes in oscillation frequen- 
ey of circuits tuned by ~con- 
denser as condenser is varied 
by equal amounts. Grounded 
rotor, aluminum outer frames, 
stop studs at zero and full 
seale positions, flexible pigtail 
connection and rotor shaft of 
chromium nickel needle steel, 
make this a highly efficient 
and desirable instrument. 


Single Unit 
List price 


Stock No. LX213 13 plates capacity .0003 mfd......$2.75 
Stock No. LX217 17 plates capacity .00035 mfd 
Stock No. LX223 23 plates capacity .0005 mfd 


King Quality Cardwell Condenser 


A rotor-grounded, low-loss type condenser. The insula- 
tion consists of two small strips of hard rubber, placed 
where the electro-static field density is at a minimum. 
The outer end of the rotor shaft is carried on a ball bear- 
ing, and the rotor plates are balanced by means of a fric- 
tion sleeve, which affords a constant smooth pressure and 
eliminates counter-weights. ‘ 

List lage 


Stock No, Type No. Plates Cap. MF. 
LX190 R-190 11 
LX191 R-191 15 
LX192 R-192 17 
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ALSTON CoO. 


TRANSFORMERS AND COILS 


S. M. Audio Transformer 
(No. 220) 


Provides substantially straight-line 

amplification from 30 to 5,000 cycles 

(at 30 cycles, approximately 90% of 

the amplification obtained at 1,000 

cycles). After 5,000 cycles the ampli- 

fication falls off rapidly to compen- 

Sate against static, regenerative 

squeals and noise level beyond the 

musical range. Turn ratio 3:1 for both first and second 
stage operation with any standard tube. 


Stock No. OX320 List price................ cece eee $8.00 


S. M. Output Transformer 


(No. 221) 


For use between the last power tube and loud speaker, 
to prevent “blasting” or damage to the speaker from direct 
current. This transformer possesses the further and 
unique advantage of bringing out absent low notes from 
inferior amplifiers or improving the tone quality of the 
best transformers, by virtue of the primary winding’s im- 
pedsnge being suited to the output impedance of the power 
tubes. 


Stock No. OX321 List price................0-.0000e $7.50 


S. M. Output Transformer 
(No. 222) 


Same as No. 221, describead@ 
above, except that it is equipped 
with four phone-tip jacks and 5- 
foot heavy duty extension cord, 
instead of four binding posts 
only. A handy speaker accessory 
or “tone filter” that can be in- 
stantly attached to any radio re- 
ceiver, adding value in tone 
quality. 


Stock No. OX322 List price 


S. M. Audio Transformer 


3 (No. 240) 


A fully mounted transformer similar in characteristics 
to No. 220, except that it provides dess accentuation of 
musical frequencies below 80 cycles, It is, however, guar- 
anteed superior to other transformers in its price class. 
Turn ratio 3:1 for both first and second stages. The 
smaller size (3%” high, by 214%” by 2%”) and its lighter 
weight (2 lbs. 4 oz.) recommends the new 240 in all cases 
when the 220 cannot be used, in replacement work, ete. 


Stock No. OX340 List price 


S. M. Output Transformer 


(No. 241) 


For use in conjunction with the S-M 240 Audio trans- 
former, when space limitations preclude the use of the 
standard S-M 221 output transformer—or in replacements 
and constructional work where the question of a lower 
priced output transformer must be considered. 


Stock No. OX341 List price 


S. M. Step-down Transformer 
(Mo. 325) 


Designed for use in supplying the necessary 1% and 
2% volts filament lighting required for the operation of 
A.C, tubes, as well as furnishing center-tapped 5 and 7% 
volts for the filaments of power tubes. One 60-cycle, 105- 
120-volt primary winding. Center-tapped 7%-volt secon- 
dary, 3 amperes capacity. Center-tapped 5-volt secondary, 
3 amperes capacity, 1%-volt secondary, 12 amperes ca- 
pacity. 2%-volt secondary, 12 amperes capacity. Pro- 
MA with electrostatic shield and equipped with cord and 
plug. 


Stock No. OX325 List price 


S. M. Push-Pull 


Transformer 
(No. 230) 


Suitable for use either in 
the highest quality Push- 
Pull Power amplifier, or as 
a variable ratio straight 
audio transformer, 6:1 or 
3:1, by virtue of its center- 
tapped secondary. In 3:1 ratio, same characteristics as No. 
220 audio transformer. In 6:1 ratio, secondary inductance 
3,600 henries, under operating conditions; secondary D. C. 
resistance 22,000 ohms. 


Stock No. OX330 List price 


S. M. Push-Pull Output Transformer 
(No. 231) 


For use either in conjunction with No. 230, described 
above, in push-pull circuits, or as a straight output trans- 
former similar to the S-M No. 221, for by virtue of the 
center-tapped primary of this No, 281 transformer the 
output impedance of the 112 and 210 tubes, or of the 171 
tube can be accurately matched. Primary turn ratios 
1:1.89 or 1:38.78, variable. In the ratio of 1:1.89, same 
characteristics as the S-M No. 221 output. In 1:38.78 ratio, 
characteristics as follows: primary inductance 106 henries; 
primary impedance at 30 cycles 20,000 ohms, at 1,000 
cycles 640,000 ohms, under operating conditions, Primary 
D. C. resistance 660 ohms. 


Stock No. OX331 List price 


S. M. Plug-In Coils 


The outstanding features of these , 
coils are the confined magnetic field, 
uniformity and efficient low-loss de- 
sign, covering ranges from 18 to 
3,000 meters. The molded Bakelite 
form upon which they are wound has 
6 threaded ridges, upon which the 
enameled wire is space-wound so as 
to provide practically an air-sup- 
ported inductance. Designed for easy 
adjustment, Wound for .00035 mfd. 
variable condensers. 


Stock No. OX350 (Type 110-A Coil) 
section secondary, 32 turns rotor. 
meters, List price, each 


Stock No. OX351 (Type 110-B Coil) 11% turns each 
section secondary, 10 turns rotor. Range 70-200 
meters. List price, each 2.50 


Stock No. OX352 (Type 110-C Coil) 5% turns each 
section secondary, 6 turns rotor. Range 30-75 
meters. List price, each 2.50 


Stock No. OX353 (Type 110-D Coil) 7 Piles, 20 turns 
each, top section secondary; 6 Piles, 20 turns each, 
lower section secondary, 60 turns rotor. Range 
500-1500 meters. List price, each 5.00 


Stock No. OX360 (Type 111-A Coil) 89% turns sec- 
ondary; 44% turns slotted primary; 32 turns. rotor. 
Range 190-550 meters. List price, each............ 2.50 


Stock No. OX361 (Type 111-B Coil) 23% turns sec- 
ondary; 24% turns slotted primary; 10 turns rotor. 
Range 70-200 meters. List price, each 


Stock No. OX362 (Type 111-C Coil) 11% turns sec- 
ondary; 24% turns slotted primary; 6 turns rotor. 
Range 30-75 meters. List price, each 


Stock No. OX363 (Type 111-D.,Coil) 13 piles, 20 
turns each secondary; 99%, turns slotted primary; 
60 turns rotor. Range 500-1500 meters. List price, 
each 


Stock No. OX356 (Type 113 Coil Form Only) Un- 
wound Bakelite stator form with rotor, List price, 
ORCI i's 06 0 sn '6,0 09 eee else Ke Ka pies LOR BOD O40 h 0ceb 8 hE Ce 
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TRANSFORMERS 
TRANSFORMERS AND CHOKE COILS 


Thordarson Power Compact 


A complete foundation 
unit for power amplifica- 
tion and B supply. 


Model R171 


Contains a power supply 
transformer for full capac- 
ity operation of raytheon 
BH rectifier, 2 filter chokes 
of 80 milliamperes capac- 
ity, a five volt center 
tapped filament supply for 
one UX171 power tube, 
and 2 buffer condensers— 
all in one compound filled 
case. Equipped with 6 foot 
cord and separable plug 

for attachment to the 110 volt, 60 cycle light circuit. 
Dimensions 34%”x51%4"x6” high overall. 


Stock No. OX271 List price 


NOTE—The power compact also provides for filament 
heating and grid return of the power tubes, and makes 
it possible to use power amplification even on sets de- 
signed for dry battery operation. 


PARTS REQUIRED 
B Supply 


Power compact R171—1 Raytheon tube type BH. 

Standard tube socket—1 standard condenser block. 

Variable resistance 10,000—100,000 ohms. 

Variable resistance 1,000—50,000 ohms. 

Fixed resistance 10,000 ohms Bradleyohm-E (Bradley 
unit). 


(Power Amplifier) 


1—Power tube UX171—1 Standard tube socket. 

1 Thordarson transformer R200 or R152. 

1 Thordarson choke coil R196. 

1 Fixed condenser 2 to 4 Mfds. capacity, working volt- 
age 160 or more. 

1 Fixed resistance 2,000 ohms (Bradley). 


Raytheon Tube, (Type BH) 
Sold with the Thordarson Power Compact R171. 
Stock No. EX256 List price 


Model R210 


Contains a power supply transformer for full capacity 
operation of the UX216-B rectifier furnishing 400 volts 
to the plate of the power tube UX210, 2 filter chokes, a 
7% volt center tapped filament supply for one UX210 
power tube—all in one compound filled case. Equipped 
with a 6 foot cord and separable plug for attachment to 
the 110 volt, 60 cycle light circuit. 

Dimensions 314%”x5%”x6” high overall. 


Stock No. OX272 List price 


Choke Coil 
(Model R196) 


Designed either for filter 
purposes or as an_ output 
choke to protect the _ loud- 
speaker against the high volt- 
age of power amplification. 
30 henries inductance, 280 
ohms, DC resistance, 80 mil- 
liamperes capacity. 


Stock No. EX96 
List price 


Speaker Coupling Transformer (Model R76) 


Designed especially as an-output transformer from the 
receiver to protect the loudspeaker unit from the high 
voltage of power amplification. Adapted especially for 
use with power tubes UX171 and UX210, 


Stock No. OX76 List price.......sceeseeeeeceeee es PEOO 


Thordarson Auto- 
former All Fre- 
quency Amplifier 


The Autoformer is an 
all-frequency amplifier. 
It is not a transformer; 
autoformer amplifica- 
tion is an adaptation of 
capacities, impedances 
and resistances, 

Amplifies, with even 
magnitude, all notes 
within range of the hu- 
man ear. 


Stock No. OX90 Price, 
dio 
Frequency Amplify- 
ing Transformer 


The special feature of 
this transformer is the 
Square Coil, made to fit 
tight over square core, re- 
ducing the space factor to 
a minimum. The core is 
made of seven mil an- 
nealed silicon steel, reduc- 
ing core losses and elim- 
inating the possibility of 
over-saturation. Tested at 
600 volts, direct current, 
between windings and case. 


Stock No. OX80 (Ratio 6 to 1). Price, each 
Stock No. OX81 (Ratio 31% to 1). Price, each 
Stock No. OX82 (Ratio 2 to 1). Price, each 


Thordarson Trans- 
former 


Designed for the mu- 
sical epicure, this trans- 
former records with 
unusual fidelity even the 
slightest shading of 
tone, volume, timbre and 
range. Brings out every 
instrument with its true 
characteristics. 


An ideal two-stage 
amplifier. 


Stock No. OX200—Type R200 List price 
Thordarson 


Transformer 
(TYPE T-2445) 

This transformer is de- 
signed especially for use 
with RC.A. alternating 
current tubes UX226 and 
UY227 and power tubes 
UX171 or UX112. A strict 
adherence to the recommen- 
dations of the tube manu- 
facturers combined with the 
skill of Thordarson design. 


Specifications : 

Secondary No. 1, 1.5 volts will supply 6 UX266 amplifier 
tubes. 

vaenuadany No. 2, 2.5 volts will supply 2 UY227 detector 
tubes. Center tapped.) % 
a eccudhee No. 3, 5 volts will supply 2-5 volt power 
tubes. (Center toppen) Pied tg ae 

R ptacle provide or B-s y ae 

peinigey 115 volts, 60 cycle equipped with 6 foot cord 

d separable plug. 
"Cheer crackle finished, compound filled. 

Dimensions 2%” x 5%” x 4%” high. 


Stock No, OX445 (Type T2445) List price 


All-American Audio 
Frequency Trans- 
former 


This transformer offers 
all the mechanical and elec- 
trical advantages of years 
of manufacturing expe- 
rience combined with beau- 
ty and attractiveness. 

The heavy steel shell 
scientifically shields the 
transformer so ag to re- 
duce inter-stage coupling 
effects, 

The coils are vacuum im- 
pregnated, assembled in the 
shell which is then filled 
with a special moisture ex- 

; : cluding compound, hermet- 
ically sealing the entire unit against all climatic condi- 
tions, preventing electrolysis and assuring long life. 


Stock No. OX112 (Type R-14) Ratio 3 to 1, 
List price 


Stock No, OX121 (Type R-15) Ratio to 
List price 


All-American 10 to 1 Transformer 


This transformer is used in short wave receiving sets 
when only 1 stage of amplification is necessary. 
Stock No. OX113 List price 


Rauland-Trio 
Transformer 


The Rauland-Trio is sim- 
ilar in appearance to the 
Rauland-Lyric, except that 
it is slightly smaller in 
size. It is an impedance 
coupling device containing 
in one housing the three 
necessary units—induct- 
ance, resistance and capac- 
ity, in correctly balanced 
relation. 

Type R300 is especially 
adapted for 1st or interme- 
diate audio stages while 
type R310 is for last stage 
use only. These _ instru- 
ments may be used in 2 or 
3 stage audio amplifiers. 


Stock No. OX300 Type R300 ist and 2nd stage. 
List price 


Stock No. OX310 Type R310 last stage. 
List price .. 


Rauland-Lyric Audio 
Transformer 


These transformers are 
designed for those desiring 
the utmost in natural re- 
production of sound. Uni- 
formly good reproduction 
is obtained over the entire 
musical range on account 
of the flatness of the “Ly- 
ric’ amplification curve. 
From about 2,000 cycles 
upward to approximately 
8,000 cycles there is a 
gradual increase in voltage 
amplification, thus assuring 
faithful reproduction of 
high trebles and overtones. 


Where a 2 stage Audio 
amplifier is desired, 2 Rau- 
land-Lyrics are recom- 
mended, but if 3 stages is 

the requirement, then one Rauland-Lyric and 2 Rauland- 
Trios will give greatest satisfaction. 


Stock No. OX500 Type R500. List price 


Karas Harmonik 
Audio Frequency 
Amplifying 


Transformer ilo 


FREQUENCY. 
TRANSFORMER 
These Transformers am- j mueuse baile 
plify the lower tones and : 

high tones. They also 

equally and fully amplify 

all of the many vital har- 

monics and rich overtones 

that enter into the forma- 

tion of musical sounds. 


ASW Alt 
—_ SECONDAR' 


B-T Audio Transformer 


A thoroughly dependable audio 
frequency transformer. Guaranteed 
by the manufacturer to give the best 
of results. 


Stock No. OX165 Ratio 2.2 to 1. List price, each. ..$5.00 
Stock No. OX166 Ratio 4.7 to 1. List price, each... 5.75 


A \— neni 


) 


No. OX210 


National Audio Choke Coil 
(Audio Frequency Choke Coil) 


For Impedance Coupled Audio Frequency Amplification. 
It permits practically perfect reproduction of tones as low 
as 25 cycles per second. In each set of three Choke Coils 
one is marked 1st stage. This contains a Radio Frequency 
Choke Coil and is used in the First or Input Stage of 
Amplifier. 


Stock No. OX210 List price 


National Impedaformer, ‘“‘Type B” 


This type embodies the Audio Frequency Choke Coil, 
-1 MFD Condenser, and Grid Leak in a single unit, thus 
facilitating the assembly of the amplification unit and 
saving space. Otherwise same ag Type “A” listed above 
with choke coil in one marked stage. 


Stock No. OX215 List price 


Bradley Amplifier 


The Bradley Amplifier is a complete three-stage resist- 
ance coupled amplifier outfit, with resistors, condenser, 
etc., mounted in place, completely wired. The base is of 
bakelite and finished in black. Designed for the new UX 
tubes, oer. cell or storage battery type, as well as the 
UV20I-A. 


Stock No. EX230 List price, complete 


PHILCO “A B” SOCKET POWERS 


Phileo Socket Powers convert ordinary electric house current into smooth, hum-free radio power and deliver it to any 
radio at the correct filament and plate voltage. Types are provided for 25, 30 and 40-cycle alternating house current, as 
well as 50 and 60-cycle. 


PHILCO “A” AND “B” SOCKET POWERS 


Console and Cabinet types listed below — i ? 
are especially designed for all radio con- eerie : Phileo “A” and “B” Socket Powers may be used 
soles and cabinets. They are relay equip- : “ . : separately or together. WH “py ‘ i 
ped, and are thus turned ON and OFF by a : x < is used + conr Sid ee 4 hag she ae ores 
merely turning the radio set switch. yy ' ( Spee 1 connection with A-603 or A-253, the “A 
switch automatically turns the “B” “ON” and 


Batteries are of the famous time-tested : 4 eae J . : “OFF.” When used in connection witl 
pal : ohne s 5 3 ‘ - - i ; i : s h A-36, the 
Philco glass case spray-proof construction. Wits J a radio set switch automatically controls both “A” 


All units equipped with Philco Current 7 : : 4 itd pe : re, " \ " and “B.”’ Therefore, where space limitations pre- 
Economizer, four taps on six-volt units, 4 a ' " | i peck ; 4 vent the use of combinati “AB” . 
three on four-volt units. By using the te i é $ ; ¢ separate “A” and “B” Bass Site Socket Powers, 
lowest tap which will keep the Charge In- } 1 a ; De Z P _ Socket Powers may be used 
dicator balls up, the user saves current, with the same convenience. 

has to add water very infrequently, and 
obtains maximum charger and battery life. 


‘ 
Built to conform to Underwriters’ speci- Co ‘B” Socket Powers 


Closed Model fications. Open Model reniae 

z 6-Volt soa Socket Powers : i power for 6 to 10-tube sets, including 171 power 

2 es a e. Provide 180 volts at 60 milliamperes with trans- 
6-180-VOLT “AB” SOCKET POWERS - 4-VOLT “AB” SOCKET POWERS Stock 15 Volts -A.C. List ormer taps, enabling voltage to be adjusted to fit exactly 


For Sets Using Six or More Tubes, Including 112 or 171 For Any Number of 199 Tubes, Including 120 Power Tube No. Type Control “A” Rectifier Cycles Price and permanently any line voltage and any number and type 


of 6-volt tubes. B-86 and i 
{More ‘Tube Bx603 A-603 Switch Philcotron 50, 60 $32.50 duction at tremendous volume as Suisse beretonous Sale 


Provide 180 Volts at 60 Milliamperes and Contain Specially Stock «qat 115 Volts A.C. List = < Fi i : 4 : a nly 
8 Targe “A” Battery No. Type Control Rectifier Cycles Price BxX258 Av 253 Switch Philcotron 25, 30, 40, 50, 60 we he ir td Dew al eniplihess. The last word in “B 
nae m : A Overall Dimensions: Width 9%”, Depth 12%”, Height 7% + cotrons eliminate the uncertainties and trou- 
Al 115 Volts A.C. BX463 AB463 Switch Philcotron 50, 60 $58.50 bles of tube rectifiers. Guaranteed for 1650 hours, which 
Type Control Rectifier ri BxX423 AB423 Switch Philcotron 25,30, 40,50,60 65.00 Bx36 A-36 Relay Dry 50, 60 45.00 is 18 months’ service, using the radio set three hours every 
*AB686 Relay Philcotron 5 Overall Dimensions: Width 135%”, Depth 125%”, Height 8%”. Overall Dimensions: Width 94%”, Depth 12%”, Height 7%” day. Solution contains no corrosive acid whatever. Re- 
*AB382 Relay Dry 25; 30, 40, 50, 60 BX4 DAB4 Switch 115 Volts D.C. 50.00 ee ee ee Led, Velen De aero ee ee ee 
y. elay ry 5, 80, 40, 50, wite olts D.C. ) : ; i F ” 5 
=a “495 ” ; ” Overall D ry h 9%”, Depth 12%”, Height 77 115 Volts A. C. List 
Overall Dimensions: Width 135”, Depth 14”, Height 8%”. Overall Dimensions: Width 9%” Depth 12%”, Height 7%”. Sas pace Co i % eR a BS s Cycles Price 
é 1 50, 60 $45.00 
6-150-VOLT “AB” SOCKET POWERS 25, 30, 40, 50, 60 bso 
luding 112 or 171 Overall Di i : ‘ ” 3 BS 
For Sets Using Six ee SS ae Inc. Z REMOTE CONTROL CONSOLE D CABI T Tri kl Ch Gl iets pensions Width 7%", Depth 12”, Height 7% 
r 6-150-VOLT “A B” pot te Ro WERS rickle arge ass B” power for sets using 6 tubes or less, including 171 
Provide 135-150 Volts for “B” Circuit and Full-size Trickle teas Bi a power tube or more than 6 tubes using 112 power tube. 
Charge “A” Battery eee “Qn 115 Volts A.C. List Case “‘A”’ Batteries . Special terminal for power tube, giving perfect quality 


Stock AY" 115 Volts A.C. List No. Type Control Rectifier Cycles Price with more than enough volume for the average home. 


: } f penne 41424 ee | Philcotrons eliminat I rtainties 
No. Type Control _ Rectifier Cycles Price BX6561 *AB6561 Relay Philcotron 50, 60 $58.50 Visible built-in charge in < ; tube rectifiers, Gunrantesd Ton TGhO heures whlch ae 3 


Bx663 AB663 Switch] Philcotron 50, 60 $59.50 j ica ‘pray- ; j : ¥ J : 
U BX6521 *AB6521 Relay Philcotron 25, is 40,50,60 68.50 dicator, Spray-proof. Keep . ‘ months’ service, using the radio set three hours every day. 


Bxe656 *AB656 Relay § BX3561 *AB3561 Relay Dry 50 68.50 d } A : 
. 50 60 69.50 y , : . ry and clean permanently. i Solution entirely harmless. Require no addition of wat 
ee enti aeies PR 5, 30, 40, 50, 60 69.50 Overall Dimensions: Width 135”, Depth 12%”, Height 8”. Wiki eed. kepectelentan -P or. other attention. aoe 


Bx652 *AB652 Relay Phileotron 2 


Overall Dimensions, AB663, Width 13%”, Depth 125%”, trickle charge use. 
Height 8%”; AB656, AB652, AB356: Width 13%”, Depth ms solution space insures op- 


12%", Height 8%”. : e as ; eration over long periods 
neal 7 : without addition of water. 


Very thick plates and sepa- ul Bxs DB .. ‘ 115 volts D.C. 28.50 
rators insure longest life. Overall Dimensions: Width 8%”, Depth 8%”, Height 7%” 


Large 4 } 115 Volts A. C, 
4 2 Cycles 


Replacement Cells 
Stock Overall Dimensions List 
No. Voltage Lgth. Wdth. Hght. Price 


Bx44 Ta” 218” 6%" $7.50 


For sets using six tubes or less. “B” i 
BX86 86 6 10m” 4%" 6%” ~—«12.50 B” Philcotron 


S Reta Uslne Bix: AUpassoe mere: Stock No. BX357 (Part No. K457) Set of 4. 
BxX96 6 6 10x” 4565" 7%" 13.90 List price 
“AB” SOCKET POWERS FOR RADIOLA-28 REMOTE OBLONG REMOTE CONTROL 6-150-VOLT “AB” : 
CONTROL—4-VOLT SOCKET POWERS 


Li Neg A.C. List 
Btock eda mia yi UP ten c Price For Sets Using Six aes or Less, Including 112 or 171 <r Philco Storage “A” 
BX4635 AB4635 Relay Philcotron 50, 60 00: ower Tube 
BxX4235 AB4235 Relay Philcotron 25, 30, 40, 50,60 70.00 Provide 135-150 Volts for “B” Circuit and Full Size Trickle Battery, Rubber Case, 
Overall Dimensions: Width 25”, Depth 6%”, Height 8”. Charge “A” Battery z p Bail Handle 
— ‘ # tit One eee Se = | : Filler Cap Charge Tester i. 
PHILCO TRICKLE CHARGER No. Type Control Rectifier Cycles Price r si Hvarom ear ane e ‘ipa f , “aA” Philcotron 
For 4 and 6-Volt “A” Batteries BxX6562 AB6562 Relay Philcotron 50, 60 -50 : ° m with each battery. Battery j i 
BX6522 AB6522 Relay Philcotron 25, 30, 40, 50,60 69.50 Lae case is mahoganized, which Stock No. BK358 (Part No. K458)_ List 
The most convenient Trickle Overall Dimensions: Width 21”, Depth 9”, Height 84”. harmonizes with the furni- ; price, each 
Charger. A snap switch is pro- } ture in the room. . 
vided so that the plug doesn’t | j Famous Diamond Grid 


have to be pulled from the light -180-' “AB” Plates and Quarter-sawed 
pores when_ the radio a et OBLONG aioe Caen vos Separators. Meets the de- 
ocket for plugging in B Socke mand for a thoroughly de- 


Power is provided and the snap For Sets Using Six or More Tubes, Including 112 or 171 ’ pendable storage battery of 
i igs A ghana rihene Power Tube > holec eae price for standard 
even the radio set itself. ree F 6-volt tube sets. Conserva- 
charging rates make it adjustable Provide 180 Volts at 60 Milliamperes and Have Specially i . tively guaranteed one year. 
to any set. Handsome crystal Large “A” Battery | ee Equipped free with a Filler 
etal case, a4 f Cap Char Tester, aki 
er Stock at 115 Volts A.C. List it easy to tell the state ‘of “A A” Philcotron 
Stock BIN 115 Volts A.C. List No. Type. -Gontrol — Rectifier ey ctes Price charge at any time without danger of spilling acid. 3 
No. Type Control Rectifier Cycles Price BX3862 AB3862 Relay Dry 50, 60 5 $79.50 Shipped dry with acid in separate container. No de- Stock No. BX363 (Part No. 463) List 
Bx60 TC60 Switch Philcotron 50, 60 $12.50 BX3822 AB3822 Relay Dry 25, 30, 40, 50,60 98.50 terioration until actualy put in use. price, each 
Overall Dimensions: Width 9”, Depth 5”, Height 8%”. Overall Dimensions: Width 21”, Depth 9”, Height 8%”. 


: Stock No. BK76 (Style 76RX) 100-amp. capacity, 
*Equipped with Phileo Current Economizers with bail handle and filler cap charge tester. List 
price, each 


‘B’ BATTERY ELIMINATORS 


Warren ‘“B”’ Eliminator 


The Warren “B” Eliminator offers the user a “B” Bat- 
tery Current at maximum efficiency at all times. It is 
housed in a rolled steel case, top and bottom paneled, and 
bolted to the frame, making a solid unit. Can be placed 
in any position without impairing the efficiency. The 
choke coils are of low D.C. resistance, so designed that 
the cord does not become saturated until the load amount 
is in excess of the rated full load. The transformer is of 
a very liberal design, and the two halves of the secondary 
winding are balanced to within a fraction of each other. 

Three Clarostats are employed, providing the necessary 
variable taps for Detector, Intermediate, and Amplifier, 
in addition to the high volt tap. Thus, compensating for 
the difference in current when bringing the “B’ taps to 
the desired voltages for highest efficiency. Supplies “B” 
voltage for any set from 5 to 10 tubes, including power 
tubes, and has sufficient reserve power to meet any emer- 
gency. 

0 to 75 volts with current of 0 to 5 mils for detector. 
25 to 200 volts with current of 0 to 30 mils for interme- 
diate. 25 to 200 volts with current of 0 to 30 mils for 
amplifier. 140 to 260 volts on the power tap as the total 
current load on the unit varies from 75 to 25 mils. Ship- 
ping weight, 15 lbs. 

Stock No. BK405 Complete with Raytheon BH Tube. 

List price odes - -$35.00 


-T B-Power Unit 
(Type BH) 

The Bremer-Tully ‘B’” Power Unit has been designed 
to eliminate all guess work in voltages. There are no 
adjustments after installation. No knobs to turn. Nothing 
to lose or get out of order. While designed originally in 
order to have a unit that could be recommended for the 
Counterphase, this unit is suitable for any set of standard 
design with standard voltages. Full instructions are fur- 
nished, and a chart in the cover shows position of switch 
and tap for the combination of tubes in the set. Employs 
type BH Raytheon Rectifier Tube, giving sufficient current 
for the larger set. Size 4% x 9% x 6%. Weight 17 lbs. 
For 60 cycle 110-115 volts A.C. 

Stock No. BK440 Complete with cord, plug and BH 

Raytheon Tube. List price.........cseeeeveee ss -Q42,00 


Kingston 
“B” Battery Eliminators 


Kingston B_ Battery Eliminator 
replaces B Batteries and furnishes 
ample plate current from the light 
socket for any radio receiving set in 
the exact voltage required. It has 
three different voltages obtainable at 
the same time and each of these is 
adjustable over a wide range so any 
desired voltage from 5 to 150 can be 
secured. 


It is absolutely quiet. There is no 
hum, distortion or vibration. It will 
not heat under full load. Cost of 
operation is practically nothing, 
about one-tenth of a cent per hour. 


When the Kingston Eliminator is first installed, it is 
easily adjusted for the correct voltage to give the best 
reception with the particular radio set it is used with and, 
after ed has been determined, no further adjustment is 
required. 


Sufficient and smooth plate current is supplied for any 
receiving set. 150 volts available for audio frequency 
amplifier tubes. 


Stock No. BX420 (Type 2) For 110-120 volt A.C, 60 
cycle current—for receiving sets having not more than 
eight tubes and not having type UX171 power tube or 
equivalent. Including Type BH Raytheon Tube. 

List price 


Stock No. BK421 (Type 2A) For 110-120 volt A.C, 60 
cycle current—for all sets using type UX171 tube or 
equivalent and for all sets having nine or more tubes. 


Including Type BH Raytheon Tube. List price... .$42.50 


Stock No. BK422 (Type 2C) For 110-120 volt A.C., 25 or 
30 cycle current. Including Type BH Raytheon Tube: 


List price 
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All-American Constant-B Battery Eliminator 


A high degree of perfection in ‘“B” Battery Eliminators. 
Due to the good quality of the transformer, chokes and 
other instruments used in its manufacture, it is absolutely 
noiseless in operation and delivers steady output voltages. 
There are 5 output taps: negative, +45, +67, +90 and 
“p” jndicating power tube. Two controls are incorporated 
to allow the operator to vary voltages on the detector 
and radio frequency (67 v.) stage. By adjusting the 
“detector” knob the 45 volt tap output can be varied from 
10 to 60 volts. Likewise the “amplifier” knob permits the 
variation of the output of the 67 volt tap from 10 to 120 
volts. The “High-Low” switch, when adjusted according 
to instructions, keeps the output voltages at rated values 
despite variances in milliampere drain. 


Finished in maroon crystalline. 7” wide, 54” high, and 
9” long. 


Type A-1, 110 v. 50-60 cy. Constant-B Eliminator. Ship- 
ping weight, 22 lbs. 


Stock No. BK435 List price (Incl. Raytheon tube). .$35.00 
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CHARGERS AND ELIMINATORS 


Balkite Charger 
MODEL “J” 


A full rate and trickle charger 
for four or six volt “A” storage 
batteries. Has two charging rates. 
A low rate which when used on 
continuous or trickle charge is 
sufficient to keep the battery at 
full power. A high rate for heavy 
duty use. Combines trickle and 
high rate charging. Sufficient to 
serve the largest battery or set. 

Model “J” Noiseless in operation. Operates 
from 110-120 AC. Models for both 50 and 60 cycles. Size 
536x8%x7% in. high. Shipping weight approx. 18% lbs. 


Stock No. BK470 (Model J) List price, each $17.50 


Balkite Charger 
MODEL “x” 


A low priced trickle charger of lim- 

ited capacity. A very popular charger. 

Charging rate .5 ampere. For use with 

sets of 6 tubes or less. Bo iP aa 

to the battery, it may be le on per- 

Beot er ae manent Siearee, keeping the battery 

fully charged at all times, and converting it into “A” 

power unit. Operates from 110-120 AC, with models for 

50 or 60 cycles. Size 2%x5%x5% inches high. Charging 
rate .5 ampere. Shipping weight approx. 5% lbs. 


Stock No. BX471 (Model K) List price, each 


Balkite Charger 
MODEL “N” 


A large trickle charger of increased 
eapacity to serve large sets and 
power tubes. Has two rates .5 and 
.8 amperes. The first rate is suffi- 
cient as a trickle charger for sets 
up to 5 tubes. The second for sets 
of up to 8 tubes, including power 
tubes, Water capacity 16 ounces. 
Requires addition of water about 

Model “N” once a month. Operates from 110- 
120 AC current; 50 or 60 cycle models. Special model for 
24-40 cycles. Size 4%x7%%x6% in. high. Shipping weight 
approx. 8% Ibs. 


Stock No. BX472 (Model N) List price, each 


Balkite “‘B” Eliminator 


MODEL “Ww” 


Replaces “B” batteries entirely and 
supplies plate current from the light 
socket. Entirely noiseless, The model 
“Ww” is a popular number. Recom- 
mended for sets having 5 tubes or less, 
and requiring 67 to 90 volts. Has sep- 
arate tap for detector tubes. Size 3 eX 
75¢x8% in. high. Operates from 110-120 
AC current. Models for 50 or 60 cycle. 


‘Model “W” Shipping weight approx. 12% lbs. 


Stock No. BK474 (Model W) List price, each $22.50 


Balkite “B” Eliminator 


MODEL 135 


An improved model for practically any 
set, including sets using 112 type tubes. 
Improvements include a condenser 
capacity far greater than that ordi- 
narily found in commercial “B’” power 
units, with a _ resulting remarkably 
smooth uniform output throughout the 
period of operation. Output 40 milliam- 
peres at 135 volts. Size 44%x8%4x8¥,; in. 

Model 135 high. Shipping weight approx. 18 lbs. 


Stock No. BX473 (Model 135) List price, each 


Balkite “B’ Eliminator 


MODEL 180 


A universal model for all sets 
using any type of tube including 112 
and 171. Otherwise similar to model 
“135.” Meets the needs of very large 
sets where volume and tone quality 
are required. Has sufficient volume 
for hall use. Has intermediate taps 
for smaller sets, Low resistance 
circuit gives excellent regulation 
over entire operating range. Output 
55 milliamperes at 180 volts. Size 
44%4x12%x8% in. high. Shipping 5 
weight approx. 25 Ibs. Model 180 
Stock No. BX475 (Model 180) List price, each $39.50 


Balkite ‘“‘A’’ Eliminator 


MIODEL “6” 


Supplies “A” current from the 
light socket, replacing “A” batteries 
entirely. A complete batteryless, 
electric radio power unit. Noiseless 
in operation. Replaces either stor- 
age or dry “A” batteries. Employes 
no battery in any form. Consists of 
a rectifier and_ electrolytic filter 
condenser combined in one. cell. 
Operates only when the set is in use, 
and is turned off and on at the light 
switch, No tubes to burn out or Model “6” 
replace. Current output is uniform and constant, and it 
delivers to the set at all times the same current delivered 
by fully charged batteries. Once connected to the set, it 
requires no other attention than the addition of water at 
infrequent intervals—once every three or four months. 
Operates only during reception, thus making a most eco- 
nomical source of “A” battery current. The model ‘6’ 
will serve practically all standard sets wherever a 6-volt 
battery is now used. Rated output, 6 volts, 2 amperes. 
Size 6x10%x8% in. high overall. Operates from 110-120 
Fai ential for 50 and 60 cycles. Shipping weight approx, 
’ Ss. 


Stock No. BK495 (Model 6) List price, each 


Balkite 
‘6 Ay and ba 3 ta 
Eliminator 


MODELS 
6-135 AND 6-180 


Model “AB” 6-135 

Replaces both “A” and “B” batteries and supplies “A” 
and “B” current from the light socket. A complete battery- 
less, electric radio power unit supplying both plate and fila- 
ment currents. Operates only when the set is in operation 
and is turned on and off at the electric light switch. Con- 
sists of Balkite “A” and Balkite “B” in one housing. 

Current output constant and uniform. Once connected 
to the set, it requires no other attention than the infre- 
quent addition of water—once every three or four months. 

Shipped so that water only need be added to the unit when 

it is received. Operating only while the set is in use, 

these eliminators are most economical of all sources of 
radio current. Furnished in two models. Model 6-35 for 
practically any standard set now using 6-volt “A” bat- 

teries of any type, and using either standard 201A or 112 

tubes. Output 6-volt, 2 amperes ‘‘A’” current. 40 milliam- 

peres at 135 volts “B’ current. Model ‘6-180 will serve 
practically any standard set now using 6-volt “A” bat- 
teries and using any type of tube including both 112 and 

171. Output 6 volts, 2 amperes “A” current. 55 milliam- 

peres at 180 volts. Hither model operates from 110-120 

AC. Models for both 50 or 60 cycles. 

Stock No. BX496 (6-135) Size 10%x18%x7% in. high 
overall. Shipping weight approx. 50 lbs. 
List price, each 

Stock No. BX497 (6-180) Size 104%x18% 
overall. Shipping weight approx, 56 lbs, 
List price, each $67.50 


in. high 


Replacement Solution 
Electrolyte refill for Balkite Model J Charger. 
Stock No. BX482 List price . $1.00 
Electrolyte refill for Balkite Trickle Charger Model K. 
Stock No. BK481 List price... cei eseen eee e eer ee ee GOTH 


R-94 R-41 
Sterling 4 Volt “A” Power Supply R-94 


This “A” Power Unit takes the place of a 4 volt “A” 
battery or equivalent dry cells. It operates from 115 volt, 
60 cycle A. C. and delivers ample filament current for sets 
having as many as 10 type 199 tubes. 


This “A” Power 
Unit may be used 
with “B” batteries or 
“B” eliminator and if 
with the latter, the 
two units are con- 
nected by means of 
eliminator plug and 
socket in front of “A” 
Unit. It is equipped 
with an internal auto- 
matic switch for both 
“A” and “B” current 
through the radio set. 
There is no waiting 
for charge or dis- 

Illustration showing R94 and charge, no trickle 

R41 mounted in Radiola 28. charging, no external 
switches, no compli- 
eated hook-ups. | 

When used with a Sterling “B’” Eliminator, will fit into 
the cabinets of Radiolas 25 and 28 or console of model 20. 
It is long lived, requires no attention, costs less than 4c 
per hour to operate. Size—7” high, 4” wide, 10%” long. 
Weight—14 lbs. net. 


Stock No. BX94 (R94.) Complete (less tube). 
List price 


Stock No. BK840 1% ampere Tungar Bulb for above. 
List price 


Sterling ‘“B” Power Supply R-41 


The RT41 uses UX213 or CX313 tube. Its capacity at 25 
mills is 130 volts. It is ideally suited in power and adjust- 
ment to all models of Radiolas. Amplifier and detector 
voltages are adjusted independently and all voltages are 
variable through primary control. It is compact, fits con- 
veniently into the Radiola cabinet. For sets up to 5 large 
tubes or sets using 199 and 120 power tubes, the RT41 will 
give plenty of power, performance, and stability, Operates 
from 115 volt A. C. 60 cycle. Size 74%x4%x5%”. Lots of 6, 
shipping wt. 70 lbs. 


Stock No. BK41 (RT41) Complete (less tube). 
List price 


Stock No. UX213 UX213 tube for above. List price 


Connectors for Radiolas 


These are used in place of Radiola 25 or 28 power cables 
when both the Sterling R94 and RT “B” Eliminators are 
installed. 


Complete installation can be made in 10 minutes and 
anyone who has changed batteries can make his own in- 
stallation. 

Stock No. KX25 (R25 connector) for Radiola 25. 

List price 
Stock No. XX28.. (R28 connector) for Radiola 28. 

List price 


Sterling “B’’ Power Supply R-81 


For 3 to 8 Large Tube Sets and for Radiolas, 150 Volts at 
35 Mills 


This “B” model will give fully satisfactory operation on 
the majority of sets in which the “C”’ voltage is supplied 
from a battery. Its capacity at 35 mills is 150 volts. It 
will also operate 6 to 8 large tubes including’ a power tube 
on well built sets when properly grid biased. It uses the 
B. H. Raytheon Tube, and is equipped with an “on” and 
“off” control switch. Both amplifier and detector voltages 
are variable and an additional primary control regulates 
all voltages proportionately. Operates from 115 volt 60 
eycle A. C, Size—7%4x44%yex5%”. 


Stock No. BX81 (R81.) Complete with B. H. Raytheon 
tube. List price $28.50 


Sterling ‘“‘B-C’’ Power Supply R-98 
Universal Model—uses B. H. Raytheon Tube 


This “B-C” Unit will operate any radio set using up to 
100 milliamperes—without hum. Maximum voltage is 180 
volts. “C” voltage 40 volts. Variable voltage regulation 
is provided for both Detector and R. F. A primary voltage 
control inside the case regulates A. F. and Pwr. voltages 
and at the same time varies all other voltages proportion- 
ately so that the tubes will not be overloaded when the 
unit is applied to sets where moderate “B” and “C” volt- 
ages are needed. It is equipped with ‘‘on” and “off” 
switch, and uses type B. H. Raytheon tube. Size 44%x11%x 
6”. Operates from 115 volts, 60 cycle A. C. 


Stock No. BK98 (R98.) Complete with B. H. Raytheon 
tube. List price 


Sterling Battery. Charger 


(Double Automatic) 


This charger is doubly auto- 
matic. It starts charging when 
the battery is low and_ stops 
charging when the battery is full. 


Keeps the battery continuously 
up without wasting power from 
the light line. It has the relay 
switch, which automatically con- 
trols both “A” and “B” power 
from the filament switch. 


It is absolutely noiseless in 
operation, requires no servicing, 
and its meter shows at a glance 
whether the charger is working or the battery is full. 


It operates at the lowest possible cost of light socket 
current. Replacement fuse insures protection against 
accidental misconnections, 


Size—6%x2%x6” high. 


Stock No. BK109 (Ri09.) Complete (less Raytheon Rec- 
tifier). List price $ 


Stock No. EX250 Raytheon “A” Rectifier for above, List 
price 
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POWER UNITS AND BATTERY CABLES 


Sterling 
6-Volt “Dri-A”’ 
Socket Power 


This “Dri A” Unit (R-92) 
is a compact and well con- 
structed socket power, hav- 
ing capacity, reliability, 
convenience, and at a rea- 
sonable price. It is equipped 
with Raytheon ‘‘A” Rectifier 
and designed for sets of 
three to twelve tubes. 

For sets having as many 
as six large tubes, one Ray- 
theon is used and for six to 
twelve tube sets or power 

tube equivalent up to 3 amperes, two “A” cartridges are 
required. 


Single pendant switch permits set switch to be left on 
permanently for all power filament plate, and A. C, input 
are operated from this push button switch. Positive, con- 
yenient, fool-proof. 

It operates in any position. Nothing to spill. 

No filaments to sag or glass to break, 

Smaller than a wet cell and lighter, 


Fits into practically any console and does not heat up 
or warp the cabinet. 


Operates from 115 volts, 60 cycle A. C. 
Size 4x10%x7 inches, shipping weight 110 lbs. 


Stock No. BX92 (R-92) complete (less Rectifier) . .$28.00 
Stock No. EX250 Raytheon “A” Rectifier. List price 450 
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Silver Beauty “‘A’’ Power 
(Simple in Principle—Simple in Operation) 


The Silver Beauty ‘A’ Power supplies the widespread 
demand for a filament current supply which will at all 
times be silent, efficient, and uniform in its operation, 


It is compact, yet complete, fitted in beautiful case with 
socket for “B” Eliminator. 


It contains no sulphuric acids; the costliest furnishings 
are now absolutely protected against damage from fumes. 


Maximum power to radio tubes lengthens their useful 
life. 


The Silver Beauty “A” Power requires a minimum of 
attention and consumes a minimum of electricity, only 
about 1/10 that used by an electric iron. It is automatic 
in performance, adapting itself to differences in line volt- 
age and power required. 


Where “B” eliminator is used, a switch controls both in- 
struments, with only one cord to the lighting socket. 


Dry Type 60 Cycles 
Stock 
No. § Size 
BxX301 3 64% x16x4 
BX305 94%4,x10x7% 
Bx302 64%4x14%x4 


Acme Battery Charger 


A reliable, neat and efficient battery charger. Dry and 
noiseless. Employing the new Raytheon “A” Rectifier. 
Two models are available. The sizes being five inches 
square and smaller makes them adaptable to fit in any 
set or most any place. There is no liquid and no noise. 
Furnished complete with plug, clips and cord. 

Stock No. BK106 Half Wave Charger 2.5 amp., including 
one Raytheon “A” Unit. List price 


Stock No. BK107 Full Wave Charger 5 amp., including 
two Raytheon “A” Units. List price 


Power Plugs and Cables 


_ The following plugs and cables afford a socket connec- 
tion between the receiver and the power supply unit. 
Demonstrations and installations are greatly simplified. 
Power units easily removed without disconnecting all con- 
nections, thus enabling easy inspection. Each cable has 
seven wire colored rubber R. M. A. standard color code, 
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Plug and Cable 


A quick detachable plug and cable, 5 feet long. To be 
used with the binding post, panel mount or bracket type 
receptacles. 


Stock No. XX350 List price 


Binding Post Connector 


This receptacle when used in connection with plug and 
ma are a complete cable for any receiver having bind- 
y posts. 


Stock No. KX355 List’ price..................000008 $1.25 


Panel Receptacle 


A receptacle for panel or back of 
cabinet mounting. The contact plug 
is the only part visible when mount- 
ed. When used with plug and cable 
it makes a complete cable. 


Stock No. XX356 List price 


Bracket Mounting 


Can be mounted on the sub-panel of 
radio receivers. Can be removed in short 
time. Used with plug and cable it makes § 
a complete outfit. 


Stock No. KXX357 List price 
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BATTERY CHARGERS 


Kuprox 


Replacement Unit 
(TYPE A-10) 

The Kuprox (Type A) Replace- 
ment Unit may be installed on any 
electrolytic trickle charger where 
maximum charging’ rate does not 
exceed .8 amperes. It replaces the 
electrolytic rectifier and makes a dry 
charger. 

Stock No. BK180 (Type A5) % amp. 
for 4 and 6-volt batteries. List price, each $4.5 


Stock No. BK181 (Type Al0) .8 to 1 amp. for 6-volt 
batteries. List price, each 


Kuprox 
Replacement Unit 


(TYPE “C”) 


Kuprox (Type C) Replacement Unit may be 
installed in any 2-ampere bulb charger by re- 
moving the old charging bulb and placing 
Kuprox base in bulb socket. It is equipped 
with universal base, adaptable for chargers 
requiring either old or new type bulbs. 


Stock No. BX182 List price, each 


“A” Transifier 
(MODEL 101) 


Model 101 “A” Transifier has 
been designed especially for use 
with all Radiola and other receiv- 
ing sets employing ten or less 
tubes of the UV or UX199 type. 
Maximum capacity 1 ampere at 4 
volts. It contains a built-in 
switch that automatically turns 
the current on or off as receiver is 

operated. It will also operate the “B” eliminator con- 
nected to plug receptacle mounted on front. Size 5 inches 
wide, 4% inches high, 12% inches long. Approx. shipping 
weight 30 lbs. 


Stock No. BX101 For 110-volt, 50-60 cycles. 
price 


“A” Transifier 


(MODEL 103) 


This model is similar to the No. 
102 listed above, but with greater 
output, maximum capacity, such as 
used in the larger sets, It is also 
equipped with automatic switch. 
Size 5% inches wide, 10% inches high 
and 12% inches long. Approx. ship- 
ping weight 30 Ibs. 


Stock No. BX103_ For 110-volt, 
50-60 cycle. List price 


“A” Transifier 


(MODEL 102) 


The Model 102 will furnish perfect filament “A” power 
to any receiver containing six tubes or less, either all 
UX201 “A” or with one power tube. It is similar in de- 
sign to Model 103. Maximum capacity 2 amperes at six 
volts. Equipped with switch for complete automatic 
operation; also controls “B” eliminator if same is used. 
Size 5 inches wide, 4% inches high, 12% inches long. 
Shipping weight approx. 35 lbs. 


Stock No. BX102 For 110-volt, 
Price... Fs wees a $29.50 


“B” Transifier 


(MODEL 161) 


The Model 161 “B” Transifier 
will give perfect reception. Ca- 
pacity 35 m.a, at 45-90 and 180 
volts. For the average set up to 
7 tubes and smaller, Size 11% 
inches long, 4 inches high and 7% 
inches wide. For 110-volt, 50-60 
cycle. 
Stock No. BK161 (less tube) 
List price $26.50 
Extra tubes for above, either UX213 or UX280. 
List price, each 


“B”’ Transifier 


(MODEL 110) 

Model 110 “B” Transifier will sup- 
ply energy for all large sets. Ca- 
pacity 45 m.a. at 45-90 and 180 volts. 
Size 5% inches wide, 10% inches 
high and 12% inches long. For 110- 
volt, 50-60 cycle. 


Stock No. BX110 (less tube) 


“B” Transifier 
(MODEL 114) 


This model is designed especially for use with all Radi- 
olas, or other sets employing UX199 tubes. Capacity 
40 m.a. at 45-90-145 volts and 4 and 22% volts of “C. 
Size 6 inches high; 5 inches wide and 12 inches long. 


Stock No. BX114 (less tube) List price 


Extra tubes for above, either UX213 or UX280. List 
price each 


“ABC” Transifier 


(MODEL 108) 


“ABC” Transifier (Model 108) is designed for Radiolas, 
or other sets using UX199 tubes. It is self contained 
within one common case and consists of Models 101 and 
114. Capacity 1 ampere at 4 volts. “B” 40 m.a. at 45- 
90-135 volts, ‘“C” 4 and 22% volts. Size 5% inches wide, 
10% inches high and 12% inches long. 


Stock No. BX108 (less tube) List price 


Extra tubes for above, either UX213 or UX280. List 
price each 


“A B” Transifier 
(MODEL 106) : : 
The Model 106 “AB” Transifier is 

for use-on all receivers containing 
not more than 6 UX201A tubes or 5 
UX201A and 1 power tube. Capacity 
2 amperes at 6 volts. ‘“B” voltage 45- 
90-180 volts at 35 m.a. Size 5% inches 
wide, 10% inches high and 12% 
inches long. 
Stock No. BX105 (less tube) List 

price 
Extra tubes for above, 

UX213 or UX: 


Trickle Charger Home Charger 


Kuprox Trickle Charger 


Kuprox trickle charger is a new metallic disc rectifier. 
It is absolutely silent in operation. Does not affect neigh- 
bors’ receivers. May be used while set is in operation. 
They have nothing to adjust or require attention, and 
will charge at .8 to .1 ampere rate, It is housed in a 
substantial steel case finished in maroon. Designed for 
all 6-volt batteries. 110-volt, 50-60 cycle. 


Stock No. BX104 (Style A) List price $10.50 


Kuprox Home Charger 


This model is similar to the type A listed above, but 
will charge either at a trickle rate of .8 to .1 ampere or 
at a 2% ampere rate for fast boosting, these rates being 
controlled by plunger switch mounted on front of charger. 
It is also equipped with a high-grade Ammeter, cable, 
clips, ete. Finished in maroon and old gold. For 110- 
volt, 50-60 cycle. 


Stock No. BX170 List price 


Automatic 
“A” Charger 


A new type of 
battery charger 
using the latest 
Westinghouse Rec- 
tox charging unit, 
combined with an 
exceptional relay 
switch, controlled 
by the switch of 
the Radio set, 

No trouble, no 
attention, no serv- 
icing, no tubes, no 
acid, no vibrators. 
A simple, sturdy, 
purely automatic 
Charger that works by itself without thought or worry 
and with a charging rate sufficient to keep the battery 
up to full capacity under almost every demand made by 
the most ardent fan or the largest set within the range 
of average conditions, 


When the set is in use the Charger cuts out automati- 
cally. If a “B” Bliminator is used, there is a socket for 
it in the end of the Charger, and it, too, is controlled by 
the filament switch. When the set is turned off the 
Charger automatically goes to work, bringing up the bat- 
tery and keeping it there until again put in use. 


Complete with all wire, clips, plug, ready to put into use. 
Stock No. BX510 110-volt, 60 cycle. List price....$16.50 
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Westinghouse 
Trickle Charger 


In the mechanical design and construction, the trickle 
charger does not differ from style No. 496656 listed in 
next column except that it is smaller in design, delivering 
a trickle charge rate from .5 to .6 amperes, 


Stock No. BK800 (Style 512502) List price.......@10.50 


Westinghouse Rectigon 
Battery Chargers 


These Chargers have been 
designed to give complete serv- 
ice for Radio “A” and “B” bat- 
teries. It will charge 1, 2 or 
8-cell Radio “A” batteries, 3 
or 6-cell Automobile Storage 
batteries, 11 to 48 cells of Leaa 
Storage “B” batteries, con- 
nected in series. 


It is the result of careful 
engineering studies of efficient 
battery charging principles, 
and has that characteristic 
Westinghouse workmanship 
embodied in its construction— 
rugged, efficient, reliable, and 
economical. 


It is a bulb type charger, 
which operates quietly, and requires no attention. For 
115-volt, 60 cycle lines; two amperes, D.C. to “A,” and 
automobile batteries; 4% ampere D.C. maximum to “B” 
batteries, 


Rectigon is supplied in two sizes—one with a two-am- 
pere charging rate, the other charging at five amperes. 
The two-ampere size will be sufficient on medium size 
radio “A” batteries used on sets having but a few tubes. 
The five-ampere charger is recommended for large bat- 
teries or for service where several batteries are being 
maintained. 


Alternating Direct Direct 
Stock Style Cur. Supply Cur. Current Price 
No. No. Volts Cycles Amp. Volts Each 
BxX803 424501 115 60 2to1% 7% to15 $14.00 
BxX805 464912 115 60 5 to3 7% to15 24.00 


RENEWAL BULBS 


289415 115 60 2to1% 7% to15 
289416 115 60 5 to3 7% to15 


Westinghouse Battery Charger 
(TWO RATES) 


This is a new Westinghouse charger with two charging 
rates. A .4 trickle rate and a % ampere booster rate. 
Its construction is such that it has no vibrating parts, 
acid, tubes, ete. 


The rectifying element is a number of plates or discs 
bolted together of such metals that have rectifying quali- 
ties. In operation it is absolutely noiseless and may be 
left on as a continuous charger even though set is in 
operation. This, however, is only recommended when the 
battery is very low and entertainment for a time is desired, 

The transformer and rectifier element are housed in a 
pressed steel case finished in maroon. The D.C. circuit 
is fused and an additional fuse is furnished with each 
charger. It is a full wave rectifier and very economical 
in current consumption, 


Stock No. BX807 (Style 496656) List price $11.50 
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BATTERY AND POWER UNITS 


HY-DUTY STORAGE 
BATTERIES AND “A” 
SOCKET POWERS 


Long Life 
Constant and 
Dependable 
Power 


STORAGE BATTERY POWER UNIT 


Hy-Duty Storage Batteries 


The Hy-Duty is unquestionably one of the best storage batteries on the market. The container is solid, nonbreakable 
and acid resisting. Very neat in design. The Plates and Separators are of the best quality, thus insuring long life and 
dependable service. Each battery is furnished with a handle in addition to the one molded in the case. Heavy lead-coated 
wing nut terminals are standard equipment, 


Cells—Dlongation and tensile strength, rigidly inspected by a high voltage electrical test. 
Plates—Hard, sturdy and durable. 
Separators—Port Orford cedar, scientifically treated. 
Jar Covers—Universal type. 
Lead Parts—Constructed to provide accurate, perfect castings. 
The ratings are determined conservatively and each size will give a greater capacity than the listing, according to 
the rate of discharge ordinarily demanded in radio work, 
sIx VOLT 
Ampere Length, Width, Height, 
Stock No. 4 Hours Inches Inches 
BX559 j 80 7% 
BX561 j 9 
BX563 ? 10% 
FOUR VOLT 


Hy-Duty “A” Power Unit 


The Hy-Duty ‘‘A’”’ Power Unit embodies the same principles as the Amplus Constant Current Radio ‘A’ Unit as de- 
scribed below. It is equipped with a Westinghouse Rectox Trickle Charger, has an automatic switch which controls both 
“A” and “B” current when the switch is turned on or off from the Radio Receiving Set. The Storage Battery is of the 60 
ampere type, constructed with the same Hy-Duty rugged plates as in our regular Hy-Duty Batteries listed above, All 
parts are housed in a neatly assembled rubber container, Two binding posts are provided marked plus A and minus A at 
the top of the case. Best of reception is insured with very little attention. Free from AC hum. 


Stock No. BX555_ List price 


Amplus Constant Current Radio “A” Unit 


This unit embodies every feature that is practical to build and assure a 
dependable “A” supply to the radio set with the least amount of attention, It is 
assembled with parts that have been tried and proven. 


The case houses the Westinghouse Trickle Charger which is a dry Trickle 
Charger. The rectifying element is made of a number of copper oxide coated 
discs, scientifically treated and separated by a lead washer to insure good contact. 
In operation it is absolutely noiseless and the life of the rectifying element is prac- 
tically indestructible. 


This Rectifier is controlled automatically when the switch of the Receiving 
Set is on or off. It is also provided with a toggle switch which, when placed in 
the intermediate position, operates the charger only when the set is turned off. 
When in constant position it operates continuously. It is also equipped with a 
“B” receptacle. The automatic switch controls the “B” supply as well as the “A.” 
Every Constant Current Unit is supplied with a protective fuse, insuring positive 
safety. Costs but a few cents a day to operate. 


Over all dimensions 9 inches high, 11% inches long and 4% inches wide. 


Stock No. BX552 Amplus Constant Current Radio “A” Unit. List price 
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EVEREADY RADIO BATTERIES 


No. 486—45 Volt—Standard Heavy Duty— 


al—Layerbilt 


For Sets of 4 cr more Tubes. 


Length 8% inches; 
inches; weight 1414 lbs. 


EVEREADY No. 486 is 
the now extra large 45 
volt “B” Battery em- 
bodying the exclusive 
EVEREADY Layerbilt 
construction which re- 
sults in much longer bat- 
tery life. This battery has 
exactly the same dimen- 
sions as EVEREADY 
Heavy Duty “B” Bat- 
tery No. 770 and may 
therefore be installed in 
any cabinet which will 
accommodate the No. 
770. 


width 47% inches; height 73% 


Stock No. BX486 List price 


No. 770—45 Volt—Sta 


ndard Heavy Duty—Vertical 


For Sets of 4 cr more Tubes. 


Length 8%% inches; 
inches; weight 1334 lbs. 


EVEREADY No. 770 
is an extra large Heavy 
Duty 45 volt Vertical 
“B” Battery especially 
suitable for maulti-tube 
receiving sets. It pro- 
vides the extra power 
and long life necessary 
for the economical oper- 
ation of these receivers. 
On sets having four or 
more tubes, it lasts much 
longer and costs much 
less per operating hour 
than smaller ‘“B” bat- 
teries. 


width 4% inches; height 734 


Stock No. BX770 List price 


No. 771—41% Volt **C”? Battery 


No. 771 


THIS EVEREADY “C” Bat- 
tery contains three large Radio 
cells giving 414 volts. Two 
Fahnestock spring clip connec- 
tors give + and —414 volts. 

The use of a “C” battery 
prolongs the life of the ‘“B” 
battery and improves the qual- 
ity of sound reproduction. - 

Length 4 inches; width 13 
inches: height 3 inches; weight 
14 ounces. 
Stock No. BX771 

List price 


Stock No. BX773 7% volt. List price 


No. 763—2214 Volt— 
Special Portable—Horizontal 


EVEREADY 221 Volt “B” 
Battery No. 763 is the smallest 
type of “B’” battery and _be- 
cause of its very small cells is 
the most expensive in operating 
cost, Provided with two Fahne- 
stock spring clip connectors. 

Length 3% inches; width 
24% inches; height 2% inches; 
weight 13 oz. 


Stock No. BX763 List price.... 


No. 772—45 Volt—Standard Large—Vertical 


For Sets of 1 to 3 Tubes. 

EVEREADY No. 772 isa 

large size 45 volt Vertical 

“B” Battery. Because 

most receivers today are 

using hard tubes as detec- 

tors, the variable voltage 

taps have been omitted 

from this battery. It has 

the same capacity as the 

Horizontal No. 767, but 

because of the vertical 

construction, occupies less 

table space. Recommend- 

ed for sets having three 
tubes or less, and for 
self-contained multi-tube receivers where there is 
not sufficient space for installing the Heavy Duty 
EVEREADY “B” Batteries. 

*Length 8%% inches; width 314 inches; height 714% 
iuches: weight 9 lbs. 
Stock No. BX772 List price 


No. 768—2214 Volt—Standard Portable Horizontal 
“B” or “C”’ Battery 

PROVIDED with four bind- 

ing post terminals giving “C”’ 

battery voltages of +, —414, 

—l6% and —22% volts. 

This No. 768 “B” or “*C” bat- 

tery together with the stand- 

ard Eveready 41% volt “C” 

battery No. 771 will furnish 

any grid voltage required by 

the new power tubes. 

As a “B” battery, this No. 

768 is intended for use only 

on portable receivers where light weight and small size 
are more important than long life. 

= Length 4% inches; width 2% inches; height 234 
inches; weight 1 lb., 9 oz. 
Stock No. BX768 List price 


No. 766—2214 Volt—Standard Large—Horizontal 


9g 
For Sets of 1 to 3 Tubes 
When Used as “‘B’’ Bat- 
tery EVEREADY No. 
766 is a large size 22144 
volt Horizontal “B” bat- 
tery with three terminals 
located at —, +18 and 
+2214 volts. May also 
be used as a ““C”’ battery No. 766 
in connection with pow- ; 
er tubes. 
Length 634 inches; width 41% inches; height 35% 
inches; weight 4 lbs., 10 oz. 
Stock No. BX766 List price 


No. 7111I—DRY CELL RADIO “A”? BATTERY 


Developed especially for use with dry 
cell vacuum tubes. 


Full directions and diagrams for con- 
necting the Eveready No. 7111 Dry Cell 
Radio “‘A”’ Battery for the different dry 
cell tubes are printed on the jacket of 
each battery. Packed in boxes, 


Voltage 114. Diameter inches, 21%. 
[leight, 6 inches. Standard package con- 
tains 50. Approximate weight of stand- 
ard package, 120 pounds. 


Stock No. BX7111 List price, each 
Stock No. BX816 No. 6 Ignitor, List price. .45c¢ 
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WESTON RADIO PANEL INSTRUMENTS 


Voltmeter 
Model 506 


These 2-inch Model 506 
instruments were especially 
developed for Radio Panel 
Service. They are regularly 
supplied in a narrow flange 
type of case finished in dull 
japan. Model 506 is provided 
with a special type of clamp 
for fastening it to the panel. 


The Voltmeters are made 
in both single and double 
ranges. They have an ex- 

ceptionally high internal resistance (125 ohms per volt), 
which means they cause only a very slight drain on the 
batteries. 


Two-Stud Single-Range Type 


This instrument can also be used as a double-range, 
when provided with an external resistor for the higher 
range, and when used in conjunction with a _ suitable 
switch. 


Stock No. List Price 


Three-Stud Double-Range Type 


The three-stud type has both ranges self-contained and 
a push-button switch for changing from low to high range. 


Can only be used when “A” and “B” batteries are con- 
nected or common. 


Stock No. List Price 


Four-Stud Double-Range Type 


In this instrument, which has no self-contained switch, 
the resistor for the high range is connected across studs 
marked “RESISTOR,” which are independent of the in- 
strument circuit. This type also simplifies switching 
arrangement when measuring both filament and “B” bat- 
tery voltages. 


Stock No. List Price 


AC Voltmeter—Model 517 


This model is the same in design and dimensions as 
Model 506 listed above. 


Stock No. Range List Price 


Voltmeter 
Model 301 


Manufactured by the 
Weston Instrument Com- 
pany, pioneers of indicating 
electrical measuring instru- 
ments, 


The most essential in- 
strument for receiving sets 
is the filament voltmeter. 


We recommend a_ volt- 
meter for controlling the 
voltage of the filament in 
preference to an ammeter, A voltmeter will very greatly 
prolong the life and usefulness of the tube. 


Finished in dull black. In ordering, specify catalog 
number and range. 
Dimensions. 
Flush Surface 
Inches Inches 


Case diameter f 2.75 
Body diameter f meee 
Depth : 1.23 
Scale length 2.35 

Voltmeters up to 50 volts inclusive have a resistance 
of 62 ohms per volt. Higher listed ranges have a resis- 
tance of 200 ohms per volt. 


Model 301 D. C. Voltmeters 


Range Volts List Price 
Stock No. VxX300 
Stock No. VX301 
Stock No. VxX302 
Stock No. VX321 
Stock No. VX322 
Stock No, VX323 


Mode! 301 Double Range Voltmeter 


Range List Price 


Stock No. VxX309 0-7% and 0-150 


Model 301 D. C. Ammeters 


Range Amperes List Price 


Stock No. VX311 
Stock No. VX312 
Stock No. VX313 


Model 301 D. C. Milliammeters 


Range M. A. List Price 


Stock No. VX330 
Stock No. VX331 
Stock No. VX332 
Stock No. VX333 


AC Voltmeter—Model 476 


Same design and dimensions as Model 301. 


Stock No. List Price 


Portable Mounting 
Base 


This mounting base is 
designed so that the Model 
301 and 425 instruments 
may be used as_ portable 
units where space does not 
permit the mounting of an 
instrument on the _ panel. 
3ase is carried in stock in 
alligator finish. 


Stock No. VX400 Port- 
able mounting base 
(without instrument) 
List price 


VOLTMETERS, TEST SETS, ETC. 


Weston 
Radio Test Set 


(MODEL 519) 

This compact portable test 

Set measures the various volt- 

ages in either a battery or a 

battery eliminator operated set, 

both at the battery terminals 

and at the tube sockets, tests 

the tubes under the same con- 

dition as exists when in their 

sockets, and tests the con- 

tinuity and condition of cir- 

cuits. It will make all these 

tests with the regular batteries 

cr battery eliminator used in 

: the radio set with no change in 
connections so that no auxiliary batteries are required. 


The instrument which forms a part of this test set is a 
special WESTON model having three voltage ranges of 200- 
80-8 volts and a 20 milliampere range. The voltage ranges 
have a sensitivity of 1,000 ohms per volt, which means that 
full scale deflection is produced with a current of ONLY 1 
MILLIAMPERE. East test set is accompanied by complete 
instructions for making all necessary tests. 


Stock No. VX519 Complete with adaptors, 
cords, etc. List price 


“B” Battery 
Eliminator Voltmeter 


(MODEL 489) 


For the measurement of 
the voltage delivered by 
battery substitutes, Model 
489 is made with a very 
high internal resistance. A 
low resistance voltmeter is 
useless because most bat- 
tery substitutes cannot sus- 
tain their voltage when a 
current sufficient to operate 
the voltmeter is required, 
This battery eliminator 
voltmeter is furnished in double range, 250/50 volts, with 
a self-contained resistance of 1,000 ohms per volt. Conse- 
quently the current required for full scale deflection is 
very small (0.001 ampere) and is practically negligible. 


While especially adapted for battery substitute voltage 
measurements, this instrument can also be used for meas- 
uring any direct current voltage within the range of the 
instrument. 


An external multiplier can be supplied for increasing the 
range of the instrument to 500 volts. 


Stock No. VX490 Model 489 Battery Eliminator 
Voltmeter. List price 


Stock No. VX491 Multiplier for Model 489. 
List price 


Pin Jack Voltmeter 
(MODEL 506) 


For use on the new 
Radiola Superhetero- 
dynes. 


For the measurement 
of filament voltage only. 


Dry cell operated sets 
require the use of a high 
resistance quality Volt- 
meter (125 ohms per 
volt); those of lower re- 
sistance cause too heavy 

: ; a drain on the batteries. 
Pin terminals are adjustable to fit spacings of voltmeter 


jacks—just plug in. 


Stock No. VX540 Range 5 volts (red mark at 3 volts), 
List price 


Sterling 
D. C. Voltmeter 


(MODEL R-415) 


This voltmeter is accurate, 
yet so low in price that all 
can afford it. Low resistance volt- 
meters that are suitable for test- 
ing “B” batteries are worthless 
fer testing “B’ eliminators. This 
high resistance meter is accurate 
for both, and will test any bat- 
tery or D. C. circuit up to 300 

volts. Any serv’ce man or set owner can get the actual 
output of any “B” eliminator, in a quick and specific man- 
ner. Set owners use it to get the right socket power volt- 
age for set operation. Scale 0-300 volts. Size—8x5x1%4” 
long. 


Stock No. VX415 (Model R-415). Sterling D. C. Volt- 
meter. List price 


Sterling 
Pocket Voltmeter 


A well-made, open-faced 
meter, especially calibrated 
with red lines to show the 
standard 22% and 45 volt 
ranges. Supplied with a 
long, useful lead. Range 
0-50 volts (case, 2 inches; 
scale length, 1, inches). 


Stock No. VxX25 
0-5 volts, Price, ea. .$2.25 


Stock No. VX45 0-50 volts, and 0.35 amps. 
List price, each 


Leader Pocket Meters 


Stock No. VX203 0-50 voltmeter. Price, each 
Stock No. VX206 0-50 volts and 0-35 amps. 


List price, each 


Charge Indicator 
For 6-Volt Storage Batteries. 


Tells at a glance whether or not the A Battery is in 
condition to operate the radio set. It shows definitely 
when Battery needs charging or when Battery on charge 
has been charged enough, Same in appearance as the 
pocket type voltmeter. 


Stock No. VX32 List price 


Westinghouse 
Portable Cabinet 
Meter 


This meter should be a 
part of every set using UV 
or UX199 tubes. It is recom- 
mended for use with Radi-® 
olas 25 and 28. The pin tips 
furnished will fit jacks in 
the Radiola receiving set. 
For the Radiola 20 a special 
attachment is provided. Its 
use takes the doubt from 
every operator’s mind about his filament battery settings. 
It prevents an overload on, the tubes and lengthens their 
life, 


Stock No. VX570 (Scale 0-5). List price 
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TESTING DEVICES AND 


Sterling Combination 
Tube Tester 
and Reactivator 
(R-409 A.C.) 


(Operates from 110 Volt, 
50-60 Cycle A. C. Line) 


Tests all tubes and reac- 
t'vates those that are thor- 
iated. Equipped with rheostat by which filament voltage 
is set at 3.0 or 5.0 volts and plate voltage is automatically 
adjusted to the correct amount for testing. Test not 
affected by A. C. line fluctuation. Filament emission meter, 
0-100 scale, in conjunction with switch lever and ‘Test’, 
“Medium” and “High” taps, tests emission and shows 
amount of improvement after reactivation. Plate milliam- 
meter readings 0-15 scale, obtained by pushing button. 
Size—6 4%x9%x3%" high. 
Stock No. VX9 List price 


Sterling ““Metered’’ 
Tube Reactivator 
(R-403 ) 


For large and small tubes, 
including 200A, 171 and all 
tubes having  thoriated fila- 
ments. One of the distinct ad- 
vantages is the emission meter 
which enables the user to de- 
termine instantly by test 
whether a tube needs reactivation and also to what degree 
the filament emission has been restored by the process. 
Handle on back. Adapter for small UX and CX tubes in- 
cluded. Size—6x7%xb5”. 
Stock No. VX3 (50-60 cycle) List price 


Kester Rosin-Core Wire 
Solder 


It consists of a hollow wire 
form of genuine tin and lead, 
which contains tiny pockets that 
hold a rosin flux. As the solder 
is melted off, the proper amount 
of flux is released to insure a per- 
feet. bond. 

Stock No. TX3 .123 diam. Per pound 


Stock No. TX5 Per carton of ten 4% 1b. cans in counter 
display. List price . 


Solderall 


This is a prepared soldering com- 
pound, clean, convenient and econo- 
mical to use. No flux or acid needed. 


Stock No. TX45 Price 


Allen Soldering Paste 
Stock No. TT178 2-o0z. cans. Net price, each 


B-R Soldering Irons 
A very high grade electric soldering iron. Heating 
elements have very long life. 
Stock No. TX56 Medium weight. Price, each 
Stock No. TX49 Light weight. Price, each 


No. 10 
Soldering 


Iron 


An ideal iron for radio and home use. 
Stock No. TX10 List price, each. .$1.50 


SOLDERING MATERIALS 


i ey 


“888” Hydrometer 


In recommending the “888’’ Hydrometer, we are satisfied 
that it is a good quality, dependable Hydrometer that 
cannot be equalled in price. It has several special. features 
as follows: (1) Hand-made Beaded float individually tested 
at 1150, 1280 and 1300. Guaranteed accurate and cannot 
stick. (2) Interlocking red rubber nozzle assuring a pos- 
itive air-tight fit. (3) Float shows a double reading, in- 
dicating DEAD, POOR, FAIR and GOOD, in addition to 
regular scale reading. 

Each Hydrometer packed in individual carton. 


Stock No. B888 Hydrometer. 
List price, each 
Per dozen 


i) 
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Hydrometer Float 
This float is not only for use with ‘888 Hydrometer, but 
is interchangeable with practically all makes. Put up on 
attractive display of one dozen floats. 


Stock No. B888xX Hydrometer float only. 
List price, each 
Per dozen on display card 


B-R Easy-Test Hydrometer 


The “B-R Hasy-Test’” Hydrometer gives an instant test 
of a battery solution—one glance tells the story—no 
chance for a mistake and the test is accurate every time. 
The specific gravity of the solution is shown in the three 
test tubes, each with its own indicator showing “full”, 
“half-full”, or “empty.’’ The indicators are each made of 
a different specific gravity of hard rubber accurately tested 
to U. S. Bureau of Standards. 

A spoonful of solution is sufficient to make a test. 
Gravity indicators cannot stick as they float below, not 
above, the surface of the solution. 


Stock No. B882 List price, each 


A and B Battery Hydrometer 


(For the Automobile and Radio “A” and “B” Storage Bat- 
teries) 

An accurate tester at a low price. Best grade red rub- 
ber bulb. Float has clear reading scale. Glass container 
made to require very small amount of solution to get 
readings. Quality guaranteed. Packed one in box. 


Stock No. B872 List price, each. .$0.60 Per dozen. .$6.00 


Hydrometer Float 
Stock No. B873 List price, each..$0.36 Per dozen. .$3.50 


Non-Corrode 
Battery 
Terminal 


A. special composition of non-corroding metals, used 
extensively by radio broadcasting stations. It will keep 
a perfect contact and eliminate noises through poor con- 
tact. Furnished with 38-inch rubber covered cable with 
34-inch splicer opening. 


Stock No. XX360 Per pair. List price 
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ANTENNA EQUIPMENT 


The Super-Loop 


From extensive tests with 
many different types of loops, 
this new loop antenna has 
proven its superiority. Not 
in electrical efficiency only 
does this loop stand out, but 
it is artistically designed and 
built in dark mahogany. This 
loop will harmonize with any 
high grade receiver and will 
be an ornamental piece of fur- 
niture in any living room. 


The loop is wound with a 
large stranded conductor, cov- 
ered with a heavy braid of 
silk, colored to match the loop 
frame. Three binding posts 
are provided, to facilitate quick 
connection. One is from the 
center tap, a provision for use 
with certain type of super- 
heterodynes. Provided with 
Swivel base, permitting the 
loop to be quickly pointed to- 
ward any station. 


Stock No. YX200 Standard model. List price, each.$10.00 


Muter Antenna Plug 


Made of black moulded Bakelite. 
Length 2% in. Packed in individual 
boxes with full instructions for use. 
Screws into socket or baseboard same as 
any electric light bulb but does not con- 
sume any current. Replaces outside 
aerial on any set. Improves reception 
and sharpens tuning. 


Stock No. SX260 List price 


Dublier Light 
Socket Aerial 


The Dublier Light 
Socket Aerial when at- 
tached to a lamp socket, 
utilizes the commercial 
wires as an aerial with- 
out current consumption 
and improves the recep- 
tion of any set by mak- 
ing tuning sharper and 
reducing static. Elim- 
inates lighting hazards. 
Listed as standard with 
Underwriters Laborato- 


Stock No. SK170 List price 


Belden Jr. Aerial Kit 


This kit is very complete, 
but some of the items not ab- 
solutely essential for every in- 
stallation have been omitted. 
Contents: 

100 ft. 7-strand, 22 gauge Beld- 
enamel Aerial. 
50 ft. Belden Solid Heavy 

Lead-in Wire 
1 Belden Lightning Arrester 
1 Ground Clamp 
1 15” Lead-in Strip 
2 Porcelain Insulators 
2 Wood Screws 
2 No. 7 Galvanized Screw Eyes 
1 Instruction Sheet, 

Stock No, SK55 List price 
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Keystone Light- 
ning Arrester 


This model super- 
sedes former designs 
known as A and B 
types. They are made 
of genuine Bakelite, 
very attractive in de- 
sign, absolutely 
weatherproof, dust- 
proof and damp- 
proof. The electrical 
characteristics leave 
little to be desired. 


Stock No. SX200 Price, 


Muter Light- 
ning Arrester 


Universal type 
suitable for either 
indoor or outdoor 
use. Gives com- 
plete protection to 
any Radio Receiv- 
ing Set. It is of 
the air gap type, 
which is positive 
in action, elim- 

inating any chance of failure through loss of vacuum or 
any other cause which would endanger your home and 
radio equipment. Fully approved by the Underwriters 
Laboratories. 

Stock No. SX230 List price, each 


Universal Test Clips 


For use as quick and 
ready means of connecting 
storage batteries for charg- 
ing. 

Enables you to charge 
lighting and starting bat- 
teries. without disconnect- 
ing or removing them from 
the car. 

Do not stop to clean dirty terminals; the teeth bite 
through the corrosion and make a good contact. 
No. 24A. 15 Amperes, 


Made of steel. Screw connection. Spread of jaws, 1-in. 
Stock No. C413 Price, each....$0.20 Box of 10....$1.40 
No. 214. 35 Amperes. 

Made of steel. Screw connection. Spread of jaws, 1% 

inches. 
Stock No. C418 Price, each....$0.40 Box of 10... . $2.80 
Stock No. CX248 Special for Storage B Batteries, 
Price, each 
Box of 10 


Spark-Proof 
Insulating Staples 


Stock No. C251 
Stock No. C253 
Stock No. C255 
Stock No. C256 


1 Narrow, about % in. long.... 
. 3 Narrow, about % Un: lone... 
. 5 Wide, about % in, 
- 6 Wide, about % in. 


B-R Antenna 
Equipment 
Avery practical outfit, put 
up in Cartons consisting of the 
following items: 
100 ft. 7 strand 22 gauge An- 
tenna Wire 
50 ft. Weatherproof lLead-in 
Wire 
Porcelain Insulators 
Ground Clamp 
Lead-in Strip 
Nail-it Knobs 
Muter Lightning Arrester 
Screw Eyes 
Staples 
Stock No. SK50 List price 
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Battery Cable 


This cable does away entirely with the usual unsightly 
tangle of battery wires leading from the set. Contains 
five heavy insulated wires, provided with or without ter- 
minals for connecting to “A” and ‘“B” batteries. Wires 
use color code for identification. Put up one cord in carten. 
Standard package 10 cords. 


6-FT, 5-CONDUCTOR 
Brown outer braid of cotton, ends trimmed and dipped 
in solder to provide suitable terminals for universal use. 
Stock No. XX163 List price, per cord 


6-FT. 7-CONDUCTOR 
Construction same as above. 
Stock No. XX165 List price, per cord 


4144-FT. 5-CONDUCTOR 
Conductors are insulated with Belden Colorubber, R. M. 
A. standard colors. Outer brown cotton braid. Ind fin- 
ished same as above. 
Stock, No. XX168 List price, per cord 


412-FT. 7-CONDUCTOR 
Construction same as above. 
Stock No. XX170 List price, per cord 


Radio Battery Cable 


This cable serves the same purpose 
as Radio Battery Cord, except that 
it is supplied on 100-ft. spools and 
cords may be cut to the exact length 
required for each installation, 


5-conductor, two No. 16 and three No. 20 Stranded Con- 
ductors, insulated with Colorubber. R. M. A. standard 
colors. Cabled together under a brown cotton braid. 


Stock No. XX157 100-ft. spool. List price, per spool.$7.75 


7-+conductor, two No. 16 and’ five No. 20 conductors. 
Otherwise same as above. 


Stock No. KX159 100-ft. spool. List price, per spool.$10.Co 


Fused Battery 
Cord 


Consists of five 6- 
foot lengths of No. 
18 stranded copper 
conductors. A and B- 
battery circuits are 
protected by replace- 
able fuses in built-in 
mountings, Individ- 
ual conductors are 
covered with cotton 
braid marked in ac- 
cordance with A. M. 
BE. S. standard. Over- 
all braid of brown 
glazed cotton encloses conductors. Ends of leads are dip- 
ped in solder instead of tipped as this provides terminals 
suitable for any type of binding post. 

Stock No. HX175 5-Conductor Cord (with fuses). 

List price 
Stock No. KX177 

List price 


Replacement Fuses 
B-Battery Replacement fuses. 
Stock No. XX179 (Per carton of 3.) List price 


A-Battery Replacement fuses. i 
Stock No. XX178 (Per carton of 3.) List price 


Radio Replacement Receiver Cord 


A 5-foot head set and loud speaker cord for use as a 
replacement. Construction the same as extension cord 
listed above. Packed in individual cartons. 


Stock No. XX17 Three-Way. Pin tips both ends. .$0.50 
Stock No. KXX17S Three-Way. Pin and spade tips.. .50 
Stock No. XX18 Two-Way. Pin tips both ends... .80 
Stock No. XX18S Two-Way. Pin and spade tips... .30 


Note—No. 17S and No. 18S have spade tips for receiver 
end. 


HIROSE) extension Cord 


(a JP J and Connector 


‘© 


An extension cord and connector to permit the use of 
Loud Speaker or Head Phones a longer distance from the 
Recei¥ing Set, on the porch, lawn, etc. 

Stock No. HX170 (20 ft. long.) Price, complete... .$1.00 
Stock No. HX172 (50 ft. long.) Price, complete.... 2.20 


Extension Cord Outfit 


Consisting of a parallel con- 
nector block and 20 ft. of cord, 


Stock No. HX165 (20-ft. cord.) 
List price, complete, less 
phone plug 


Stock No. HX167 50-ft. extension 
cord and connector, less phone 
plug. list price 

Stock No. HX166 
Parallel Block only. List 


Spaghetti Wire 


A superior radio bus-bar made of No. 14 
tinned copper wire with a non-inflammable 
insulation, Can be bent and rebent without 
cracking. It is moisture-proof and has a 
high insulation value. Strips easily for 
soldering. Unvaualled for wiring of radio 
receiving and transmitting sets and battery 


eliminators. 


Size: No. 14. Colors: Black, Red, Yellow, 
Green, Maroon, Brown, Slate, Blue, White. 
Length: 30 inch lengths. Packed: 40 p‘eces; 


100 ft. in an envelope. 


Stock No. XX140 (30 inch length.) 


List price, per length 


Spaghetti Tubing 


A practical knowledge of radio requirements and tech- 
nical ability to produce a tubing to meet them are com- 
bined in this Spaghetti. High dielectric strength. Long 
life and flexibility. A perfect insulating tubing for radio 
and other electrical uses. Glossy finish. Bright, clear 
colors. 

Sizes: To fit Nos, 12 to 18 round wires. Colors: Black, 
Yellow, Red, Green, Brown, Slate, Blue, White, Maroon. 
Lengths: 30 inches. Packed: 40 pieces; 100 ft. in-an en- 
velope. 

Stock No. KXX12 (30 inch lengths.) 

List price, per length 


Antenna Wire 

We recommend the stranded co r wi i 

V : 1 pper wire as best suited 
at Leahy a wire, There is no difference in the efficiency 
of the tinned over the plain copper, although some prefer 
the tinned because it stands the weather better. 
Stock No. KX22 Plain, 7 strands, No. 22 

Per 100-foot coils, each : j 
Stock No. X23 Tinned, 7 strands, No. 

Per 100-foot coils, each.... 5 
Stock No. KX120 Enameled, 7 strand 

Per 100-foot coils, each 


Stock No. KX78 No. 12 @ i 
Bach , enamel, solid. 


yr a XX79 No. 14, enamel, solid. 
mach, 


Lead-in and Ground Wire 


A popular selling item used for lead-i i 
: r sed -ins where it does no 
peers practical to use a continuous piece of Aerial Wire 
or lead-in and aerial. It is ideal for use as a ground 
wire, since the tinned copper makes soldering easy. The 
mat ie very readily removed. 

urnishe in individual cartons containin 50-f 
100-ft. coils, and saves time in measuring mid Suthine, 
The cartons also prevent deterioration and waste of stock. 
Stock No. xXX150 _ (No. 16) Solid tinned copper, 

50-ft. coils. List price : 

100-ft. coils. List‘ price 
Stock No. EX151 (7x22 Stranded tinned ec or 

Bott, chiles Tain eine d tinned copper. 

100-ft. coils. List price 
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Loop Antenna ire 


This is a wire especiall i iri 
; y designed for wiring loop an- 
eg orgie 1S composed of 60 strands of No. 38 basebop- 
Pe : bee insuring maximum of flexibility, with 5 strands 
c ha ae ard phosphor bronze included, to prevent stretch- 
int Pee sae serving of cotten and a braid of fiber 
na wi i i - 
nlahed to eee re is put up in 125-foot spools, fur- 
Stock No. XX132 Brown silk. Pric 
‘ e, per ool 
Stock No. XX134 Same specifications -as piace 
ished in double covered maroon cotton. : 
Price per spool (125 ft.) 


Annunciator Wire 


Double Covered and Waxed No. 18 Solid Copper Wire 


Furnished in one-half pound rolls, differe 2 S f 
sold in less than roll lots. : erentscolors., Not 


Stock No. XX118 (No. 18). 


LEAD-IN WIRE 


B-R Lead-in Wire 


Solid or Stranded Conductor. Amply insulated. 


--B-R-LEAD=IN2 
SINGLE SOLID CO 


Single Solid Conductor 


Gauge Inches Per Foot 100 Feet 
Stock No. XX100 14 3/64 $0.05 $1.60 
Stock No. XX101 16 1/64 -04 1.106 
Stock No. XX102 18 1/64 .04 
Note—Also furnished in 1000-ft. spools. 


B-RLEAD-IN WIRE STRANDED CONDUCTOR mame 


Stranded Conductor 


Gauge Inches Per Foot 100 Feet 

Stock No. XX103 16 1/64 $0.04 $1.40 

Stock No. XK104 18 1/64 04 1.20 
Note—Also furnished in 1000-ft. spools. 


~~ ‘deena 


Plain Rubber Covered Cable 
The Correct “Lead-In” Wire 
The conductor consists of 19 stranded copper wires, cov- 
ered by heavy walls of rubber, 
Stock No. KX105 5MM. (% inch). Price, per foot. .$0.05 
Price, per 100 feet 


Tinned “Make Up” or Bus Bar Wire 


Stock No. KX414 14 ga., 1-lb. coils. Each 
Stock No. XX418 18 ga., 1-lb. coils. Each 


Square Bus Bar Wire in 2-Foot Lengths 


Stock No. KX444 14 gauge, square, tinned, bus bar 
wire, 2-foot pieces. 
Price, per pound (36 pieces to pound) 


Round Bus Bar Wire in 2-Foot Lengths 


Stock No. EX445 14 gauge, round, tinned, bus bar wire. 
Per pound 


Antenna Lead-in Insulator 


Made according to R. M. A. approved standards, of 
pliable tinned copper strip with Fahnestock clips soldered 
at each end. Covered with high voltage electrical tape 
impregnated in paraffin. Length 15 inches. 


Hook-Up Wire 


Stranded tinned copper 
wire equivalent to No. 18 
B. & S. gauge. Color rub- 
ber insulated for set build- 
ers, Packed in 25-ft. car- 
tons. 

Stock No. XX106 

.vatural, List price. ,¢0.40 
Stock No. XX107 

Green. List price... .40 
Stock No. XX108 

Blue. List price.... .40 
Stock No. XX109 

Red, List price 40 
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INSULATORS, ANTENNA OUTFITS, ETC. 


Antenna Insulators 


An all-porcelain 
Insulator, finished 
in brown glaze. 


Stock No. NX2 


Nx2 Nx3 
Antenna Insulator 


An all glass insulator of 
high insulating qualities. 


Stock No. NX35 
3x1 inch; % inch hole. 


Composition Antenna Insulator 


Stock No. NX195 Sees) ae cata aces 


in;*))'Price; 


Stock No. NX196 
3 in. Price, ea. 


Stand-Off Insulator 


This insulator can be installed in less time and with 
greater ease than any other type. Made of brown porce- 
lain. Length of porcelain 6% inches. Length over all 
8 inches. 

Stock No. NxX928 List price, each 


Service 
Insulator 


The Service 
Insulator has 
no metal 
strips. The 
double threaded 
wood screw 
makes it strong 
and easy to 
place where de- 
sired. Furnish- 
ed in brown 
glaze. 

Length, 3 in.; 
diameter of in- 
sulator, 15% in.; 
hole, yy inch. 


Stock No. NX929 
List price, each 


Stand-Off Insulators 


Stock No. NX926 Six inches overall, with white por- 
celain guide. Size of hole, % inch. Price 


Nail-It Knob 


Stock No, NX145 
List price, each. .$0.05 


Super-Ball Antenna 


The Super-Ball Antenna gives in- 
creased selectivity, improves summer 
reception, and a minimum of static. 
It is impervious to ice or snow and 
unaffected by heat. Therefore, ‘gives 
unqualified reception in all climates. 


It has a beautiful 10-inch alum- 
inum ball which will not rust or cor- 
rode. Very easy to install. Attrac- 
tive. 


Stock No. Y250 


Super-Ball Antenna Kit 


This kit is made up complete for Super-Ball installation. 
It includes, among other things, an improved, patented 
Super-ground clamp. The following materials are included 
in the kit: 


50’ No. 14 Lead-in wire 1 Lead-in 

50’ Guy wire (copper) 4 Nail-it Knobs 
10’ %-inch Conduit Pipe 4 Eye Screws 

1 Super-Ball Antenna Base 3 Insulators 

1 Super-Ground Clamp 4 Screws 


Stock No. YX251 Complete with full directions, Li 
price 


Antenna Poles 
A good substantial wood pole, made in two sizes, 7 and 
14 feet. Tapering from 2 inches diameter at the base 
to 1% inches at the top. 


Stock No. X¥X147 7-ft. pole. List price 
Stock No. KX144 14-ft. pole. List price 


Instant Adjustable Ground Clamp 


Made according to R. M. A. approved stand- 
ards, of heavy soft tinned copper. Under- 
writers’ retaining washer, brass lock nut and 
adjusting screw. Easily fitted tq all pipes 
and a positive contact insured. 


Etock No. SX68 List price, each 


The hardened 
steel points bite 
through paint, 
rust, dirt and cor- 
rosion, or any 
other insulation 
that reduces the 
flow of current. 
Their positive 
contact insures a , 
free flow of cur- 
rent and full signal strength. 


It is non-corrosive and maintains contact permanently. 
Will fit any pipe from 4 to 1% inches in diameter, 


Stock No. SX70 List price 


B-Metal Loud Talking Crystal 


Made of B-Metal, which is a synthetic, recti- 
fying substance, far superior to any natural 
material used for radio crystal. 


Stock No. GX55 Price, each.,,....,,,..90.25 
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THE BELMONT TREELITER 


A Well Designed Christmas Tree Holder 
With Colored Flood Lights 


Attaches to Any 
Light Socket 


Insulated Wiring 
Throughout 


Holds the Tree 
Firmly in Place 


Water 
Compartment 


Keeps Tree 
Fresh 


. The Belmont Treeliter with colored flood lights illuminate the lower part of the tree, a most unusual and attractive 
effect. i 
_ dt keeps the tree fresh by holding water. Simplifies lighting and installation problem and ig built to last a life- 
time. : 

The Belmont Treeliter aso is equipped with two outlets, conveniently arranged for supplying the electrical current for 
the Christmas lights, electric trains, etc. ! 

It is made of heavy steel, four inches deep and eighteen inches in diameter. Finished in a green enamel that har- 
monizes with the Christmas Tree decorations and forms a pleasing contrast to the colored flood lights. 
Stock No. E1000 Belmont Treeliter, complete with six foot of cord (less bulbs). List price, each 
Stock No. E79 Colored bulbs for above, Red, Green and Blue, List price, each 


Mazda Decorative Lamps 


| CHRISTMAS TREE | 6 
LAMPS | 


‘(a 


Type S-14 
Standard Base 


Intermediate 110-120 Volt 


Base Lamps 


Type C6é—15 Volt 110-120 Volt 


Each set contains over 20 feet of standard long-wearing 
cord, consisting of a 6-foot lead and 4 branches of 18 to 60 
inches, giving ample spread for artistic draping. 


MAZDA C-6 15-VOLT LAMPS 
Packed 100 to a self-display carton, in assorted colors 
as illustrated, or 10 of one color in individual carton, as 
illustrated, 
Stock No. E70 Price per 100 assortment ~ The lights may be made to flash or burn steadily by 
fakes ape means of a controling switch. The flash does not occur 
Packed in individual cartons of 10 of one color. in all lamps at the same time but at various periods. 


All Mazda C-6 lamps may be obtained in the following io Be | oa cee ; " 
colors: Red, Blue, Canary, Green, Orange, Purple, White. Wiens, mew. Fee Mazda Lamps of id i kh 10-watt 
Stock No. E75 Price, carton of 10 capacity, Sprayed in various colors. 

The lamps are connected in multiple—This means that 
INTERMEDIATE BASE 110-120 VOLT LAMPS if one light should burn out, or be broken, it does not 

For use with £2000 outfit or Twinkle Set. affect the operation of the other lights in the set. 

Stock No. E77 Colors as above. Price, cart . $2. 
OH On a0 2 ee 2O A beautiful exclusive box, in colors, with special cor- 
rugated protectors for the lamps. Measurements, 2%x 


STANDARD EDISON BASE 110-120 VOLT LAMPS 6%4x8% inches 
» 72> M4. snes, 


Type S-14. For use with outfit E4100. 


Stock No. E78 Colors as above. Price, carton of 10, .$3.50 Stock No. E110 Twinkle Set. Price, each 


NOMA DECORATIVE 


LIGHTING OUTFITS 


ihe 


WA AS 
Aghting iss 
SSNS) ot 


Every outfit is. equipped 
with an “extension” device 
so that any number of 
Noma Decorative Outfits 
may be strung one to the 


other without 


additional 


equipment and all lighted 
from a single outlet. 


Standard Tree Lighting Outfit 


8-light—Series Outfit for 110-120 Volts 
A Noma extension type outfit. Made of twisted wire 
throughout. Equipped with 15-volt Mazda lamps in as- 
sorted colors. 
Stock No. E100 Price, each 


De Luxe Lighting Outfit 


8-light—Series Outfit for 110-120 Volts 

The following exclusive features are combined only in 
the Noma De Luxe outfit. 

The decorative red bead below each socket is a sliding 
feature which securely fastens the lamp to the tree branch 
in any position desired. This bead is covered by U. S. 
Patents. 

Special octagon shape composition lamp sockets. Cov- 
ered by U. S. Patents also. 

Lead wire of parallel wire from the plug to extension 
device. 

All wire attractively dot-colored. 

Equipped with 15-volt Mazda lamps in assorted colors. 
Stock No. E130 Price, each Alea : 


Reflector Outfit 
: 8-light—Series Outfit for 110-120 Volts 

_This Noma Reflector outfit combines these new and dis- 
tinctive star and petal shaped metal reflectors with our 
No. 100 outfit. These reflectors are covered by U. S. Pat- 
ents. They give a color effect exceeding that of any other 
outfit on the market. These are the only reflectors that 
increase the lighting efficiency of the lamps to double 
their candle power, They are guaranteed non-rusting, 
non-tarnishing and indestructive. Equipped with 15-vo!t 
Mazda lamps in assorted colors. 

Stock No. E150 Price, each 


Outdoor or Indoor Outfit 


7-light Multiple Outfit for 110-120 Volts 


A Noma extension outfit equipped with 120-volt colored 
new type Mazda lamps. This is the first opportunity for 
the trade to obtain Mazda Tungsten lamps for a Multiple 
120-volt set. This set lends itself for brighter decorative 
illumination. No burnt-out lamp can affect the light of 
the others. <A special feature is its waterproof construc- 
tion of rubber wire and therefore it can be used exten- 
sively outdoors. The sockets are of Bakelite and not of 
the usual composition. This outfit meets the steadily 
growing demand for a straight current set which can be 
used under all conditions. 


Stock No. E3000 Price, each 


Outdoor Waterproof Outfit 


10-light Multiple Edison Base Outfit for 110-120 Volts 


This line of Noma Outdoor Units is for extensive out- 
door decorative illumination for such festive occasions as 
Garden Parties, Block Parties, Country Fairs, and Outdoor 
Christmas Trees of lodges, fraternities and other civic 
organizations. The Noma Outdoor Unit is the ideal outfit 
to fill the enormous demand for Electric Streamers to dec- 
orate and illuminate Churches, Club Houses, Public In- 
stitutions and other buildings on _ festive occasions 
throughout the year. 


Edison Base Sockets are extra heavy waterproof with 
waterproof wire and plug. 
Stock No. E4100 With Mazda colored lamps....... $10.50 
Stock No. E4000 With Mazda clear lamps 


Stock No. E4050 Without lamps 
Stock No. E4200 24 lamp community tree set 


Kristinelite 


The KRISTINELITE is the symbol of the Christmas 
Spirit and gives the cheery effect of Christmas lights 
where conditions do not permit an actual tree. Most 
effectively used in the window, on the mantelpiece or 
table in the home where Christmas Spirit abides. Equipped 
with 15-volt Mazda lamps in assorted colors. Securely 
packed in an individual corrugated carton. 


Stock No. E180 Price, each 


Dor the far of ors tree f 


Star of Bethlehem 


A decorative outfit especially designed for the top of 
the Christmas tree, which provides a beautiful finishing 
touch. This star by its popularity for the past three 
years has proven itself an established seller. Equipped 
with 15-volt Mazda lamps in assorted colors. 

Stock No. E120 Price, each 


REFLES 
rarer west Desens 


Copper Reflectors 


Noma 34-inch Copper Reflectors are made up in flower 
designs of various colors. The three layers are so con- 
structed and assembled as to give maximum reflection, 
and produce the best color effects. Packed specially for 
the convenience of the trade in attractive individual car- 
tons of 8 different color and design effects—no two alike. 
There are eighteen individual boxes packed in a carton, 
making a total of one gross of reflectors. 

Stock Wo, B2000 Price. per -gross.: 6. ae es $5 00 

Price, box of 8 


De Luxe Christmas Wreath for 110-120 Volts 


A Noma 12-inch Wreath identical to the No. 10 except 
that it is covered with heavy silk chenille of highest 
quality. Like No, 10, this wreath is an appealing decora- 
tion in the windows of homes, stores, clubs and public 
buildings at Yuletide. 


Stock No. Ell Price, each 


Christmas Wreath for 110-120 Volts 


A Noma 12-inch Christmas Wreath made on a full-round 
frame covered with a high grade red wood-chenille rop- 
ing. The beautiful decoration at the bottom of the candle 
consists of natural pine branches, chemically prepared, 
and holly leaves with berries, centered by a silvered 
poinsettia. The candle shaft is sprayed in silver and 
green with dript effect. * 

This wreath is equipped with an intermediate can- 
delabra base Mazda Tungsten lamp. 


Stock No. E10 Price, each 


Auto Christmas 
Wreath for 
6-Volt Storage 
Battery 


The Noma _ 6-inch 
Auto Wreath is made 
of silk chenille. with 
a 6-volt Mazda lamp, 
set in an attractive 
candle. The silk wire 
lead from the wreath 
is finished with the 
usual auto lamp bay- 
onet type base, for 
either single or double 
contact, as desired. 
Basily inserted in 
place of the dash- 
board lamp or dome 
lights. An effective 
decoration for the rear window of any automobile and 
steadily growing in favor with motorists. 


Stock No. E15 Price, each 


THE 


EMPIRE ELECTRIFIED PRODUCTS 


Empire Electric Percolators 


Empire Electrical products have 
specially designed heating units 
found exclusively in this line. No 
other unit that we know of can equal 
it for quality, quick heat, length of 
service or economy of current con- 
sumption. 


No. 51—Electric Flat Iron 
: long tapering point with the heat properly dis- 
minute percolation, patented emersion type element with valveless pump. Coffee re gi epee Equipped with heel rest, no stand needed. It 
Q 4 1as highly nicke fe inis vi s ia - 201" ~ 
basket perforated top and bottom only. Water forced through coffee, extracting full and standard rae ‘is ne the, espe orecisetiicel oa Nos. 76 and hE Heating Pads 


flavor. Attractive designs and seamless drawn bodies. Not soldered. They are fully bret hanes aron posse. 

guaranteed against electrical and mechanical defects. Staatard? hadeaes BL empire Heating Pads are unusual in quality and dura- 

Stock No. EA51 Electric Iron, price, each bility. They are equipped with specially constructed 
woven heating element and heavy asbestos insulation. 
Eiderdown covers which are durable and in colors that 
will not readily soil. Switches are nickel plated, cord 
extra long and heavily insulated. No. 77 Triple Heat pad 
is furnished with sanitary linen slip cover. 


EMPIRE Percolators have many specific advantages amon which are three fe. 
Has 


Standard package, three. 


Stock No. EA76 Single Heat 1014%4”x13%"”, 45 
watts. Standard package, three. Price, each 


mein, | Stock No. EA77 ‘Triple Heat 12”x15”, 25-45-65 
No. 59—Electric Vertical Toaster watts. Standard package, three. Price, each 
Light in weight and easily cleaned. Handles two large 
Slices of bread. Furnished with plug and cord. 500 watts. 
N 3 c 8 and 12 Cup Percolators Standard package, three. 
o. 63—2-Cup Percol Fi Stock No. EA59 Toaster, price, each Race 1 i 
ahd 4 Fi dilakens ber ator This percolator is furnished in two sizes. 8 and 12 cups. Y No. 72 Radiant Electric Heater 
_ This attractive display carton furnishes a merchandis- They are family percolators at moderate prices. Heavy ‘ Thi i 
ing plan at a special price and may be used or not as the gauge aluminum in attractive design. Insulated base, This heater has a solid cop- 
dealer wishes. 2-cup Percolators sell to both large or fiber feet and ebonized handle. 6-foot cord and plug. 325 we oo per bowl formed to secure 
small families regardless of the number of percolators watts. Standard package, six. 1 maximum radiation of heat at 


they may now have because in every family there are : 4 : ee 
times when but two cups are wanted. The low price and Stock No. BA5G 8-cup size, price, each 3 . a minimum current cost. The 


attractive package make this a very large seller. Equipped Stock No. EA61 12-cup size, price, each : { heating element is of the re- 
with aul Empire Features, 250 watts. Standard unit pack- ae a movable screw type, readily 
age, four. i , eg i 3 
Stock No. EA63—2-cup Percolator, price each 6 and 8-Cup Percolators PR a ict et 
This percolator is of extra heavy gauge copper with | : ‘ : Bu ; an 

highly polished -nickel plated finish and _ special electro ebonized handle. Finished in 

plated interior finish. Attractive panel design. Similar No. 52 Electric Toaster Stove Arabian Bronze. Heavy cast 


Jos. 56 : ard cor 1 plug. 325 watts. 7 2 5 : a , : ji ae De iy : 
Sta peckaee: Mee ee inal dae ; This electric appliance is a practical convenience in the base insures stability. This 
Standz 3 : 


NORA Me Bat Se 2s home. It serves as a grill, table stove or toaster. Heavy heater can be used as flood 
Stock No. EA711 6-cup Percolator,’ price, eae gauge steel, nickel plated. 500 watts. Standard package, light by removing heating ele- 

-¢ arcole ", price, each six, : } : : e 
Stock No, EA712 8-cup Percolator, price SIX ment and inserting electric 


Mlectric § ve rice, eack ‘ 
Stock No. EA52 Electric Stove, price, each Nehi, DUD NERO wratta> vatands 


No. 75—Electric Waffle Iron ard package, three. 


Has specially designed Stock No. EA72 
heating element which price, each 
gives uniform baking and 
browning. This three sec- 
: ' Fr i j tion waffle iron is light, “ 
Nos. 64 and 710 ee ( ' convenient to handle and . Empco Electric Heater 


Mee hey aby eee Nees c,_ orausnly,inuatea, Zl No. 1809 
:. p : i = : 4 ; aioe ™ tended to prevent over- <j 
; Seamless eee heroes e body in exclusive design. ne = = 4 3 heating, H This is a low priced efficient 
feavily constructed, embodying all features as above. . = = . =i E 
Insulated base and ebonized handle. Equipped with 6-ft. Electric Percolator Set No. 722 be , Furnished with double es : heater for volume sales, It is 
cord and plug. 325 watts. Standard package, six. An unusually attractive dining room coffee set of seam- plug and 6-ft. cord. 650 watts, standard package of three. 
Stock No. EA64—4-cup Percolator, price, each Hi less drawn copper, heavily nickel plated. Sugar and Stock No. EA75 Waffle Iron, price, each a Eh Noa eTE matte 
creamer gold washed, interior finish. Ebonized handles. = ; pire, neater No.) (2.0 1t.has. an 
3 minute percolation, p> =, \ attractive appearance, an ad- 
No. 710—4-Cup Percolator Stock No. EA722 Set, complete, with No. 7 


3 Percolator = = a justable all copper bowl and 
The body is copper, nickel-plated, otherwise the same Z A 
as No, 64. - } : 4 removable element with stand- 


Stock No. EA710 4-cup Percolator, Price, each * a HMR : ard plug and cord for opera- 


Nos. 56 and 61 


similar in design to the Em- 


¥ tion on standard electric light 
No. 68—8-Cup Percolator Electric Percolator Urn Set No. 822 Z socket. Attractive gray finish. 


This is the latest and most attractive design (loving Same as above except No. 714 Urn Percolator is fur- Cooks 3 cakes at once without smoke or grease. Highly 
cup design) in aluminum percolators, Made of extra heavy nished. polished aluminum with nickel plated base for dining : Watts, 660, Standard Pkg. 3. 
gauge and highly polished with all Empire features, 6-foot Stock No. EA822 Set, complete with 8-cup Urn table use. Equipped with standard. plug and base, size : f 


cord and plug, 325 watts. Standard package, three. Percolator 144%x11%x3%; 675 watts; standard package of three. 
Stock No. EAG6G8 8-cup Percolator, price, each Stock No, EA62 Griddle, price, each Stock No. EA1809 Price, each 


THE BECKLEY - (}},))- RALSTON Co. 


EDUCATIONAL ELECTRIC TOYS 
EMPIRE MINIATURE RANGES 


Electric Kitchenette Range 


The latest miniature Empire range, introduced at the request of the largest 
users and buyers of Empire Electric Miniature Ranges, and already an unqualified 
success. It is more than an educational toy. It has practical value for kitchenette 
use. It cooks as efficiently as any large range. Cusotmers will realize its utility 
on sight. 


No. 1025 is equipped with three separately controlled heating elements, specially 
designed to give economical operation and a uniform temperature. The legs, door 
frame, cooking top, shelf and trimmings are all heavily nickel] plated. Oven door 
and back panel are of procelain enamel. The body is black japanned, extra heavy 
sheet steel. Operates from any standard wall or floor socket. 


Four practical aluminum utensils are furnished as standard equipment with each range. Two cup percolator, 7-inch 
fry pan and pie tin and six section muffin and cake tin. Other standard kitchenette cooking utensils can be used with 


this model. 
Electric Steam Engine Watts, 1150; Size, 21144 inches long, 16% inches high, 9% inches deep; Unit Weight, 19% lbs.; Standard Package, One; 
Electric Steam Engine Shipping Weight, 24 lbs. 


J ¢ \ f VERTICAL TYPE Stock No. E1025 Price, each 
One of the best™and mgst practical pywer plants for This model is exactly like the horizontal in the power } 
driving mechanical toys. / It’s a regulat steam, engine developed and in the equipment. The only difference is 
with an ofectrical heating element t create steam. found in the vertical construction. A miniature model of 
Equipped Avith throttle for varying spgeds—and a real the high powered vertical steam engine for the boy who 
steam whistle-Electrical heating elem¢nt eliminates all prefers this type. See description of Model 1030 for me- 
danger” of fire, and a safety valve and water gauge prevent ‘ 3 ‘ 
excess steam pressure. Safe for all boys~and develops 
their m@chanical inclinations. Operates on any standard Stock No. E1031 Price, each 
electric hight sccket without transfornrer.. Its assembly is 
a seamleBs drawn copper boiler, a\heayy-east base, strong 
brass running parts and-steel_eonhnections all accurately 
machined\and highly nickel plated; | Base and trim enam- 
eled in rede A /rapid Seller. Standard) pa¢kage, 3. 

| 


Stock No, [E1030 Price, each 


HORIZONTAL TYPE_ 


chanical construction. Standard package, 3. 


Y a Eleciric Miniature Range—Model 1027 
: : ; / Electric Steam Engine 
Electric Hot Air Engine TURBINE TYPE i Here is a miniature electric range that sells in large 


This engine follows the latest development in steam volume and is the only practical toy of its kind on the 
power plants. It is a miniature duplicate of large angi market. An educational range that teaches girls to cook 
rive Aipiase ; re ; E standard elec- phase steam turbines, and develops a fascinating natura 3 and bake just like mother. It cooks as efficiently as any 
trio light soehest Ac teliph uadeual bowee and ‘wilt ‘run foF turbine hum. Unexcelled for spend. lis assembly 16 ea large range. It is equipped with four aluminum cooking 
hours without attention, only an occasional oiling. As- lar to Model 1030 with the exception of generating mech- ate ae i : Be : pan) ants 
sembled on heavy cast base with brass running parts and anism. Equipped with throttle, ed renee mpage’ Electric Miniature Range—Model 1026 utensils, tea kettle, cake and bread pan, pie plate and fry 
; F ri ia Rig pase rater gé sea “ss drawn c rv boiler wi eavy cas A % ne ‘ ; MPT Sen eon Haw: savilye CONBtTUe Side vovens 
steel connections all accurately machined. The bright red ee Se Eee ee parte aid Steel ye ineetione ac- This educational miniature range has large single oven pan, This range has two heavily constructed Brde ovens 
color and nickel plated finish make this a handsome toy eee 5 esis shined and highly nickel plated. Standard and is ideal for dainty dishes. It is finished with baked with baked white enamel doors and back panel. The cook- 
Nf pao ge scat“ cteeh pat Reo ena a tate a 4c none paukane a sii its . ; white enamel oven doors and back panel and black aes pe ing top, shelf, door frames and legs are heavily nickel 
package, 3. Stanger gs ned frame. The legs, door frame, cooking top and shelf : = Aer any Maca igis riya oan Tee a 

: are nickel plated. The patented EMPIRE heating element plated. ; Body black japanned finish. ; Che heating element 
furnishes a uniform heat throughout. Equipped with four is specially designed to give economical operation and an 
aluminum cooking utensils, tea kettle, cake and bread pan, even temperature in both ovens, Operates on any standard 

: ‘ pie plate and fry pan with recipe folder. Often used as a SMa RN Re 
: y Electric Steam Engine practical electric range. Operates on any standard electric electric light socket. 
Flashing Display Stand TWIN CYLINDER TYPE light socket. , : 7 Watts, 600; Size, 15x7%4x15; Standard Pkg., 3. 
Watts, 550; Size, 103,x6%x16%; Standard Pkg., 3. 


This is the latest development in the EMPIRE line, per- 
fected after years of research and eperimental work. 


Stock No. E1038 Price, each Stock No. E1035 Price, each 


A apr rg Sa See Stock No. E1026 Price, each : Stock No. E1027 Price, each 
A flashing dis- horizontal engines } 
play stand for +. - fe mounted on a com- 
window or counter f : mon base, with dou- 
Sa Kaki ative : a - ble heating capacity 
aan wen aed (mA << and double power. It 
fixture) ini mahog= ; j is equipped with two Nos. 28 and 29—Toy Transformers 
any finish. Espe- 4 t . "| eylinders, separate 
cially constructed d Lae oett tye, oy These are built to meet all requirements of low voltage toys, trains and other equip- 
P yheels, water gauges, z : rly ay ae < { 
for display and (Nx 3 ee Sianee, safety ore ee ment. Standard plugs with extra long cord. Size 3x3x3% inches. Weight, 3% lbs. Stand- 
operating demon- er? 324 a re and a whistle. — It is ard package, six. y 
stration fF EM- me ; ‘ Oa a powerful engine for | rf 
“fk a Byes Te = oe oe the operation of me- Stock No. EA28 50 watts, 2 
IRE Electrical 2 : _ chanical toys. See Stock No. EA29 100 watts, 2 
Steam Engines. , description of Model | 
Size15%4x10%x6™% — 1030 for mechanical 
E ee ry construction. Standard 


> 


package, 3. 


Stock No. E1041 Price, each $10.00 Stock No. E1042 Price, each i Nos. 28 and 29 
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% to 27 volts. Price, each 
% to 27 volts. Price, each 


Standard pkg., 1. 


INDEX 
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Adapters, Phono ( Grid Mountings 3 Radio Call Book 
Adapters, Tube ‘ Ground Clamps 56 Radio Cyclopedia 
Aerial Kits Be Radio Plugs 
Ammeters Radio Stools 
Amperites Radio Tables 
Amplifiers Radiotrons 
peat ao Plugs De Beaders Receptacle, Panel : 45 
Antenna Outfits Hass Receiving Sets ....... 2 to 15. Incl. 
Antenna Poles : Recreator, Bosch 
Antenna Wire Be a Rectifiers, Tube 
Audio Transformers......37-38-39 Rejuvenator 
“A” Power Units, 40 to 48 Incl. Replacement Cells 
Reproducers 
Resistors 
Illuminated Dials 27 Rheostats 
B Instrument Panel 
Inductance Coils 
Vai cipal SS 12h 9 a Ra ee ‘ Insulated Staples 
3akelite Panels : Insulators 
Batteries, Eveready 52 Sets, Head 
Battery Cables 5-54-55 Sets, Radio Receiving 2 to 15 Incl. 
Battery Chargers.....40-43-44-45-47 Sets, Test 51 
Battery Connectors Sockets 28 
Batteries, Dry Socket Powers 
Battery Eliminators ..40 to 48 Incl. si Solder 
Battery Mat oe Soldering Irons 
Battery, Storage Soldering Material 
Battery Switches Spaghetti Tubing 
Battery Terminals 5é Spaghetti Wire 
Binding Posts 
Books 
Brackets, Light 
Bracket Mountings é Knife Switches 
Brackets, Shelf Supporting .... : Knobs 


Storage Batteries 
Switch Points 
Switches 


Lead-in Wire oe Tables 

Cabinet Loud Speakers Lightning Arresters : Test Clips 

Cables, Battery Loop Aerial 5é Terminals, Battery 

Chargers, Battery... .40-43-44-45-47 Loud Speakers aoe Test Sets 

Ghokes Loud Speaker Cabinets j Testing Devices 

Choke Coils 3¢ Loud Speaker Units ¢ Tone Control 

Clamps, Ground Transformers 

Coils 25-26-37-38-39 Transformers, R. S. 25 
Comparator Trickle Chargers 40-43-47 
Condensers 34-35-36 M Tubes, Radiotron 

Cords, Extension Tubes, Rectifier 
Crystal Detectors f 50-5 Tube Rejuvenator 
Cyclopedia, Radio 25 Tube Sockets 
Tubes, Vacuum 
Tuning Controls 
Tuning Units 


Cabinets 


D 


Detector Crystals 
Dials 


Neutralizing Condensers 


Units, Loud Speaking 
P Units, Tuning 


Panel Instruments 
Panels, Radio 
Panel Receptacle 
End Stops : Plugs, Antenna 5: Vacuum Tubes 
Eveready Radio Batteries...... 49 Phono Reproducers : Vernier Dials 
Extension Cords : Phono Units : Volume Controls 
Plugs 3e Voltmeters 
Posts, Binding 
Potentiometers 
F Power Controls 
Power Sockets 
Filament Rheostats 2¢ Power Supplies Wire, Antenna 
Formica Panels : Power Units Wire Markers 
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PLUGS AND SWITCHES SWITCHES AND JACKS 


Poly Claro-Plug ; Polymet 


ents instrument placed between Phone Plugs Designed f in radi 
r er an e eceiver, ; | esigned for use in radio 
will greatly clarify radio reception. and Midget Battery Switch equipment where space is at 


It will also add quality to the tone Extension ; ‘ 7 y ij 4 a premium, The Junior Jack 
of the speaker and cut down on the ; } A very efficient filament control Switches are exactly the same 
ey 


Feorne Ane “other noises due to j Connectors ue } <P) Hie (NAF Mm switch. One nut mounting in Swit ropa ee Jack 
ana ies. leit ¥ fa These plugs em- it inch panel hole. Quick make and Mado a ine mock, ced 
List price éaich 3 ploy a unique é i Res break. Furnished complete with _ the Junior Jack. The illus- 
, : method for holding ' “Off’ and “On” plate (as illustrated). tration is one-half size. Extend 1%” behind panel and 
the phone or loud YAXLEY No.!O is 1%” long. Come in all spring combinations as follows: 
speaker cord tips. : Stock No. CX720 No. 720—Battery Switch. List 3 
No tools aire nee: Stock No. CX10 List price, each a 
essary, nothing to ock No. CX730 No. 730—Two Circuit. List price. 
push, nothing to J Stock No. CX740 No. 740—Double Circuit. 
pull, simply criss- List price 
eross. the wires s Stock No. CX760 
and slide the tips into the special tension slot. The i A _and B Voltmeter Switch List price ee 
tive pole is plainly marked on the arm of the plug 
Bakelite construction. About the size - ss 3 ° 
of a quarter in diameter. : Radio Jacks 
Panel projection less than 
Spring terminal grips. 
The very latest in plug de 
Entirely encloses cord tips. 


Stock No. CX86 List price, e 


Junior Jack Switches 


These Jacks have an offset in the frame for sub-panel 
mounting. One nut mounting. Drill one y% inch hole and 
mount on any standard thickness panel without use of 
spacer washers. Springs of genuine phosphor bronze. 
Pure silver self-cleaning contact rivets. Fits any stand- 
ard radio plug. 


ina.com 


t 


Stock No. CX101 
(No. 1) Open Cir- 
cuit, List price 


jcris 


One Phone 


This phone plug 

ished Bakelite handl¢ 

in size and has a neg 

ance. Phone tips 

connected without u 
Cannot be disconnected until handle is removed Stock No, CxX102 
contact assured. All Bakelite insulation preven ———— = (No. 2) Closed Cir- 
leakage. Shorting is impossible. : 204 cuit. List price, 


Stock No. CX74 List price 


SAMA D uplex Pl . . 5 
Ail Has same general % Bee ee ane 
cei 


tion as One Phone P } sah : 
has screw terminals ae (No, 2A) Two Cir- 
5 a necting two or moré cuit. List price, 
Knurled binding screws have coin slots—no scr¢ 
required. 

Stock No. CX75 List price 


Stock No. CX103 


Extension Jz == = (No. 8) Single Cir- 
Connects to extens - cuit Filament Con- 
or wires so that hea = trol. List _ price, 
or speaker may be p 
at a distant point. Al 
used as a connecto 
to stand hard service : es ws : Stock Wo: OX104 


Stock No, CX100 List price w (No. 4) Interstage. 
(SSS List price, ea. $0.80 


King Rotary Sy Stock No. CK105 
(No. 5) Two Cir- 


Polished nickel-plate i Y holm nora cuit Filament 
si : - ; Lighting. List 


price, each... .$0.90 


blade, collar, and 
Bakelite knob 1 inch 


eter. 
Stock No. CX78 1% i — at gee ot SC: 
radius, Price, each 5 = a Filament Lighting. 
. List price, ea $1.10 


Junior Jacks 


The Junior Jack has exactly 
the same characteristics as the 
standard jack — full weight 

( w springs, silver contacts, etc. No 

} : sharp edges to wear plug. There 

° ie \ rp ne skimping ony ers in ma- 

; : yy | eria or workmanship. The 

Wicstou Baits Plug iia ce | ; Junior Jack is for the set builder 


; who wants the best results. 
A handy quality plug. The tips on the end of the head Stock No. GX114 (4 point) | Extends 14%” behind panel. Takes any standard. radio 


set fit into the two small slots, and are held there by posi- List price, each \. plug. Comes in all spring combinations as follows: 
tive wedge action. Contact is sure and perfect. Stock No. CX113 (7 point.) List price, each. pt id hy poe ha Ki peed <3 pasa 

= 0. 0. —Two Circui 
Stock No. CX260 Price, each Stock No. CX115 (165 point.) List price, each. Stook No. CK704 No. 704—Interstage 
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